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Operator's Manual 
WARNING 


To prevent fire or shock hazard, 
do not expose this appliance to 
rain or moisture. 


WARNING!! 


To prevent fire or shock hazard, do not expose this appliance to rain or moisture. 





RISK OF ELECTRIC SHOCK 
DO NOT OPEN 
CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK 
DO NOT REMOVE COVER (OR BACK). 


NO USER-SERVICEABLE PARTS INSIDE. 
REFER SERVICING TO QUALIFIED SERVICE PERSONNEL. 


THE SYMBOLS ARE RULED BY UL STANDARDS (U.S.A.) 














The lightning flash with arrowhead symbol , within an equilateral triangle, is 
intended to alert the user to the presence of uninsulated "dangerous voltage" 
within the product's enclosure; that may be of sufficient magnitude to 
constitute a risk of electric shock to persons. 


The exclamation point within an equilateral triangle is intented to alert the user 
to the presence of important operating and maintenance (servicing) instruc- 
tions in the literature accompanying the appliance. 
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Warning 


WARNING: WHEN USING ELECTRIC PRODUCTS, BASIC PRECAUTIONS SHOULD 
ALWAYS BE FOLLOWED, INCLUDING THE FOLLOWING: 


WARNING 
The MPC2000XL is designed to be used in a standard household environment. 
Power requirements for electrical equipment vary from area to area. Please ensure that 
your MPC2000XL meets the power requirements in your area. Ifin doubt, consult a qualified 
electrician or AKAI professional dealer. 


120 VAC @ 60 Hz for USA and Canada 
220-240 МАС @50 Hz for Europe 


PROTECTING YOURSELF AND THE MPC2000XL 
* Never touch the AC plug with wet hands. 


* Always disconnect the MPC2000XL from the power supply by pulling on the plug, not the 
cord. 


* Allow only an AKAI professional dealer or qualified professional engineer to repair or 
reassemble the MPC2000XL. Apart from voiding the warranty, unauthorized engineers 
might touch live internal parts and receive a serious electrical shock. There are no 
serviceable parts inside. 


* Do not put, or allow anyone to put any object, especially metal objects, into the 
MPC2000XL. 


* Use only a household AC power supply. Never use a DC power supply. 


* If water or any other liquid is spilled into or onto the MPC2000XL, disconnect the power, 
and call your dealer. 


* Make sure that the unit is well-ventilated, and away from direct sunlight. 


* To avoid damage to internal circuitry, as well as the external finish, keep the MPC2000XL 
away from sources of direct heat (stoves, radiators, etc.). 


* Avoid using aerosol insecticides, etc. near the MPC2000XL. They may damage the 
surface, and may ignite. 


* Do not use denaturated alcohol, thinner or similar chemicals to clean the MPC2000XL. 
They will damage the finish. 


* Modification of this equipment is dangerous, and can result in the functions of the 
MPC2000XL being impaired. Never attempt to modify the equipment in any way. 


* Make sure that the MPC2000XL is always well-supported when in use (either in a 
specially-designed equipment rack, or a firm level surface). 


* Іп order to assure optimum performance of your MPC2000XL, select the setup location 
carefully, and make surethe equipmentis used properly. Avoid setting upthe MPC2000XL 
in the following locations: 


1. In a humid or dusty environment 

2. In a room with poor ventilation 

3. On a surface which is not horizontal 

4. Inside a vehicle such as a car, where it will be subject to vibration 
5. In an extremely hot or cold environment 
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Warning 


WARNING 
THIS APPARATUS MUST BE EARTHED 
IMPORTANT 


This equipment is fitted with an approved non-rewireable UK mains plug. 
To change the fuse in this type of plug proceed as follows: 


1) Remove the fuse cover and old fuse. 

2) Fit a new fuse which should be a BS1362 5 Amp A.S.T.A or BSI approved type. 

3) Refit the fuse cover. 
If the AC mains plug fitted to the lead supplied with this equipment is not suitable for your type of 
AC outlet sockets, it should be changed to an AC mains lead, complete with moulded plug, to the 
appropriate type. If this is not possible, the plug should be cut off and a correct one fitted to suit 
the AC outlet. This should be fused at 5 Amps. 
If a plug without a fuse is used, the fuse at the distribution board should NOT BE GREATER than 5 
Amp. 


PLEASE NOTE: THE SEVERED PLUG MUST BE DESTROYED TO AVOID A POSSIBLE 
SHOCK HAZARD SHOULD IT BE INSERTED INTO A 13 AMP SOCKET 
ELSEWHERE. 


The wires in this mains lead are coloured in accordance with the following code: 


GREEN and YELLOW —EARTH 
BLUE —NEUTRAL 
BROWN —LIVE 


As the colours of the wires in the mains lead of this apparatus may not correspond with the 
coloured markings identifying the terminals in your plug, please proceed as follows: 
The wire which is coloured GREEN and YELLOW must be connected to the terminal which is 
marked with the letter E or with the safety earth symbol 1 or coloured GREEN or coloured 
GREEN and YELLOW. 
The wire which is coloured BLUE must be connected to the terminal which is marked with the 
letter N or coloured BLACK. 
The wire which is coloured BROWN must be connected to the terminal which is marked with 
the letter L or coloured RED. 


THIS APPARATUS MUST BE EARTHED 
Ensure that all the terminals are securely tightened and no loose strands of wire exist. 
Before replacing the plug cover, make certain the cord grip is clamped over the outer sheath of 
the lead and not simply over the wires. 
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Warning 


FCC WARNING 


This equipment has been tested and found to comply with the limits for a Class B digital device pursuant 
to Part 15 ofthe FCC rules. These limits are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful 
interference to radio communications. However, there is no guarantee that interference will not occur 
in a particular installation. If this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and on, the user is encouraged to try 
to correct the interference by one or more of the following measures: 


Reorient or relocate the receiving antenna. 


Increase the separation between the equipment and receiver. 


Connect the equipment into an outlet on a circuit different from that to which the receiver is 
connected. 


Consult the dealer or an experienced radio/TV technician for help. 


AVIS POUR LES ACHETEURS CANADIENS DU MPC2000XL 
Le présent appareil numérique n'ément pas de bruits radioélectriques dépassantles limites applicables 
aux appareils numériques de la Class B prescrites dans le Réglement sur le brouillage radioélectrique 
édicté par le ministére des Communications du Canada. 

27-F 


This digital apparatus does notexceedthe Class B limits for radio noise emissions from digital apparatus 
set out in the Radio Interference Regulations of the Canadian Department of Communications. 
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VENTILATION 


Do not prevent the unit's ventilation, especially by placing the unit on the soft carpet, in a narrow space, 
or by placing objects on the unit's chassis—top, side, or rear panels. Always keep the unit's chassis 
at least 10 centimeters from any other objects. 
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CHANGES OR MODIFICATIONS NOT EXPRESSLY APPROYED BY THE MANUFACTURER FOR 
COMPLIANCE COULD VOID THE USER'S AUTHORITY TO OPERATE THE EQUIPMENT. 
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COPYRIGHT NOTICE 

The AKAI MPC2000XL is a computer-based device, and as such contains and uses software in 
DISKs and ROMs. This software, and all related documentation, including this Operator's Manual, 
contain proprietary information which is protected by copyright laws. All rights are reserved. No part 
of the software or its documentation may be copied, transferred or modified. You may not modify, 
adapt, translate, lease, distribute, resell for profit or create derivative works based on the software 
and its related documentation or any part there of without prior written consent from AKAI 
professional M.I. Corp., Yokohama, Japan. 
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Warranty 


WARRANTY 

AKAI professional M.I. Corp. warrants its products, when purchased from an authorized “AKAI 
professional" dealer, to be free from defects in materials and workmanship for a period of 12 (twelve) 
months from the date of purchase. Warranty service is effective and available to the original 
purchase only, and only on completion and return of the AKAI professional Warranty Registration 
Card within 14 days of purchase. 


Warranty coverage is valid for factory-authorized updates to AKAI professional instruments and 
their software, when their installation is performed by an authorized AKAI professional Service 
Center, and a properly completed Warranty Registration has been returned to your "AKAI 
professional" dealer. 


To obtain service under this warranty, the product must, on discovery of the detect, be properly packed 
and shipped to the nearest AKAI professional Service Center. The party requesting warranty service 
must provide proof of original ownership and date of purchase of the product. 


If the warranty is valid, AKAI professional will, without charge for parts or labor, either repair or 
replace the defective part(s). Without a valid warranty, the entire cost of the repair (parts and labor) 
is the responsibility of the product's owner. 


AKAI professional warrants that it will make all necessary adjustments, repairs and replacements 
at no cost to the original owner within 12 (twelve) months of the purchase date if: 


1) The product fails to perform its specified functions due to failure of one or more of its 
components. 

2) The product fails to perform its specified functions due to defects in workmanship. 

3) The product has been maintained and operated by the owner in strict accordance with the 
written instructions for proper maintenance and use as specified in this Operator's Manual. 


Before purchase and use, owners should determine the suitability of the product for their intended 
use, and owner assumes all risk and liability whatsoever in connection therewith. AKAI professional 
shall notbe liable for any injury, loss or damage, direct or consequential, arising out of use, or inability 
to use the product. 


The warranty provides only those benefits specified, and does not cover defects or repairs needed 
as a result of acts beyond the control of АКА! professional, including but not limited to: 


1) Damage caused by abuse, accident, negligence. AKAI professional will not cover under 
warranty any original factory disk damaged or destroyed as a result of the owner's 
mishandling. 

2) Damage caused by any tampering, alteration or modification of the product: operating 
software, mechanical or electronic components. 

3) Damage caused by failure to maintain and operate the product in strict accordance with the 
written instructions for proper maintenance and use as specified in this Operator's Manual. 

4) Damage caused by repairs or attempted repairs by unauthorized persons. 

5) Damage caused by fire, smoke, falling objects, water or other liquids, or natural events 
such as rain, floods, earthquakes, lightning, tornadoes, storms, etc. 

6) Damage caused by operation on improper voltages. 


IMPORTANT NOTE: This warranty becomes void if the product or its software is 
electronically modified, altered or tampered with in any way. 


AKAI professional shall not be liable for costs involved in packing or preparing the productfor shipping, 
with regard to time, labor, or materials, shipping or freight costs, or time or expense involved in 
transporting the product to and from AKAI professional Authorized Service Center or Authorized 
Dealer. 


AKAI professional will not cover under warranty an apparent malfunction that is determined to be 
user error, or owner's inability to use the product. 


THE DURATION OF ANY OTHER WARRANTIES, WHETHER IMPLIED OR EXPRESS, INCLUD- 
ING BUT NOT LIMITED TO THE IMPLIED CONDITION OF MERCHANTABILITY, IS LIMITED TO 
THE DURATION OF THE EXPRESS WARRANTY HEREIN. 


AKAI professional hereby excludes incidental or consequential damages, including but not limited 
to: 


1) Loss of time. 

2) Inconvenience 

3) Delay in performance of the Warranty. 

4) The loss of use of the product. 

5) Commercial loss. 

6) Breach of any express or implied warranty, including the Implied Warranty of Merchant- 
ability, applicable to this product. 
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Chapter 1: Introduction 





Features 


The following is a summary of some of the advanced features of the MPC2000XL. 


General 


Large 248 x 60 dot LCD display with graphics. 

6 function keys under the LCD display provide various functions on each page. 

Built-in 1.44 megabyte floppy disk drive to store both sequence and sound data. 

By pressing the OPEN WINDOW key at the parameter you want to edit, you are allowed to 
make more detailed parameter settings. It is not necessary to switch between different 
pages as in the case of conventional devices to make detail settings. 

Built-in SCSI interface for storing data to external hard disk. 


Sampler 


16-bit, 44.1kHz stereo sampling. 

High capacity sound memory: 2 megabytes standard (22 seconds mono or 11 seconds 
stereo), expandable to 32 megabytes with SIMM memory. 

Digital sampling input for direct recording from digital sources with IB-M208P (optional) 
board. 

256 sounds (samples) may be held in memory at one time. 

32 simultaneous playback voices. 

The envelope or filter can be set for each sound. 

Optional multi-effects generator EB16 for versatile effects. 

Sample files may be loaded from Akai S1000 and S3000 disks. 

IB-M208P (optional) enables you to mix and output internal sampler sounds from 8 indi- 
vidual outputs. 

A maximum of 24 programs (sound assignments and sound parameter settings) can be 
created. 

A maximum of up to 4 programs can be played simultaneously. 

A selection between polyphonic (multiple sounds are overlaid when the same sound is 
played continuously) or mono (the second sound silences the first). 

Itis possible to stop the playing of a sound with another sound. This is used to simulate the 
open close effect of the hi hat. 

Itis possible to copy a part of a sound as a separate sound or paste a sound to a section of 
a sound. It is also possible to mute or reverse part of a sound. 

One MIDI note can play three sounds. The sounds can be played simultaneously, switched 
by velocity, or with the NOTE VARIATION slider. 

Loop settings can be made to a sound. 

The velocity can change the playback pitch.. 

When phrase sampling, it is possible to calculate the tempo of the phrase from the length of 
the sound loop. 

Since the sound wave patterns are displayed, it is possible to edit the sound while watching 
the wave pattern. It is also possible to zoom the wave pattern. 

Reading and writing of PC compatible .WAV sound files. 

Timestretch, resample, wave pattern edit functions, etc. are available. 
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Sequencer 


Loop recording function enables quick recording by looping short phrases. 

Sequencer memory equivalent to 300,000 notes (including note and other data). 

The maximum number events in a sequence is equivalent to 50,000 notes. 

99 sequences may be held in memory at once. Each sequence contains 64 individual 
tracks. 

2 independent MIDI output ports permit 32 simultaneous MIDI output channels. 

2 mergeable MIDI inputs. 

The optional SMPTE IC chip (IC-M2TC) enable synchronization with SMPTE time codes. 
MTC (MIDI time code), MMC (MIDI machine control) compatible. 

Data can be exported to or imported from standard MIDI files. 

Step edit function enables you to edit individual events. 

The velocity of each track can easily be modified. 

It is possible to record to 32 MIDI channels at one time. 

Tap Tempo feature allows the playback tempo to be set by tapping a key in the time of 1/4- 
notes. 

Programmable tempo changes in mid-sequence or mid-song are supported. 

Auto Punch feature enables you to punch in or punch out automatically in the designated 
sequence. 

Swing feature enables you to add a swing-feel to the rhythm. 

16 velocity- and pressure-sensitive front panel drum pads and 4 pad banks provide a total 
of 64 pad/bank combinations. 

Track mute can be turned on or off and sequences can be selected using the drum pads. 
The NOTE VARIATION slider controls the decay or filter value of the sound in real time. 
Since it is possible to convert MIDI sustain pedal data to note duration data, you can place 
sustain effects independently from the note data within a track. 

The note repeat function and the after touch function pads enable you to easily enter drum 
rolls and hi-hat beats. 

The UNDO SEQ key enables you to undo sequence recordings or edits. 

The 2nd sequence function allows a separate sequence to be played at the same time that 
another sequence (or song) is being played/recorded. 
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Panel Descriptions 


Front Panel 
























































()H 


WEN 
MAIN SCREEN OPEN WINDOW 


DATA 





ШЕН. 





Ei 
a 
TAP TEMPO. 





NOTE REPEAT 

















(D LCD 


All the function windows are displayed here. This 
adjustable display can be tilted to 3 different angles 
for clearer viewing. 


(2 Function keys 

These keys execute the function shown on the very 
bottom of the display. 

Functions surrounded by a rectangular frame 
can be executed. 

Letters without a surrounding box, indicate the cur- 
rently selected page. 

Reversed display indicates that you can 
jump to that page by pressing the corresponding 
key. 


(8 Numeric keys / Mode keys 

These allow you to directly enter numeric data. 
Enter numbers with these keys into selected nu- 
meric fields and press the ENTER key. 

If you are entering numbers with a decimal 





AKAI MPC2000XL 


EEE ^ Mini PRODUCTION CENTER 





value, enter the number ignoring the decimal point. 
(example: 120.5, enter 1205.) 

If you make a mistake, it is possible to cancel by 
pressing the SHIFT key before the ENTER key. 

If you use the CURSOR keys, DATA wheel, or 
MAIN SCREEN key while you are entering data 
with the numeric keys, the input will be canceled 
and the data returns to the status before entry the 
entry was made. 

By holding the SHIFT key and pressing one of the 
numeric keys, the key functions as a Mode key and 
allows you to enter the mode indicated under the 
key. 


@ MAIN SCREEN key 

This allows you to return from any page to the 
MAIN screen (initial screen). The MAIN screen is 
the basic screen used to record or play back a se- 
quence. 
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(5) OPEN WINDOW key 

When certain fields are selected, pressing this key 
opens another window to allow you to set further 
data related to that field. 

Pressing the key again closes the window. 


© DATA wheel 

This allows you to change the numbers or data of 
the selected field. The data variably increases the 
faster the wheel is turned. 

To set the contrast of the LCD, rotate the DATA 
wheel while holding down the SHIFT key. This can 
be done at any time, regardless of the mode you 
are in. 


@ NOTE VARIATION/AFTER key 

Normally, the NOTE VARIATION slider is used 
when the drum pad is played or when the drum pad 
performance is recorded to a sequence. 

However, by pressing this key, it is possible to use 
the NOTE VARIATION slider while the sequence is 
playing. This also needs to be on when you are 
overdubbing only the NOTE VARIATION slider ef- 
fect. 


NOTE VARIATION slider 

This enables you to change the parameters of the 
preset internal sound source. 

Hold down the SHIFT key and press the AFTER 
key to display the screen and then change param- 
eters (TUNING, DELAY, ATTACK and FILTER) 
with the slider. 


(9) TAP TEMPO / NOTE REPEAT key 

This allows a sequence to play at the tempo set by 
hitting the key. 

Hold this key and press one of the drum pads to 
play to the beat set in the Timing field on the MAIN 
screen. For example, if the Timing is set at 1/8, you 
can play the hi-hat at an eight beat by holding this 
key and pressing the drum pad that is assigned to 
the hi-hat. 

This button only operates during the play and record 
modes. 

If you hold down this key and then press SHIFT, the 
NOTE REPEAT feature will be locked and you can 
release the buttons and just press the drum pad. 
Press NOTE REPEAT again to release the lock 
mode. 

The length that the drum pad is held determines 
the note’s velocity. 
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UNDO SEQ key 

When you record and stop a sequence, the indica- 
tor above this key will light. It is now possible to 
return the sequence back to the original state be- 
fore recording by pressing this key (the light will go 
out). If the key is pressed again, the indicator will 
light and the state will return to the condition after 
the last recording. This is convenient for comparing 
the recording with the previous one, or to undo a 
poor recording. 

You can only use the UNDO SEQ key when you 
are recording or editing a sequence. You cannot 
use this key when you are editing a program or 
sound. Using the UNDO SEQ is also limited to the 
time just after a recording or edit. If you move to 
another mode or function screen, the UNDO SEQ 
mode will be disabled. 


(D ERASE key 

This is used to erase data on the selected track. 
By holding this key and pressing the drum pad of 
the sound that you want to erase, while dubbing 
over a sequence, you can erase the data (as long 
as the PAD is pressed). In addition to drum tracks, 
you can erase the notes on a track of an external 
MIDI device by holding this key and pressing the 
note that needs to be erased on the MIDI keyboard. 
The ERASE window will appear if you press this 
key while a sequence is not playing. This allows 
you to erase specific notes or lengths of data. 


@ CURSOR key 

This moves the cursor to select the parameter that 
you want to edit. The currently selected field is dis- 
played by white figures on a blue background. 

To enter large numbers (when using the trim mode, 
for example, to edit sounds) press CURSOR LEFT/ 
RIGHT while holding down the SHIFT key. 


(3 STEP </>key 

This locates the sequence point backwards and for- 
wards one step at a time. The step is set in the 
Timing field of the MAIN screen. When Timing is 
OFF, you can move a step by one clock. HOLD the 
GO TO key and press this key to locate the position 
of the next/previous event recorded on a track. 


@ GO TO key 
This key displays the locate window. Enter the lo- 
cate point or move the cursor to the memorized lo- 





rize a locate point, pick a point that you want to 
memorize and display the Locate window by press- 
ing the GO TO key, then move the cursor to the 
number you want to memorize and press the 
| [F2] to memorize the point. 
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(9 ВАВ <</>>key 

This locates the sequence point by bars. Holding 
the GO TO key, press this key to locate the start or 
end point of the selected sequence. 


REC key 
While holding this key, press the PLAY key or the 
PLAY START key to begin sequence recording. If 
there is data on the track, it will be erased by the 
new recording. 


@ OVER DUB key 

While holding this key, press the PLAY key or the 
PLAY START key to begin sequence recording. 
The new recording is dubbed over the data on the 
track, adding to the original data. 


(8 STOP key 
This stops the playback or recording of a sequence. 


(9 PLAY key 

This starts the sequence from the current point 
(H =” on the MAIN screen). Itis also possible to 
select “Hana п” with the CURSOR keys and set the 
position for playback/recording with the DATA 
wheel. 








Q) PLAY START key 
This starts the sequence from the beginning. 


@ FULL LEVEL key 

When this key is pressed and the light is on, regard- 
less of how hard the drum pad is hit, the sound will 
always be generated at full velocity. 

Also used to selected upper or lower case letters 
when naming sounds, sequences, etc. 


@ 16 LEVELS key 

This allows you to assign one selected sound to all 
16 pads and set and play the sound at 16 param- 
eter levels of velocity, tone, attack, decay, or filter. 


Q3 REC GAIN knob 
This adjusts the level of the sound coming from the 
RECORD IN jack during a sampling. 


Q) MAIN VOLUME knob 

This adjusts the volume of the STEREO OUT and 
PHONES jacks. However, this does not adjust the 
volume of the optional *assignable mix out" outputs. 


@ NEXT SEQ key 

Pressing this key will display the NEXT SEQ screen 
that allows you to select another sequence to play 
directly following the one already selected. 
Although the NEXT SEQ function can be used with 
the main screen, the NEXT SEQ screen provides a 
wider range of convenient functions that can be 
used. 


Q) TRACK MUTE key 

When this key is pressed and the indicator lights, 
you can mute tracks by pressing the corresponding 
drum pad (pressing the pad again turns the track 
back on). Press the TRACK MUTE key again to can- 
cel the mode. 


@ PAD BANK A-D keys 

There are four pad banks from A to D and each has 
sixteen sounds, so itis possible to use 64 different 
sounds by switching banks. The indicator will light 
for the currently selected bank. 


Q9 Drum pads 

These play back sounds (samples, etc.), including 
the drum sounds in the memory. 

The loudness of the sounds depend on how hard 
you hit the pad. 

You can assign up to 64 sounds to the 16 drum 
pads by using the 4 pad banks A-D. 


@ Floppy disk drive 

The floppy disk drive is used to load or save sound 
or sequence data. Both 2HD and 2DD floppy disks 
can be used. 
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82) (33) 





666 RIGHT—— LERT 
rx STEREO olo, 


ASSIGNABLE MIXOUT 


AKAI professional 


STEREO OUT PHONES 

Connect your stereo headphones here. 

The same sound is output to the STEREO OUT 
LEFT and RIGHT jacks. 


@) STEREO OUT LEFT/RIGHT 
These are the main output jacks. 


@ RECORD IN 
These are the input jacks used for sampling. These 
stereo phone jacks are balanced inputs. 


@3) MIDI IN 
These receive MIDI signals. MIDI 1 and 2 sig- 
nals are merged. 


MIDI OUT 

These send MIDI signals. Since A and B are 
independent, it is possible to handle a total of 
32 MIDI channels. 


@) SCSI 

This is a 50 pin SCSI interface connector that you 
can connect to external disk drives for loading and 
saving data. 





WARNING: 
SHOCK HAZARD-DO NOT OPEN! 


RISQUE DE CHOC ELECTRIQUE-NE PAS OUVRIR! 


VORSICHT: ч 
BERUHRUNGSGEFAHR-NICHT OFFNEN! 


ШК И MODEL NUMBER MPC2000XL 


6) POWER 
This is the power ON/OFF switch. 


(6) DIGITAL IN/OUT (option) 

This allows you to sample data directly from an au- 
dio CD or DAT. It is also possible to record the 
entire digital data from this output to a hard disk re- 
corder or DAT, such as the AKAI DR16 or DPS12. 


$) ASSIGNABLE MIX OUT (option) 

This allows you to set up to 8 separate outputs for 
individual sounds. This gives you more control of 
the mixing of the sounds, especially when using an 
external mixer or effects unit. 


SMPTE IN/OUT (option) 

If the unit is equipped with the SMPTE option, these 
jacks are used to synchronize to a tape that uses 
the SMPTE time code. 


AC in 


Connect the provided power cable here. 
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Handling Floppy Disks 
The Disk Drive 


The 3.5 inch floppy disk drive will accept high density and low density disks. 


Disks are inserted into the drive thus: 


Sz The label should be facing upwards when it is in- 


+ serted (actually, it is physically impossible to insert 
disks the wrong way round without using an extreme 


DISK ACTIVITY LED ИШ DISKEJECTBUTTON amount of brute force!). 
LO To eject the disk, simply press the DISK EJECT but- 


ton. When a disk is loading, saving or formatting, the 
ШЕ DISK ACTIVITY LED will be lit. Never eject a disk 

while the DISK ACTIVITY LED is lit. 

As a result, it is vital that you save your work to disk 


WRITE PROTEGE TAB HIGH DENSITY before turning the power off otherwise you will lose 


DETECTION TAB * 
your work and, unless previously saved or backed 


up, it will be gone for ever. In fact, it is a good idea to 


regularly save your work as you are working. All good computer users do this and it prevents the accidental 
loss of data should power be accidentally removed from the instrument. This also serves as a form of ‘undo’ 
- if you make some kind of mistake in your programming and editing and can't fix it, you can load the last level 
of editing back into the unit. It may be a bit tedious to keep stopping every now and then to save your work but 
it is better than losing some valuable sounds. 


Taking care of your Disks 


Floppy disks contain valuable sound data and, as such, should be treated with extreme care. Please observe 
the following points, therefore: 


1. 
2. 


ou 


10. 


Never slide the metal cover back and touch the disk. Finger marks may render the disk unreadable. 
Don’t leave the disk in the drive whenever possible. When the disk is in the drive, the metal protective 
cover slides back exposing the actual disk inside and this makes the disk susceptible to picking up dust 
which may cause read errors. 

Do not leave your disks in a hot car. 

Do not place your disks next to any magnetic sources such as speakers, amplifiers, televisions, etc.. 
Also, try to avoid X-ray machines. At airports, it is sometimes possible to ask for your disks to be in- 
spected by hand at security desks but, with the added security at airports these days, this may not be 
possible. Always check with the security officer though, just in case. Security X-ray machines are gener- 
ally safe with disks, though. If in doubt, make backup copies which should be left at home. 


Note: Some checked-in luggage is X-rayed by quite powerful machines that are not as safe as those 
that check hand luggage. It is probably best to take your disks as hand luggage. 


Do not leave your disks around when drinking liquids - one accidental spillage could ruin a lot of work! 
Always use high quality disks. Whilst cheap ones may be appealing, they are prone to errors more than 
good ones. 

Try to ensure that the write protect tab is switched on (i.e. the tab does not block the hole). This will 
prevent accidental erasure, formatting and loss of data. It may be a nuisance to try to write to the disk 
and find it write protected but it is less of a nuisance than accidentally over-writing a set of your favourite 
samples and programs! 

Try to get into the habit of labelling your disks - it will pay dividends in the end when you are searching 
for something. 

Invest in a sturdy carrying case for your floppies especially if you are a gigging musician. Heavy duty 
metal camera cases are ideal and some flight case manufacturers now make special heavy duty disk 
flightcases. 

Even if you are using a hard disk of any sort, please make sure you have backed up your work to floppy 
disks. It can be time consuming but it will be worth it if you ever have a problem with your hard disk! 
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CD-ROM care 

Dust, dirt, scratches or warps on the CD-ROM may lead to faulty CD-ROM data loading. In order 
to take full advantage of the CD-ROM player’s performance capabilities, follow the precautions 
outlined on this page. 


Disc handling 

Hold the CD-ROM by the outer edge only, supporting it at the center with your index finger if 
necessary. 

Avoid touching the unprinted side of the disc. 

Do not glue any labels or stickers etc., on the disc. 


ae» 


Disc storage 

Do not store the CD-ROM in a location which is subject to direct sunlight, high humidity, or hot air 
from heating appliances. 

Always return the CD-ROM to their plastic cases for storage. 


Disc cleaning 

It is recommended that you periodically wipe the recorded side of your CD-ROM with a 
commercially available silicone cloth (such as that used for cleaning camera lenses or glasses) in 
order to remove dust, dirt or fingerprints. Wipe the disc gently, being careful not to scratch its 
surface. 

When wiping the disc, refer to the illustrations below. Unlike records, CD-ROM should always be 
wiped in a straight line from the center to the edge. 

Do not use volatile chemical substances such as denatured alcohol, cleaning fluid intended for 
analog records, or antistatic fluids, as these may damage the CD-ROM. 


e 


Page 9 


Chapter 2 





The Basics 


Chapter 2: The Basics 





Hooking Up Your System 


The following diagram shows how to hook up the MPC2000XL to a MIDI keyboard, two sound 
modules and a CD ROM. 


You can connect other external SCSI devices (such as a hard disk, ZIP drive, etc.) to the SCSI 
interface on the rear panel so that you can save or load samples, songs, etc. 


CD ROM player 


| 
ши - = 


MIDI IN 1 or 2 
Connect power cord and 
О ОША plug into power supply 





























MIDI OUT B 




















MIDI IN MIDI OUT 





Multi timbral MIDI keyboard 
MIDI IN 


y eg m 












































Multi timbral MIDI sound module 
MIDI IN 












































Multi timbral MIDI sound module 


If you only want to use the MPC2000XL as a drum machine for now, don't connect the MIDI keyboard, 
the sound modules, or make any MIDI connections. If you choose to connect an external MIDI 
device, connect the MIDI Output of the MIDI keyboard to MIDI Input of the MPC2000XL, and the MIDI 
Input of the MIDI sound source to MIDI Output of the MPC2000XL. MIDI Output provides an A or B 
Output. Normally use Output A when there is only one sound source. If you want to use a sound 
source from the connected MIDI keyboard, connect the MIDI keyboard MIDI Input to the 
MPC2000XL MIDI Output. (In this case, it is necessary to turn the Soft thru function on the 
MPC2000XL off. For details, refer to "Setting the Track's MIDI Channel" on page 52.) To connect 
multiple sound sources, use the MIDI THRU jacks of the MIDI device. Connect the MIDI Output of the 
MPC2000XL to the MIDI Input of the first MIDI sound source. Connect the MIDI THRU of the first 
MIDI sound source to the second MIDI sound source, and so on. MIDI can handle up to 16 data 
channels, the MPC2000XL has MIDI Output A and B each with 16 channels enabling you to handle 
32 channels of data. 
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The Terms Used in MPC2000XL 


Here are some definitions of terms used in the MPC2000XL that you should know: 


Sequence 


A sequence is the most basic unit in creating data on the MPC2000XL. The performance data 
from a MIDI keyboard or pad is recorded on each track within a sequence. Each sequence has 64 
tracks, to which performance data can be recorded. It is possible to create up to 99 sequences. 

















Sequence 
Track 01 Piano 
Track 02 Bass 
Track 03 Organ 
Track 64 (Unused) 











Although data equivalent to a maximum total of 300,000 notes can be recorded on the 
MPC2000XL, the number of notes that can be recorded within one sequence is limited to a maxi- 
mum 50,000 notes. 


Note: /t is not possible to Load/save sequence data that exceeds the 50,000 note limit. 
When a sequence file that exceeds 50,000 notes is stored on the MPC2000 using the 
ALL mode, only 50,000 notes of data will be read when this file is loaded. In this type of 
case, use the MPC 2000 to create a separate sequence of the data that was cut from the 
original sequence read into the MPC2000XL, then load this into the MPC2000XL and 
connect and play the 2 sequences using the SONG mode. 


Track 


There are 64 tracks in a sequence to which individual performances can be recorded. For ex- 
ample, track 1 could be the piano, track 2 could be the bass, and track 3 the organ. Normally, 
each track is recorded one at a time. It is also possible to record a new track while playing the 
recorded tracks. Each track can be turned on or off individually. It is possible to record different 
piano solos to track 1 and track 2 and compare the combination with the other tracks. You can 
select either a Drum track or MIDI track. The drum track plays the recorded data of the internal 
sampler. The MIDI track plays the sound of the external MIDI sound source connected to MIDI 
OUT. 


Song 


This function sequentially plays the data of a sequence. You can set the order or number of times 
to play the sequence. This is used to play multiple pieces consecutively, or to complete a song by 
arranging the sequence data for each part. In the MPC2000XL there are 20 songs, each having 
up to 250 steps. A sequence is assigned to each step to create a song. In doing so, it is also 
possible to set each step to repeat a number of times. 
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Sound 


Each individually sampled recording in the MPC2000XL is called a sound. A sound can be re- 
corded or loaded from a disk. The start or end of a sound can be changed or the looping of a 
sound can be set on the TRIM page. The sound is assigned to a note number and it is possible to 
set the envelope, filter, or pitch. Assign a note number to each pad to play the sound from the 
MPC2000XL drum pads. 


Drum Pads 


Sounds are played by assigning them to a drum pad. It is possible to assign up to 64 sounds by 
combining the pads with the pad bank keys(16 pads x 4 pad banks). To play a sound from a pad, 
assign a sound to a note number then assign the note number to a pad. Details are described in 
the "Creating and Editing Programs" chapter. By playing a pad, itis also possible to send the MIDI 
note of the note number assigned to that pad from the MIDI output. 


Note Number 

This refers to the position (note) of the MIDI note event on the keyboard. For example, the note 
number for Middle C on the piano is 60. The lowest key on the piano is A-1 which is note number 
21. On a MIDI track, the MIDI keyboard performance data is recorded as a note number. Оп а 
Drum track, the note number is used to play back the sound in the internal sample. If you play the 
pads and record to a drum track, the note numbers assigned to the pad will be recorded on the 
track. When you play back this track, the sound assigned to the note number is played back. 


Program 


A program is a collection of sounds assigned to 64 note numbers. It is possible to set the envelope 
or filter on each note number individually. It is possible to create 24 programs on the MPC2000XL. 
The sound is played back by a pad or MIDI note only when it is assigned to a note number in a 
program. By assigning a note number to a pad, the sound assigned to that note number can be 
played from a pad. When a sequence is played back, the sound is played with the note data 
recorded on the track. (When the snare drum is assigned to note number 50, the snare drum is 
reproduced with the timing recorded on note number 50.) 

You can instantly switch the program by selecting itin PROGRAM mode. It is also possible to use 
the MIDI program change feature to switch programs. 

A maximum of up to 4 separate programs can be played simultaneously on the MPC2000XL. 
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Operating the Front Panel and Screen 


Before you can use the MPC2000XL, you must learn how to use the cursor keys, data fields, 
numeric key pad and Function keys. 


Turn the power on. After the initial loading screens, the following screen will appear: 


о | АШЫКЕ Т») 
4J:1z8.84£5EGQ» Timina3:1.1& 
Court: OFF 


Hl —CUruseds 
:pRLUMISOFF Hew PFam-H 


EDIT ТЕПТЕГИ А — IL Tr 3 





This is the Main Screen and most playback and recording of sequences is done with this screen 
displayed. It is discussed further in the chapter entitled "Recording Sequences." 

If at any time while operating the MPC2000XL you are confused and want to return to this screen, 
press MAIN SCREEN. 


The Cursor, Cursor Keys, Data Fields 
Make sure that the Main Screen is showing. If not, press MAIN SCREEN. 


The cursor is displayed as white letters on a blue background. You can move the cursor around 
the screen using the four CURSOR keys located on the front panel. These four keys are referred 
to as the CURSOR LEFT, CURSOR RIGHT, CURSOR UP and CURSOR DOWN keys in the 
manual. Try moving the cursor around the screen, then move it back to the upper left corner. 


Notice that the cursor does not move from letter to letter, but lands only in certain locations, usually 
to the right of a colon (3). These areas are called data fields and pon one controls a specific 
parameter. For example, the upper left-most data field is called $ë (an abbreviation for se- 
quence). To the right of this field is another field containing the name of the selected sequence. 


The Numeric Keypad and DATA Wheel 
Make sure that the Main screen is displayed. If not, press MAIN SCREEN. 


To change the data in a field, move the cursor to the field and use the DATA wheel. By rotating the 
DATA wheel one click to the right, the number will increase. By rotating the DATA wheel one click 
to the left, the number will decrease. If you continuously rotate the DATA wheel, the numbers will 
continuously increase or decrease. 


There are fields in the data field where you can enter the numbers directly with the numeric keys. 
Move the cursor to the field, enter a new number from the numeric keys, and press ENTER. For 
example, to change the tempo to 100.0, follow the steps below: 


1. Move the cursor to the : 4* (Tempo) field. 
2. Enter 1000 (ignoring the decimal point) with the numeric keys and press the ENTER key. 
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There are also fields that select functions instead of entering numbers. Rotate the DATA wheel to 
select these functions. For example, move the cursor to the Timing field. Rotate the DATA wheel 
one click at a time and check the display change in the field. After you have finished, turn the field 
back to “OFF”. 


The Function Keys 
Make sure that the Main Screen is showing. If not, press the MAIN SCREEN key. 


Immediately below the LCD screen are six keys labeled F1, F2, F3, F4, F5 and F6. The functions 
of these keys change from one screen to the next; these functions are always displayed on the 
lowest line of the screen. For example, while the Main Screen is showing, the bottom line appears 
as: 


ECIT [Ti UTE 


When a function has a frame such as 5010 ] that function will be carried out. When the function 
is reversed such as ШЗ you can move to that page by pressing the corresponding function 
key (press ШЭ Р 2]). If only characters are displayed such as EUEHTS, it means that that is 
the currently selected page. 

Most of the screens in the MPC2000XL have function key displays, and the lowest line of each of 
these screens indicates the function of the six function keys while the selected screen is showing. 
Some screens have less than six active function keys and some have none. 
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Basic Functions 


Loading and Playing Programs 


All sounds and programs are stored on the memory held in RAM and the data is therefore lost 
whenever the power is turned off. In order to play any sounds after turning the power on, you 
must load them in from the CD or external device connected to the rear panel SCSI interface. The 
procedure for loading files from a disk is described in the “Disk Operation” chapter, but to get you 
started, the following steps enable you to load sounds from the enclosed CD and play them from 
the drum pads: 


Please note: 
You must have a CD ROM player connected to the MPC2000XL in order to load the sounds 
descibed here. 


(D Insert the enclosed CD into the CD ROM player. 


© Hold down SHIFT and press LOAD (3 on the numeric keypad). 


Device: F lorra pud Free memora 
EE УШШ end- ek 


Turez Мо disk seq= o ZÉSqE 
LIAL 





(8) Move to the [ирети field with the CURSOR keys and select the SCSI ID number of the 
CD ROM with the DATA wheel. 


WiewiALL Files м: FOOT 
File: OMPC2686%L_DRUMS 
Dewi ce: Bie css oH may m "Fras Memora 
с> ЁШ zndz 16Е 
TurezPE seq= ДЄАЙК 
LOAD 





E As viin the CURSOR itin and press OPEN WINDOW. 





@ Move to the F 
The HP T ZZ 


Dir есіоғы 


кот on ШШЕ 
Oo METHOD DISE 
O HPESB. DISKS 
E STRHDBRDDISES 
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(5) Press the RIGHT CURSOR key to open the file and then select a drum set file (ambience, dry 
or gated) with the UP/DOWN CURSOR keys. 
In this example, we will choose the ambience drums. 


Directoru 
| Р —-ЕЛ[ ERR ГЕ 
DAHPC EE. Esas 


СІМЕСЕВ DI GATED_DRUMS 


OSTANCARL 





Press the RIGHT CURSOR key to open the file and then select 
НМЕ TENCE OSE Td. Pgh with the DATA wheel. 


Directora 
2а C. MLITE 
тй CHIHB 
OGATED_DR АМЕТЕНСЕ А ИП 
НИБТЕНГСЕ.5ЕТ—2 
HMEIEHCE.SET...3 





@ Presscioze[F4] HME IEHCE.ZET...1.PüGPH willbe displayed inthe F i 1 =: field. 


ен: АЦ Files ЁШ: HHETEHCE 
File: ШЕИ С СЦ Size= 2E 
[неме 5651-9 co -a [н Free memora 
с> ЁШ zndz 16K 

TaFe=PC zew-c FEE 


LORD 


Load а Program 


CLOAD 1 adas to ех xisting 











1 adds m existing 


[CLEAR И ИЗ] LOAL | 


m 
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When loading is finished, press MAIN SCREEN and try the sounds by hitting the drum 


BEHE i—i nase: How: 891.1. ae 
1:128. 05ER) Timingi 116% Т=19: d. 4 
Court: OFF Loor: ОН Bars: 


Tri @l—CUrused> ОН: VES Fm: OFF 
S:DELMI:QFF AMBIENCE SET__1 Welox! 106 


EM 0ТЕ SOLO ][ Tr = | Te +] 





Playing the Drum Pads, the PAD BANK & FULL LEVEL Keys 


Each recorded sample is called a sound. To hear some of the drum sounds you have loaded, play 
the 16 drum pads on the front panel. To hear other sounds, press the A, B, C or D PAD BANK 
keys, then play the pads again. 


The 64 bank/pad combinations are as follows: 


Drum pads in bank A: A01 through A16 
Drum pads in bank B: B01 through B16 
Drum pads in bank C: C01 through C16 
Drum pads in bank D: D01 through D16 


The 16 drum pads are dynamic—the harder you play them, the louder the sound will play. Press 
the FULL LEVEL key (the idicator lights), and no matter how hard you play the pads, the sound will 
play at its maximum dynamic level. Press the FULL LEVEL key again to return to normal dynamic 
operation. 
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Selecting Programs 


A program is an edited set with note numbers and sounds assigned to it. The MPC2000XL can 
hold up to 24 programs. Each program has 64 sound assignments. If you change from one pro- 
gram to another, playing the four banks of pads will produce entirely different sounds. 


When you played the drum pads, you were hearing the sounds assigned in Program 1. To change 
to Program 2: 


1. Hold down SHIFT and press PROGRAM (6 on the numeric keypad). The DRUM select screen 


will appear: 
2. Select DRUM 1, 2, 3 or 4. 


Pad azzians:PEDGEHM 


“Hote: 6G=Snd! OFF 


Моде? HORMEL 
ASSIGH [TEES ШЕЕ 





. Move the cursor to the Fir = field. Select program 2 using the DATA wheel. 

Play the sounds in program 2: Select Pad Bank A and play the sounds, then select Pad Banks 

B, C and D. 

5. Repeat step 3, except select program 3 and play the sounds. Repeat this procedure to hear the 
other programs. 

6. To return to the Main Screen, press MAIN SCREEN. 


Pw 


The NOTE VARIATION Slider, ASSIGN and AFTER keys 


The NOTE VARIATION slider can be used to change the tuning, attack, decay, or filter value for a 
sound assigned to a drum pad by moving the slider while playing the pad. 


Here are some examples for uses of NOTE VARIATION slider: 

1. The slider can control the decay for a hi-hat sound. This would simulate the action of a 
drummer’s hi-hat pedal, changing the hi-hat decay time each time the pad is played. By using 
the decay switch feature in the program and setting the sound so it switches according to the 
decay value, it is possible to simulate a closed hi-hat gradually opening by moving the slider. 


2. The slider can be assigned to tuning for a tom tom. By moving the slider when playing the drum 
pad assigned to a tom tom, it is possible to change the tunings. 


3. The slider can control the filter value for a sound containing a filter setting. This will change the 
sound each time the note is played, to play analog synthesizer samples and hold filter effects. 


The NOTE VARIATION slider data is recorded onto a sequence with the drum notes. For details 
about this, please refer to “Step Edit” of the “Editing Sequences” chapter. 
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The ASSIGN Key 


To assign a pad and parameter to the NOTE VARIATION slider, hold down SHIFT and press 
AFTER (ASSIGN). The following screen will appear: 


Hish ranan: Se 


Parameters DECAY Low rangni 16 


Assign HU slider to ctrl change: OFF 





To assign the slider to a drum pad and parameter: 


1. 


. Move the cursor to the 


Press the drum pad you want to assign to (the note number, pad number and sound name of 
the pad you pressed will appear in the 1 91 rites field). You can also select the 
sound by selecting the Hss iiri mites field with the cursor and using the DATA wheel. 
rametsers field and select the desired parameter (TUNING, 
DECAY, ATTACK or FILTER) using the DATA wheel, then assign the related settings. 








. Press MAIN SCREEN to return to the Main Screen. 
. Play the selected pad while moving the NOTE VARIATION slider. Each time the pad is played, 


the selected parameter (tuning, attack, decay or filter) will change according to the slider posi- 
tion. 


Additional information about the four fields: 


Fixziun notes 

This field contains the note number to which the slider is assigned (35-98). To change the 
assignment, press a drum pad. The pad number of the pad you pressed in the Hss 1 iri 
rites field and the name of the sound currently assigned to the note number will appear. 
Alternately, you can change it by moving the cursor directly to the field and rotating the DATA 
wheel. To turn this function off, turn the DATA wheel to the left until OFF appears. 





Parameters 
This field determines which of the four possible parameters the slider will control. The four 
choices are: 


TLUHIHE This slider changes the tuning of the sound. The tuning you get is based on the 
tuning that is set in the Tri * parameter of the program. 


DECF Тһіѕ enables you to change the decay time with the slider. This changes re- 
gardless of the value set in the Fenat parameter of the program. 


HTTHCE This enables you to change the attack time with the slider. This changes re- 
gardless of the value set in the Fit. tack = parameter of the program. 


FILTER This enables you to change the cut off frequency of the sound with the slider. 
This changes the Е": value of the parameter in the program. 
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e Low paniei and High rangei 
These two fields control the range of the slider effect. Тһе L.cus ак: field determines 
the parameter value that will be produced when the pad is hit while the slider is at the bottom of 
its travel; the Hi rane: field determines the parameter value that will be produced 
when the pad is hit while the slider is at the top of its travel. The parameter value consecutively 
changes in any position within the range. The available range for this field is determined by the 
parameter selected in the FP arare 1ләр field. 


TUM IMG: -120 ~ +120 
&: 0 ~ 100 

ШЕСЕ : 0~ 100 

FILTER: -50 ~ +50 








Note: The attack or decay changes within the range of 0 and 5000msec. 


* Assign МУ slider to ctrl change: 
This field selects the MIDI Control Change Number which controls the NOTE VARIATION 


slider from an external MIDI controller. 





The AFTER key 


Normally, the slider only affects notes which are actually played and has no effect on notes played 
back from sequences. However, if the AFTER key is pressed (and the indicator lights), the slider 
also effects the drum notes playing back from sequences. In this case, the function effects the 
drum note of the note number (drum pad) assigned to the NOTE VARIATION slider. Also, this 
NOTE VARIATION slider data can be recorded if you are in the Overdub mode. 


To return to normal operation, press the AFTER key again and the light will go off. 
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The 16 LEVELS key 


By using the 16 LEVELS function, you can play a sound in 16 parameter levels of velocity, tone, 
attack, decay, or filter. 


To use the 16 LEVELS function, in the Main Screen, press the 16 LEVELS key to display the 
following screen. 


Assign 16 Jewels 
„ ансы ТОМ. 


Far-ams НОТЕ VAR 
Таке TUHIHG Original Кеш rad:4 
CAHCEL «ТЕТ 





Hotes 

Use the 16 level feature to select the pads you are playing to 16 levels. Select the sound by 
directly playing the drum pad. It is also possible to move the cursor to the field and select the 
pad with the DATA wheel. 





When EL UC TT is selected, it is possible to apply 16 levels of velocity to the sound set in 
Hoti, The velocity is played the weakest on PAD1 and strongest on PAD16. 
When HOTE URE is selected, set the parameter with the following Terei, 


This allows you to select the following parameter. 


TUMTME: This allows you to play the sound set іп 14:21. : at 16 levels of tuning. The 
original tuning is assigned to the pad setin the C^ igdiral kes rad: 
field and the tuning changes by a semi-tone. 


DERHY This allows you to play the sound set in Чї. at 16 levels of decay time. 
The range of decay time is set on the assign screen of the note variation by 
pressing the ASSIGN (AFTER) key while holding down the SHIFT key. 


HTTHCE Thisallows you to set the attack time of a sound set in М1. : at 16 levels 
and play them. The range of the attack time is set on the assign screen of 
the note variation by pressing the ASSIGN (AFTER) key while holding down 
the SHIFT key. 


FILTER This allows you to set the cut off frequency of the filter of a sound set in 
Мота at 16 levels and play them. The range of the cut off frequency is set 
on the assign screen of the note variation by pressing the ASSIGN (AFTER) 
key while holding down the SHIFT key. 


After you have set the parameter, press T tiri [F5]. The 16 LEVELS LED indicator will light and 
allow you to play using the 16 levels function. 


Press the 16 LEVELS key again to turn the 16 LEVELS function off. 
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Chapter 3: Recording Sequences 





How Sequences are Organized 


A sequence is the most basic unit for creating on the MPC2000XL. The performance data from a 
MIDI keyboard or pad is recorded on each track within a sequence. Each sequence has 64 tracks, 
to which performance data can be recorded. It is possible to create up to 99 sequences. 




















Sequence 
Track 01 Piano 
Track 02 Bass 
Track 03 Organ 
Track 64 (Unused) 














There are two main ways to create music on the MPC2000XL. One way is to create a long se- 
quence as a whole song, the other way is to create short sequences and join them together to 
make a song. Therefore, a sequence can be a long piece of more than 100 bars or a two-bar drum 
loop 


One sequence as a whole piece. 





SONG 








4 ———— — Sequence » 




















A multiple sequence piece (setting short sequences with the Song function). 





SONG 





Sequence Sequence Sequence | | Seq. | |Sequence 












































There are 64 tracks in a sequence to which individual performances can be recorded to. For 
example, track 1 could be the piano, track 2 could be the bass, and track 3 the organ. Normally, 
each track is recorded one at a time. 

It is also possible to record a new track while playing previously recorded tracks. Each track can 
be turned on or off individually. 

You can record different piano solos to track 1 and track 2 and compare the combination with the 
other tracks. 

You can select either a Drum track or MIDI track. The drum track plays the recorded data of the 
internal sampler. The MIDI track plays the sound of the external MIDI sound source connected to 
MIDI OUT. 


In order for the sequencer to play external synthesizers, you must send the notes from the A/B 


MIDI channels (16 MIDI channels for each of the 2 MIDI output jacks). On the MPC2000XL, each 
track can be independently assigned to one of these 32 output MIDI channels. 
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Bar.Beat. Tick 


The sequencer of the MPC2000XL divides the quarter note into 96 parts. Each one of these 
divisions is called a tick. 


In many of the sequence editing screens it is necessary to enter the start and end of the region that 
you want to edit. This is done using the time field, containing a bar number, beat number and tick 
number. 


01.01.0 


м м—/ —— 
Ваг Beat Tick 


To specify the range to be edited, select bar, beat or tick with the cursor and set the value with the 
DATA wheel. The edit range set in the time field starts at the time entered on the right and 
continues to one tick before the time entered on the right. Therefore, if the settings were 
001.01.00 — 003.01.00 then you cannot edit an event entered at 003.01.00. Also when you are 
editing each bar, the First bar: field is the first bar and the Last bar: field will be the last bar edited. 
In this case, the bar set in the Last bar: field is included in the edit range. When the First bar: is set 
to one and the Last bar: to two, the data of the first and second bars will be edited. 
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Examples of Sequence Recordings 


The MPC2000XL is a sequencer with an internal sampler. You can simply use it as a drum 
machine, or as a sequencer connected to a MIDI device. 
It is also possible to set a loop to a sequence and repeatedly play a phrase. 


Example 1: Recording a Drum Pad Performance 


First let's record a drum pad performance. This is the most basic use of the MPC2000XL, by using 
it simply as a rhythm machine. 


1. Turn the power on and load the drum sounds from the enclosed sound disk. (Refer to the 
chapter “Loading and Playing Programs” for details on how to load the sounds.) When you 
have finished, check to see if the drum sounds can be played back by playing the drum pads. 


2. Press MAIN SCREEN and display the Main Screen. The recording and play back of a se- 
quence will always be done here. 


How! 8091.81. 8а 
1:128. СМА > imina: 1.516 Taigi 45 4 
Count OFF Loor: OFF Bars: й 


: ОН: VES Pam: OFF 
Ss DRUM] OFF Jelos: 106 


S TUTE 





3. Select the 4! field with the CURSOR keys and rotate the DATA wheel and select an unused 
sequence < Шеих >. 


4. Select the field to the right of :* with the CURSOR key апа rotate the DATA wheel to the right 
to select Gwin 1. 


How: HA1. B1. йа 
d: 126. ТМА Timingile1é i 
Court: OFF Loor: OFF 
Рам: OFF 
Jelos: 106 








=: field with the CURSOR keys and 
turn the DATA wheel to display the following screen. Select the number of bars with the DATA 
wheel and press DC. ІТ [F5] 





ШЕЕ (БЕДИ ГО ТТ | 
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6. Select the LiF = field with the CURSOR keys and rotate the DATA wheel to the left to select 
OFF. 


Ea:Bl-zesuencekbl How: 81.81.88 
2:1268,8CMAS> Timina: OFF Taig: 
Count ПЕЕ 


Teili (Unused? ОН: VES Pam: OFF 
S:ipRLMISOFF Hew Fam-A Jelos: 166 


EDIT T-TE 





7. Select the currit. * field with the CURSOR keys and rotate the DATA wheel to the right to 
turn it H. 


Sat Ai—Seauenceall How i Be. 81. йй 
Timina:üFF i 
Loor: ОРЕ 
: DH: VES Fan: 
SIDRUMLIOFF Heu PFam-H Jelos: 166 


Е T-TE 





8. While still on the Eert : field, press OPEN WINDOW to open the Count/Metronome win- 
dow. 


Counte Hetr onore 
a Flaw: HO 














Count IH REC OHLY In Flas! HO 
B Rate: led In rec : 99 


Wait for Кез: OFF 










10. Press 5CLIFHE: [F5] and select a metronome sound (CL. T Ciz, СЕНЯ 
If you select CL. ICE, select and adjust the 132 lume 
sound will be output from). 
If you select ЕШ 1, 2, 3 or 


Hormat i) that will play as the metronome sound. You can select the sounds by pressing 
one of the drum pads or selecting the sound in the corresponding field. Then move to and 
adjust the velocity level of the sounds. 


11. Press CLOSE [F4] twice to return to the Main Screen. 


12. Hold down REC and press PLAY START to start recording. After a one bar count, recording 
will start and the bar.beat.tick numbers in the ЇЧ field will start to increase. Play the drum 
pads to the click or drum sounds. 


13. Bars will automatically be added when the number of bars set in step 5 is exceeded. To stop 


in the middle of a recording, press STOP. You can play back the recorded sequence by 
pressing the PLAY START key. 
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14. Hold down REC and press PLAY START if you want to record over the previous recording. 


15. To overdub on top of a recorded sequence, hold down OVER DUB and press PLAY START 
(the original recording is kept and the new sounds added to it). 


Example 2: Recording a Loop 

This allows you to repeatedly play a preset number of bars and keep dubbing sounds over it. 

1. Turn the power on and load the drum sounds from the enclosed sound disk. (Refer to the 
chapter “Loading and Playing Programs” for details on how to load the sounds.) When you 
have finished, check to see if the drum sounds can be played back by playing the drum pads. 


2. Press MAIN SCREEN and display the Main Screen. The recording and playback of a se- 
quence will always be done here. 


Howi 881. 81.86 


iming: 1716 
Loori OFF 


Tria Unused) ОН YES 
S!IDPUMIIOFF Hew Pam-A 
cal -MUTE 50-0 





3. Select the 5:43 field with the CURSOR keys and rotate the DATA wheel and select an unused 


sequence ZLiriuz cci 





4. Select the track type field (==) with the CURSOR key and rotate the DATA wheel to the right 
to select Pram 1. 


Eaigi-Z5eauugencetdi 

4*1z8.8c0MRE? Timing: OFF 

Count: OFF Loor: OFF 

Tril: clips ed? OH: VES Fam: 
с: ШИ: OFF Hew PFam-H Jelon: 





5. Select the arx field with the CURSOR keys and turn the DATA wheel to display the bar 
setting window. In this example, we will create a two-bar loop. Select “2” with the DATA wheel 
and press D TT [F5]. 


If you record past the set number of bars, the sequence will return to the first bar. 


How: HA1. 61. ad 
22126, 60MAS3 Timing: OFF 
Count «OFF Loor: OFF 
Tri 815 CLlnuzed? ОН: VES Fam: OFF 
E:DRELIMISÜOFF Hew Pam-H Jelos: 106 


RM -TEL SOLO те = J[ Tr +] 





6. Select the пип: field with the CURSOR keys and rotate the DATA wheel to the right to turn 
it OM. 


Sat Al —Sesuenceal Hows H1. 81. ad 
22126, BHAS) Timing: OFF Tsig: 4.» 4 
Count: OFF Loc aM i 2 


Те: йі: CUruseds PM Fam: OFF 
Z:DRLMISOFF Hew Pam-H Jelos: 106 


EDI) TTE 
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7. While the ін: field is selected, press OPEN WINDOW to open the Loop window. 


First bar: EE 


Last bart EME 
Humber of barsi 2 





8. Selectthe First. bari field with the CURSOR keys and set to 1 with the DATA wheel. 


9. Selectthel.azi. bari field with the CURSOR keys and set to END with the DATA wheel. 
Close the Loop window by pressing KLOSE [F4]. 





10. Select the cunt. * field with the CURSOR keys and rotate the DATA wheel to the right to 
turn it OM, 


548A] —-Sesuencead How: H61. 61. Be 
1:128. BHAS) Timina ОЕЕ 
Court! Loor: 0 

Trials: Unused? DH: YES Fam: 
ZIDRLUMISOFF Hew Pam-H lelox: 


ТеМОТЕ 





11. While the [muir = field is selected, press OPEN WINDOW to open the Count/Metronome 
window. 


Count Ме иге 









Count ІНЕ ЕЕС ОН" In Flaw! HO 


A Rate: 1/4 In rec : 9 






СІ ОЕ «Е 
13. Press CLOSE [F4] to close the Count/Metronome window апа return to the main window. 


14. Start recording by holding down REC and pressing OVER DUB. After a one bar count, record- 
ing will start and the bar.beat.tick numbers in the Hz: field will start to increase. Play the 
drum pads to the click or drum sounds. 

When the two bars have been recorded, the numbers will automatically return to the first bar 
and you can keep overdubbing as the bars loop. 


15. To finish recording, press STOP. You can play back the loop by pressing PLAY START. 


If you want to delete the recording, press UNDO SEQ and you can start again (see page 5 No. 
10 for full explanation of this key). 
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Example 3: Recording with External MIDI Equipment 


This is an example of recording using the internal sequencer and an external MIDI sound source 
in addition to the internal drum sounds. 


1. Refer to the example on page 12 and connect the MIDI device to the MPC2000XL, turn the 
power on and load the drum sounds from the attached sound disk. (Refer to the chapter 
“Loading and Playing Programs” for details on how to load the sounds.) When you have 
finished loading, check to see if the drum sounds can be played back by playing the drum 
pads. 


2. Use the drum pads to record the drum sounds in the same manner as shown in Example 1. 


3. Select the Tr = field with the cursor and select a track which is not being used by rotating the 
DATA wheel to the right. 


Чез: Al -Sesquenceal How? 081.81. 8а 
4:120. СМА 2 Timing: OFF 
Count: OFF Loor: OFF 


Tr ТЕСЕ ОН: YES Рэм: OFF 
З:ГЕЦМІ: ОРЕ Hew РӘт-Н Velox? 166 


[ШЕЙ TUTE 





4. Select the Track Type field with the cursor and select {1111 by rotating the DATA wheel to 
the left. 


Sal —Sesquenceall How: BEL, 81. 
#2126, СМА 2 Timing: OFF Taigi 4° 4 
Counts OFF Loor: OFF Bars: 2 

Tri Bz-Track -8z ОН: YES Fam: OFF 
СН: OFF lelos: 106 





5. Select the MIDI Channel field with the cursor and set the MIDI channel of the MIDI device with 
the DATA wheel. As the MPC2000XL’s receiving channel is normally set to OMNI, the 
keyboard’s MIDI send channel can be set to any channel. 

As there are 2 MIDI outputs, you have the choice of selecting channels 1-16A or 1-16B, de- 
pending on which output your device is connected to. 
Once selected, play the keyboard and make sure that the sounds can be heard. 


Sa Al —Sesquenceal How: BEL, Bl. ad 
22126, ACHAS? Timing: OFF Taigi 4° 4 
Counts OFF осе + OFF Bars: 2 


ОН: ТЕ Pam: 
S:IMIDI :HEE-DevicelB Melosi 1606 


EDIT TUTE 





6. Start recording by pressing PLAY START while holding down REC. After one bar count, 
recording will start and the bar.beat.tick numbers in the Ч: field will start to increase. Play 
the MIDI device to the prerecorded drum sound. 
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When the set number of bars is exceeded, bars will automatically be added. To stop the 
recording, press STOP. You can play back the sequence by pressing PLAY START. 


To record again, hold down REC and press PLAY START. 


Repeat steps 3 to 8 to overdub the external MIDI device sound. 
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The MAIN SCREEN 


After the power is turned on, the LCD screen shows the following contents: 


НЕ 1 ~ илесе л How: 881.81. Ва 


22126, ВМА Timing: 1.516 
Count: OFF L : OFF 


"à ОН: YES 
S: DRLIMI: OFF Melox: 


ЕСІТ TTE 





This is called the Main screen. It is the main operating screen of the MPC2000XL and most playing 
and recording of sequences is done while this screen is showing. To return to this screen, press 
the MAIN SCREEN key. The following is an explanation of each of the data fields and function 
keys contained in this screen: 


Selecting a Sequence 


Hou: Ber. 41.88 


S:DRUMI:üFF 
[x ill ОТЕ SOLO | So 





Move the cursor to the 5:513 field and turn the DATA wheel to select the sequence. The sequence 
number and sequence name will appear. “1л will appear when there is no data re- 
corded to the sequence. 


Renaming a Sequence 
To open the Sequence window select the 5:13 field and press OPEN WINDOW. 


Бешене 


Sequence кате: ==зшексей1 





To сае the name ol the sequence. 


© Default names 
When you are recording a new sequence, the name set here will automatically be used. 
When a name is actually used for a sequence, the sequence number will be added after the 
name. For example, if the default name is set to “Sequence”, the name will be “Sequence01” 
(01 is the sequence number). 
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Name window 
Tap a drum pad or rotate the DATA wheel at the name field to display the Name window. 
The Name window is common to all naming fields. 


Hew кате: Sesauenceal] 


Press РАС= or use DATA knob. 





Enter letters with the DATA wheel and move to the left/right with the CURSOR LEFT or 
RIGHT keys. 

You can directly enter letters from the drum pads. The letter shown on the top right of the 
pad will be entered when the pad is pressed. For example, A will be entered if you press 
PAD 1 once and В if you press it again. 

Press 16 LEVELS to enter a space. 

To switch between lower and upper case letters, press FULL LEVEL. 

COPY [F2] copies the name to the clipboard and PASTE [ЕЗ] pastes the name from the 
clipboard. 


Enter the name and press the EHTE [F5] key to confirm. 











Deleting a Sequence 
To open the Sequence window select the $ë field and press OPEN WINDOW. 


Press DELETE [F2]. 


[Ж = ЫШ а И 


L—h 


ааа 
Delete ALL Sesuencez 
Pressing DO IT Will erase 
ALL zesuences!! il 
[| 
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Copying a Sequence 
To open the Sequence window select the $ë field and press OPEN WINDOW. 


Press CUP? [F5] to open the Copy Sequence window. 





Select the sequence that you want to copy (top level) by pressing CURSOR UP and select the 
sequence with the DATA wheel. 

Select the copy destination (bottom level) by pressing CURSOR DOWN and select the sequence 
you want to copy the da ta to with the DATA wheel. 


The sequence data will be copied when you press 11 IT [F5] 


CAUTION: If there is data in the sequence you have selected as the destination, the 
data will be erased when you press Ù} IT. Be careful when you are 
copying to a sequence with a name other than "Unused." 


When FRA [F3]is pressed, only the parameters will be copied to the selected sequence. 
The sequence data will not be copied. 


Next sequence function 


When the cursor is іп the 3:513 field while a sequence is playing, you can select the sequence to 
play next by rotating the DATA wheel. The following window appears when you rotate the DATA 
wheel. 


ELHUI-izeauumncetsl: How: HAI. Ai. ad 
4:128. BHAS) Timingile1é 

Count: OFF Loor: OFF 

Tri@l—CUrused> 

З: DRUHMI : OFF 


Hext Sarma [ТЕМШТЕ 


Fyr How? BEL. 81. йд 
#21268, ЙН» Timindi 1/16 


SUDDEH|LOLEHR: 





Select the sequence with the DATA wheel. In the above illustration, 02-Sequence02 is played 
back after 01-Sequence01 is played to the end. It is possible to play sequences consecutively in 
this manner. To stop the Next Sequence function select the number originally selected (the cur- 


rently playing sequence in the Het ==: field) or press П ЕНЕ [F5] to clear the entry. 


=i field 
During the stop mode, the sequence that will be played back when the play key is pressed is 
displayed. 
During the playback mode, the sequence being played back is displayed. 
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Hest 248 field 
The sequence that will be played next is displayed. 
ЖШПЕН. [F4] key 


The currently playing sequence will stop playing and the next sequence will immediately be 
played. 





СЕВЕ. [F5] 

Empties the data inthe Het. ==: field. If the Hent =: field is empty, and the sequence 
playing is set to loop on, that sequence will be continuously looped until a separate sequence 
is input to Het. 55: or the STOP key is pressed. 

PAD [F6] 


Opens the pad window which shows you which sequences are assigned to which drum pads. 
This allows you to select the next sequence by pressing the relevant drum pads. 


Selecting the Next Sequence with the Drum Pads 


The pad screen shows you which sequences are assigned to which drum pads (sequences 1-64 
correspond to drum pads A1-D16). This allows you to select the next sequence by pressing a 
drum pad (the first eight letters of the sequence name will be displayed). 


Note: You can not select sequences 65-99 with the drum pads. 


From the Next Sequence screen, press Е [F6], the following screen appears. 


ERHUI-22eaudncetti How! HA1. 81. Be 
(Unused? (Unused? (Unused? (Unused? 
1-16 Sequence Sequence Sequence (Unused? 


[BANE | Berens (Unused? Sequence (Unused? 
A -ESMAO Seauence CUnusedd Sequence 


Bil-5esuenceBi SLUDPDEH]LCLEBE 





SUPERE [РА] 
During playback, press this key to start playback of the selected next sequence without wait- 
ing for the current one to finish. 


DRHE 1 Sequences] How: #81, 81. Be 
CUrnused? (Unused: CUrused? (Unused? 
B1-16 Seawernce Sequence Sequence CUriused 2 
aga Sequence (Unused? Seavence Unused? 
A Pee Sesuence Unused? Sequence 


Bz-5eauenceltz ZUPDEH]LCLEBE 








Cl t [F5] 
The sequence shown in the bottom left of the screen will be cancelled and the one selected in 
the 5:43 field will be played. 


Н 1 Sequence] How? HAI. 81. й 
CUnused? Unused?) tünuzed? CUriused 2 
B1-16 Seqence Sequence Sequence CUriused 3 


(FANK) женел. üünuzed? Sequence CUrused? 
A ЕСТИСИ Seaence Unused? Sequence 


SUDDEH 





CLOSE [F6] 
The screen will return to the previous “next sequence" display. 
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Second sequence feature 


This allows you to play back two sequences at the same time: the sequence already selected on 
the main screen, plus another one that you can select here. 


[ЕЗ]. 


This seauence will plas simultaneously 
with the achive sequence or songa 


FUMCH § TEAMS 5 Tue rir 





Using the DATA wheel, select the sequence that you want to play alongside the sequence already 
selected on the main screen and press Turri CH [F6]. 
The main screen will reappear and ried will be displayed to the left of the Mics! field. 


==: С с деисе 2 m 
4:120, ACHAS? Timing! 1.316 
Court: OFF Loor: OFF 
Tri&l-lnuzed3 OH: VES Fam: OFF 
SPRIMI: OFF Hew Fam-H Welot 164 


TrHUTE][ SOLO 





To cancel second sequence playback, go back to the Second Sequence screen and press ПЕЕ 
[F6]. 


StU -Sesquencedl 


This ze«uence will Flas simultaneously 
with the active sequence or sona. 


eee Moe rd SEL! 
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Setting the Tempo 


To set the tempo of the sequence. 


Sa 1-0 ердеки ей] i How: Ell, 81, Be 
52 Timingiie-lé Tsigi ġe 4 


Tri@l-Trackal Fam: OFF 
S:DRLUMISÜOFF Hew PFam-H Jelos: 106 


STEP T] EpIT Tree 





Move the cursor to the 4* field and set the tempo by rotating the DATA wheel. 


To set the value to 120.5, enter “1205” and press ENTER. To set the value to 88.5, enter “885” and 
press ENTER to confirm the entry. 


Note: |f you do not press the ENTER key and move to other fields or pages, the entered 
data will be ignored and the tempo will not change. 


Tempo Change Window 
While still on the ш: tempo field, press OPEN WINDOW. 





Set the tempo change ON or OFF. 


e initial J: 
This is the original tempo which is used as the base for tempo calculation. 


e 15 (bar.beat.tick) 
Bar.beat.tick tempo change events are inserted here. The default tempo change is located 
at the beginning of the sequence. This can not be erased. 


Set the tempo change event to a ratio of the original sequence tempo set in the Main 
Screen. 


e d: 
Set the tempo change event using an absolute value (for example 100.0 bpm). 


CAUTION: Тһе *&* and the 4* affect each other and the value of either will automati- 
cally change when a value is entered to one of the two. 
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Entering and Modifying a Tempo Change 


To open the Tempo Change window, select the tempo field in the Main Screen and press OPEN 
WINDOW. 


Teneo change: ОН 





To insert the tempo change event, press ЇЇ ЕЕ Т [F5] and select the bar.beat.tick field and then 
set the tempo change event point, and set the tempo with &* or 4*. Press {01 [F3]to input the 
current point as the Tempo Change event point. 


The &* and 4* work together, so if you change the value of one, the other will change corre- 
spondingly. 


To make changes to the Tempo Change events, move the cursor to the event field that you want 
to change and change the various settings. 


Note: When you are changing the tempo change event by selecting the bar.beat.tick field 
when multiple tempo change events are entered, you cannot set an event time 
beyond the area directly before or after the data you are trying to change. For ex- 
ample, if there is a tempo change event at points 002.01.00, 003.01.00 and 
004.01.00, it is not possible to change the data before 002.01.00 or after 004.01.00 
when you are changing 003.01.00. 


When there are many tempo change events entered, it is possible to scroll the screen with the 
CURSOR UP or DOWN keys. 


Teneo change: OH Initial 4:128. 


EN: 351 


2 1016 
3 1822 





То delete the tempo change event, select the tempo change event you want to delete with the 
CURSOR UP or DOWN key and press CELESTE [F2]. 


A lower case 1: will be displayed in front of the tempo field 4* on the main screen when Tempo 
Change is ON and the tempo has been changed from the original set tempo by Tempo Change 
event. 


Note: Theinitial tempo is the basis of the tempo in the sequence. When Tempo Change is 
set to OFF, the tempo field value and the initial tempo are the same. When Tempo 
Change is set to ON, the value of the tempo field in the Main Screen shows the 
tempo changed according to the Tempo Change event. 
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Selecting a Tempo Source 


This allows the performance of each sequence to a set tempo or the master tempo set by MPC 
2000XL. 


Sa 1-0 Sequence) i How: Ell, Ai. Be 
Timingiie-l6 Taigi ġe 4 


ri@i-Track@l JH: VES Рам: OFF 
S'DRUMLIOFF Hew Pam-H Jelos: 168 


EDIT ТЕШТЕ 





Move the cursor to the Tempo Source Field as shown above and set the tempo source with the 
DATA wheel. 





e CZEGO 
Each sequence that you play back may have a different tempo. When £ 2:12 is selected, 
the sequence's tempo is displayed in the Tempo field. It is possible to set this tempo for 
each sequence individually. When playing sequences, this is useful if you want each se- 
quence to play at its preset tempo. The sequence's tempo is saved to disk along with se- 


quence data when a sequence is saved. 


e CMA 
The master tempo is a single tempo setting that applies to all sequences and songs. When 
playing sequences this is useful if you always want each selected sequence to play at the 
same tempo. This can be especially useful in the “Next sequence” mode, where following 
sequences may have different tempos and you want them to all play at the same tempo. 
This tempo setting is not saved in the sequence file. 
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Setting the Time Correct (Quantization) 


When data is recorded to a sequence in real-time, the note event is time corrected to the value 
specified here. 

Also, when the bar, beat, or tick point is moved using the STEP </> key, the value specified here 
is used. 


Sarl- Sequence i How: HAI. Ai. HA 
d:126, 6°MAS3 Timina: i T E i5: 
OM 


Count: OFF Loor: 
Fam: OFF 
S:bRUM1:ÜüFF Hew Pam-H Jelos: l8 


Sea TTE 





Select the Тігі ғ: field with the CURSOR and set the quantize rate by rotating the DATA 
wheel. The options are as follows: 
OFF No timing correction. Moves the point by one tick each time the STEP </> key 
is pressed. 
Leo All notes are moved to the nearest 1/8-note (48 tick). 


All notes are moved to the nearest 1/8-note triplet (32 tick). 
All notes are moved to the nearest 1/16-note (24 tick). 

All notes are moved to the nearest 1/16-note triplet (16 tick). 
All notes are moved to the nearest 1/32-note (12 tick). 


| 
Les 
lel 
lel 
| 
| All notes are moved to the nearest 1/32-note triplet (8 tick). 





It is also possible to make fine adjustments in the following Time Correction window. 


CAUTION: Timing Correct is only valid for note events. Control Change or Pitch Bend will not be 
time corrected. 


To make fine adjustments іп the Time Correct window, select the Ті гі 1: field with the CUR- 
SOR key and press the OPEN WINDOW key. 


Timing Correct 


Time: 801. 81. 80-081. 01-66 
Hotes = АШ CHIT кад? 


CLOSE «ИИИ 
To time correct recorded data, set the following fields and press 1 І T[F5]. Only the track 
selected on the main screen will be time corrected. 





e Hoke alus: 
This is the same as the Т1гтЇ 1: field on the Main Screen. 

e Salers xs 
This appears only when Hete Lalii is set to 1/8 or 1/16. Shift the note events of the 
even beats at the ratio set here to add a swing to the rhythm. 


e Shift Тїгї 
This shifts the note event back or forward the number of ticks set in the гні. : field 
below. 
EARLIER shifts forward 
LATER shifts back 
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earmark 
This sets the amount of the shift timing. The maximum value varies depending on the Note 
Value settings. For example, if the Note Value is set at 1/16, the maximum amount is 12 
which corresponds to half of the time correction value (24 ticks). 


• Times 
This sets the data range of the recorded data when the timing is corrected. The timing of 
any data not specified within this range will not be corrected. For the Drum Track, select the 
drum by tapping a drum pad. 


€ Киза 
For MIDI tracks, this sets the note range of the recorded data when the timing is corrected. 
The timing of notes not specified within this range will not be corrected. In the case of drum 
tracks, make selection by tapping the pads. 

e po IT [F5] 


Pressing this key executes the quantization changes to the sequence. 


Setting the Beat 


The 172i field shows the beat of the sequence in the Herat time field (in this example, 4 
beats to a bar). 


Sa 1-0 Sequence) i How: Ell, Ai. Be 
d: 126. ТМА > Timingii-1é Т=19: EEE 
Court! OFF L : OH 1 


Tr:&l-Tracküi DH: YES Рам: OFF 
S:bRLUMi:üFF Hew Pam-H Jelos: 166 


EDIT TUTE 





Select the Ts 14: field with the CURSOR and rotate the DATA wheel to display the Change Tsig 
window. 


aa Change Tig н 


PressinS ОП IT will truncate 
or add space in each bar. 


CAHCEL Г ТТ 





In the Ear" $ field, set the range of bars in which the beat will be changed with the CURSOR keys 
and the DATA wheel. In the Her Tx ids field, select the new beat. 


If the beat is set in the Fei: Т1 9: field to extend the bar (i.e. 5/4), a blank space will appear 
at the end of each bar. 


execute the beat setting. 


You can also display the Change Tsig window by pressing the OPEN WINDOW key when you are 
inthe Tz is field. 
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Setting the Number of Bars 


To set the number of bars for each sequence. 


Sarl- Sequence i How: HAI. Ai. Be 
4:128. 6°¢HA5> Timina: 1.516 


Court: OFF 
ack 81 Fam: OFF 
E:pRUMISOFF Hew Fam-H Jelos: 106 


EM -TEL SGLO те — | Тє + | 





To display the Change Bars window select the Е field with the CURSOR and rotate the 
DATA wheel. 





HEEL. DO IT 


Continue to rotate the DATA wheel to set the number of bars. 


When the number of bars is increased, the message "The end of the sequence will have blank 
bars,” will appear. Press Е: І T[F5] to execute the change. 


Currentz 2 > Hew Bars: Ж 
Pressing DO IT will add blank 
bars after last bar. 

ИЕ ЕЕ ТЕ E 0 TT | 





When the number of bars is decreased, the warning, "Pressing DO IT will truncate last bars" will 


appear. Press С: І T[F5] to execute the change. 


Current- S8 > Heu Bars AI 
Pressing DO IT will truncate 
bars after last bar. 

TH-CELsCAHCEL Г ТТ. 


——г ^з „г—— 


Humber of bar: & | 





This window is divided into two functions. The left side is for inserting and the right side is for 
deleting bars. 





' [F2]. A blank 
= [F5]. A bar(s) 


in the sequence will be deleted. 
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The following is a description of each field. 


Humber of parsi 
Specifies the number of bars to insert. 
To insert a bar, press [MSE T[F2] after completing the above settings. 


First bar: 
Specify the beginning of the bar(s) to delete. 


Lash bani 
Specify the end of the bar(s) to delete. 


To delete the bar(s), press ELE TE [F5] after completing the above settings. 
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Looping a Sequence 


During playback, the designated region of the sequence will be played back repeatedly until STOP 
is pressed. During recording, after the set number of bars have been recorded the REC mode 
automatically changes to the OVERDUB mode and the sequence will then play repeatedly until 
STOP is pressed, allowing you to keep dubbing on top of the sequence (further recording is added 
to the original, the original is not deleted). 


Sa 1-0 Sequence i How: BB. 81. Be 
4J:1z8.684£M922 ТімімЭ: 1.516 
Count. OFF Looe ral 


Pom? OFF 
S:MIDI :18Bn-beuicelB Velox: 188 





To set the loop ON or OFF, select the і. = field with the CURSOR keys and rotate the DATA 
wheel. 


To set the range of the loop, press the OPEN WINDOW key. 


First bar: 


= -——À 


Last bart EHD 
Humber of bars: 2 





* First bar: 
Specifies the first bar of the loop. 


e ахї bari 
Specifies the last bar of the loop. In this field, you can also select the EME so that the last 
bar of the sequence is set as the Last bar: even if you change the number of bars in a 
sequence in the Main Screen Hars i field. 


e Humber of barnzi 
This sets the range of the loop by the number of bars. The number of bars that loop will be 
i Баг to the number of bars set here. 













er of barsi as well as the Last. 
=: affect each other. If you change the 





Firs 1. bari, the value of Humber of barst will 
change accordingly. 
Also, by changing the Humber of barst, the value oflast bars 


will change accordingly. 
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Setting the Recording Count In / Metronome 


This is for set-up of the count in and metronome. 


548A —Sequerceal How: 881.81, Be 


Tri @i-Track-81 JH: VES Fami OFF 
S MIDI :1i18BH-DevsiceliB Jelos: ИИЙ 


al TUTE 





Select the Cuirit. 1 field with the CURSOR key and select ON or OFF by rotating the DATA 
wheel. To adjust the count in preferences, press the OPEN WINDOW key and open the Count/ 
Metronome window. 


[пык Meteors 


Wait for Без: OFF 





CLOSE «ИЕ 


e Count. TMs 
This sets the count in before recording begins. 
Will not count in. 


Counts in before recording and playing. 
Counts in only before recording. 





e In flaw: 
This turns the metronome sound on (YES) or off (NO) while you are playing a sequence. 


This turns the metronome sound on (YES) or off (NO) while you are recording a sequence. 


€ Rabe: 
This sets the note value of the metronome. For example, to play at quarter notes, set it to 1/ 
4 and for eight notes to 1/8. 


e Ша Por kewi 
Set this ON to start a sequence recording with MIDI signals from external devices such as 
MIDI keyboards. 
When the Wait for key: is on, recording will not start when you press the REC and PLAY 
keys, but will be in the stand-by mode. Recording starts when the MPC2000XL receives a 
MIDI signal from an external MIDI keyboard. In this case, the first MIDI signal received to 
start recording will not be recorded. 
This is convenient when the MPC2000XL and the MIDI keyboard are not located close 
together during recording. 
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Setting the metronome sound, volume and output 

When the "Count/Metronome" window is displayed (see previous section), pressing “SOUND” 
(F5) opens the "Metronome sound" window where you can select sounds and output for the 
metronome. 


Metronome Sound 


Volume: 188 JA 
Dutrut:sTEREU 


CLOSE 





Here you can select a metronome sound CL. CES, DRUM 1, 2,3 or 4. 
By selecting DRUM 1-4, the metronome function can be used using the internal drum sounds. 
If CLICK is selected, the following will be displayed. 


This sets the volume level of the metronome. 


Hubei i 
This sets where the sound of the metronome will be output from: 
TERHEL, from the STEREO OUT/HEADPHONE jacks. 





and Heera L) that will play as the metronome sound. You can select the sounds by pressing опе 
of the drum pads or selecting the sound in the corresponding field. 
The velocity level of the sounds can be adjusted in the We 1 cuc i15 fields. 


Hietroneme Sound 
Sourd: MEME 


Accentisre 


Har mal: 


CLOSE 
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Selecting a Track 


Sar й1-Зечиемс ейі How: BB, gl. al 
агі. ЙС МНЕ? Timingii-16 Tsig: 4. 4 
Coant OFF Loop: Bars: й 


Tr: ИШГЕ Жы Fam: OFF 
S:MIDI :i18B-Deveiceid Helos: 106 


ТЕМИТЕ 





Move the cursor to the Ti ë field and select the track by rotating the DATA wheel. The name апа 
number of each track will appear. 


Renaming a Track 
To open the Track window, select the Tr ł field and press the OPEN WINDOW key. 


Track паме:  -заск-й1 
Default:Track-Bi 





ГЕГЕТЕЕ чаша COP | 


e Track mamei 
This changes the name of the track. 
The name window will be displayed by turning the DATA wheel or tapping a pad. 


Press ENTER to save the name. 


Note: If you do not press the ENTER key апа move the їн f aiit. field or other pages with 
the CURSOR DOWN key, the entered name will be ignored and the name will not be 
changed. 

e Default: 
You can use this as the default name for each track (instead of Тнк). Enter the name in the 


same way as the Track name. 
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Deleting a Track 
From the Main Screen, select the Tr # field and press OPEN WINDOW. 


To open the Delete Track window, press DELETE [F2]. 


Delete track 
Tr : ГЫЗЫН 


Freszing DO IT will erase iff 
this track |! 
В. ТЕН 


Delete ALL Tracks 


Fressingd DO IT Will 
erase ALL track asta! iff 





Copying a Track 
From the Main Screen, select the Tr- # field and press OPEN WINDOW. 





Select the upper field by pressing the CURSOR UP key and select the track you want to copy with 
the DATA wheel. 

Select the lower field by pressing the CURSOR DOWN key and select the track that you want to 
copy the data to with the the DATA wheel. 


CAUTION: І? there is data in the track that you have selected as the destination track, that 
data will be erased and replaced with the new track. 


To copy the data, press її TT [F5]. 


Page 48 


Chapter 3: Recording Sequences 


Turning the Track ON or OFF 


Press the ТЕТЕ [F3] key to turn the track оп (E) or off (HE) (the present condition is 
displayed in the "iri field). It can also be turned off bo moving the cursor to this field and rotating 
the DATA wheel. 


Sat A Sequence How: Ell, Ai. Be 
d: 126, ЯТМА > Timina: 1.516 i 
Court: OFF Н 


Те й1-ТкаскЕ-Й1 пн: ЕШ Pom: OFF 
S'DRUMLIOFF Heu Fam-H Velox 106 


STEP T] EpIT Tere 





Turning tracks on or off with the drum pads 
From the MAIN SCREEN, press TRACK MUTE, the indicator lights and the following screen will 
appear. 


ым: pal. gis 00 


Press eae to Track ОН. “OFF 





You can mute tracks by selecting one of the PAD BANKS: A (tracks 1-16), B (tracks 17-32), C 
(tracks 33-48), D (tracks 49-64) and pressing the corresponding drum pad (pressing the pad again 
turns the track back on). 

The screen above shows all 16 tracks are turned on. When a track is turned off, the surrounding 
blue field will disappear and the track name will be blue. 


How: BEL. 61. Be 


АШКЕ ЕК 
аат ed 
zdnuzed3 


Press Pads ic Track ОНА "OFF 


ELHI-zZzeuudencetni How: BB, 81, aeg 

zDüdnuzed: CUrnuseds czlnmnuzeds3 clnmnuzed: 
81-16 (Unused? ЫЕЕЕ Unused? ¢Urnused? 
(BANK) fUnused) CUrnuseds CUnuseds Шке? 


A zDüdnuzed: Unused? (Unused? CUruseds 


SOLO is active 





Press the TRACK MUTE key again return to the Main Screen. 
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Deleting All the Tracks that You Have Turned Off 


To delete all of the tracks that have been turned off, move the cursor to the Main Screen Чї 
field. 


OH: И Рэм: 56 
S:MIDI : zE-5GB1kleloX:188 


EDI) TATE 





Press OPEN WINDOW to display the Erase all OFF tracks screen. 


Erase all OFF tracks 


Pressing DO IT will erase 
all OFF tracks! ! 





CLOSE ГО IT] 


Press D ІТ [F5] to delete all the off tracks and return to the Main Screen. 


Setting the Track Type 


This sets the track to either the sound source within MPC2000XL or other external MIDI devices. 


How: HAI. dl. 
4з 126, ACHAS? Tsigs: de 4 
Court: OFF L -E Bars: й 
: OF 
18 


Tri 61—-Track-@l OH: YES Fam: 
5 ШШ: 10Н—Геш1се1й We loess 


ТЕМИТЕ 


a 





Select the field as shown above with the CURSOR keys and select between {11:1 and Diti 
i — 4 by rotating the DATA wheel. 


MIDI Allows data input from devices such as MIDI keyboards and uses the 
track to play the sound source of external MIDI devices. 

Drum i — x Allows data input from DRUMS PAD and uses the track to play the inter- 
nal sound source. 
Because programs can be assigned individually to DRUM 1-4, the tracks 
can be assigned to different drum programs and up to 4 different pro- 
grams can be played at the same time. 
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Settings for MIDI Reception 


From the Main Screen, select the track type field (MIDI or Drum 1-4) and press the OPEN WIN- 
DOW key to display the MIDI input window. 


MIDI Treut 


Receive channel: EI Frog change >seai OFF 
Sustain Pedal to Duration: OH 


MIDI filter: OFF 
Tare! НОТЕ 
NOW ITER... ЩЕ 





€ Receive channels: 
Set the receiving MIDI channel. All the other data that has not been set to a MIDI channel 
is ignored. Set this to ALL to receive on all MIDI channels. 


• Prog chanje neu: 
You can set whether sequences are changed with MIDI Program Change messages from 
an external MIDI device. When set to 14, Program Change messages will be received and 


the same sequence number as the MIDI Program Change number will be selected. 


e Sustain Pedal to Duration: 
When performances from devices such as a MIDI keyboard are recorded to the sequencer, 
the sustain pedal message (control number 64) is recorded with the note data, but the 


following issues arise. 


1. If you delete or erase a section of the sequence that contained a Sustain Off mes- 
sage, all notes after that location will be sustained until the next Sustain On message. 

2. When multiple tracks are set to the same MIDI channel and one track only contains 
sustain pedal data, the other track(s) set to the same MIDI channel will also have 
sustain effects. 

3. If you merge a track with sustain pedal information into a track without sustain pedal 
information, notes on the resultant track will be sustained. 

4. If you overdub notes into a track containing sustain pedal information, the new notes 
will be sustained. 


The MPC2000XL solves these problems by specially processing sustain pedal messages. If the 
чынгы pedal to Duration field is set to ON, when the MPC2000XL receives а 
Sustain On message during record, it will NOT record it. Instead, it will be converted to Note ON/ 
OFF data. As a result, the duration of the note on the recorded track becomes longer. 


There are some situations in which converting sustain pedal to the duration of the note is undesir- 
able: 


1. Depending on the settings and specifications of the MIDI sound source when the 
duration of a note is too long and exceeds the number of voices that can be sounded, 
new notes may be ignored and may not generate a sound. 

2. Depending on the settings of the MIDI sound source, MIDI control number 64 may be 
used for messages other than sustain. 


In this case, by turning this field off, you can record a sustain pedal message (control number 64). 
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MIDI Filter Function 
This sets the MPC2000XL to receive or not receive MIDI events. 


MIDI Filter: 
This is the on or off setting for the entire MIDI filter function. When this is off, all MIDI events 
will be received regardless of the settings in the Тк: апа F 75 fields. 





Turpe: 
Set the type of MIDI event - the following MIDI events can be filtered (for details on MIDI 
events, it is advisable to read a MIDI guide book). 


NOTES, PITCH BEND, PROG(ram) CHANGE, CH(annel) PRESSURE, POLY 
PRESS(ure), EXCLUSIVE, CONTROL:ALL (All control changes, Control Change 
#000 ~ #127). 


сеза. Set this to YES to receive MIDI 





Pressing HEH I ТЕ [F2] displays the MIDI input monitor, where you can monitor which MIDI chan- 
nels are being received (the black squares above the MIDI channel numbers will flash). 


P jIDiigi3lisis 
CLOSE 





Setting the Track’s MIDI Channel 


This sets the MIDI output channel of the selected track. 


How: 891.81. Be 
22128, ACHAS) i 
Count: OFF 


Tr:iBi-Track-ü8i НЕ Рэм: OFF 
S:MIDI :MEERbeviceia& Jelos: 148 


Ed TEL SOLO ][ Tr - JL Tr + | 





Select the field as shown above with the CURSOR keys and rotate the DATA wheel to select the 
MIDI output channel. 


For example, in the setting shown above, the data of track 01 (which is currently selected) sends 
data from MIDI OUT A on MIDI channel 10. 


Set the MIDI channel to correspond to the connected MIDI sound source. For example, if the MIDI 
channel of the external MIDI sound source you want to play is set to 5, you can use track data to 
play the MIDI sound source by setting the MIDI channel of the track to 5. The drum tracks are 
normally used to play the internal sampler, but if a MIDI channel is set it will output MIDI data from 
the selected channel. If you do not want to output the drum track data in MIDI format, set the MIDI 
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Settings for MIDI output 
To display the MIDI output window, from the Main Screen, select the field shown below. 


Sar Al-i Sequerceal] 3 Hows 801,81. HG 
4 126., ЯМА 2 Тїтїк: 1.516 Tzigs: de 4 
Court: OFF Looe: ОН Бага: 


Tri @i-Track-81 DH: VES Рам: OFF 
S:MIDI MBE beuicelð Jelos: 166 


aH T-TE 50.0 





Then press OPEN WINDOW. 


MIDI Outen 
Soft threuias TRACE 





MIDI through is turned off. 


H2 TRACK 

In single track recording mode, the MIDI OUT channel will be set according to the setting 
of each track. 

In multiple track recording mode, the MIDI OUT signal will be sent out as specified in the 
Mulia Regarding etur window. 

CMM Te 

MIDI data received at MIDI IN will be sent out through MIDI OUT A. 

During track playback, this data will be merged with the track data. 

CMM TE 

MIDI data received at MIDI IN will be sent out through MIDI OUT B. 

OPMHI-BE 

MIDI data received at MIDI IN will be sent out through MIDI OUT A and B. 


Deuice names 
You can name a MIDI device name here after selecting the MIDI channel (01A - 16B). This 
setting is common to all sequences. 


Panic 
This will stop all external MIDI devices from playing (All note off and Reset all controller 
messages are sent). 


Pressing МЕЧІ Tf [F2] displays the MIDI output monitor, where you can monitor which MIDI 
channels are being sent (the black squares above the MIDI channel numbers will flash). 


MIDI бифе. Monitor 
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Multiple Track Recording 


With this mode, multiple tracks can be recorded at the same time. 


From the Main Screen (press MAIN SCREEN), move the cursor to the 53 field. 


Sarl- Sequence i How: 801.81. йа 
1:128. ACHAS? Timin3:1.1& 
Courts OFF Loor: OH 


Тк#й1-ТкасЕ-Й1 YES Рат OFF 
BEEMIDI :188-Desicelt Jelos: 1E 


Tr FLITE 





Here you can select 5 for single track recording or ЇЇ for multiple track recording. 
In single track recording mode, only the track currently selected in the Main Screen will be re- 
corded. In the multiple track recording mode, a number of tracks can be recorded simultaneously. 


If you selected multiple track recording, press OPEN WINDOW to display the Hilti He- 
cordimnsg Shur screen. 





CLOSE 


Tri (MIDI channel input) 
Select the MIDI input channel with the CURSOR UP/DOWN keys. 


Select the track to be recorded to. If two or more of the MIDI inputs are set to the same track, 


not want to record. 


Cut. (MIDI channel output) 

Select the track with the CURSOR UP/DOWN keys and enter the MIDI output channel with the 
DATA wheel. If two or more of the MIDI inputs are set to the same track, they will be merged 
and sent out. 


To start recording, close the window and then hold REC and press PLAY. 
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Editing the Velocity 


This adjusts the velocity of the data that is recorded on the selected track when the sequence is 
played. 


How: 001.81. Ва 
Timing! 1.16 Tsigd: 4. 4 
Loor: OW 


S:MIDI :18Hn-DevicelB 
ll T MUTE 





Select the 11 1233 field with the CURSOR keys and set the incremental or decremental ratio of 
the velocity with the DATA wheel. 


CAUTION: This setting will not directly edit the recorded data. The velocity will increase or 
decrease according to the ratio set here only during playback. Also, data with a 
maximum velocity (127) will not be affected by values set over 100%. 


To edit the velocity of prerecorded data, use the Edit Velocity window. 


To display the Edit Velocity window, select the Lic 12353 field and press OPEN WINDOW. 


Edit Wedlocityu 
Edit tore: ЕТИ aluet 


Тіме: 01.01. 0-801.01,. йа 
Hotes: B С, 09-127. 50 





To directly change the velocity of recorded data, set the following fields and press [i І Т[Р5]. 


Subtracts the set 11a 1:1: from the current velocity. 





Increases or decreases the set Lia 1 11 ratio (percentage) against the 
current velocity. 
SET TO MHL. Sets all of the velocity values uniformly to the set kalisi. 
€ alnus: 
Sets the value of the edit method selected in clit. tres. 


• Times 
Specifies the data range to be edited when the velocity of the recorded data is edited. Any 
data not specified within this range will not be edited. 


(€ Hotez: 
Specifies the note range to be edited on the MIDI track when the velocity of recorded data 
is edited. Any note not specified within this range will not be edited. On the Drum track, 
notes can be entered by pressing the drum pads. 
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Setting the Program Change Transfer 


You can send program changes on each track in addition to sending program change events 
within a track when a sequence is selected. 


Sa 1-0 Sequence i How: Bel, 81. Be 
d: 1268.6°¢hA59 Timingii-1é 
Court: OFF L Н 


гїЙЇ1-Ткаск- ПН: VES Fam: [199 
SHIDI :18B-Deveicelt Jelos: 106 


EDI) TTE 





Select the Ё": field with the CURSOR key and set the program number you want to set with the 
data wheel. The program change will not be sent if set to OFF. 


To display the following window, select the Е: field and press OPEN WINDOW. 


Transmit progran changes 
in this track 2 


CLOSE 





Set the field to enable (YES) or disable (NO) the transfer of program change recorded on the 
selected track. When this is set OFF, the program change will not be sent even if there is a 
program change on the track. 


Locating with the DATA Wheel 


You can locate a point in the sequence with the DATA wheel. 


Sat Al—oSesquencee | > How EER. 21. Ge 
d: 126,80MAS2 Timing! 1.16 
Court: OFF 

Н Fam: OFF 
SEMIDI :18B8-Devsicelt Jelos: 166 


ТЕШТЕ 





To locate, select the Mii field with the CURSOR keys and increase or decrease the number 
with the DATA wheel. 


Units Used to Locate a Point 
You can select bar/beat/clock or hours/minutes/seconds to be displayed in the Mics! field. 
Select the Mics! field and press OPEN WINDOW. 


Diselay stule: ERS ees 
start ъ1мет ЯНВ ġara 


Frame pater 25 





CLOSE 
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• Disels 
Select GE. 1T; CLOCE to display bar, beat, and clock. Select 
НОЦЕ. МІЧИТЕ SE 











а С 1 дез Sh]: to start the time display on the 
main screen from the time set in this field. This can also be used as the start time to 
synchronize MTC (MIDI time code) or SMPTE time codes. 


This sets the frame rate of the time code used to synchronize the MTC or SMPTE code. 
Synchronization is described in “MIDI/SYNC Mode". 


The Main Screen Function Keys 


How: 881.81. й 


1:120. ТМА > Timina: 1.516 
Court: OFF осе: OFF 

DH: YES Fam: OFF 

Velox: 106 





. 


This displays the step edit page which allows you to edit on sequence data at a time. 


• Шз 


This edits ог sets other elements of a sequence. 


e [ТЕШТЕ 
This turns the track on or off. 


• [5010 | 


you press the key and enables solo playing. Press it again to turn it OFF, enabling all tracks 
to play. 


| 


[dr + | 
Select the track with this function key. It is not necessary to move the cursor to the Ti # 
field. 
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The Play/Record Keys and the Locate Keys 


These ten keys operate similarly to the transport keys on a tape recorder, with some useful addi- 
tions: 


e The PLAY START key: 
This plays back the currently selected sequence to begin playing from the first bar. 


* The PLAY key: 
This plays back the sequence from the current position displayed in the Ficus. field on the 
Main Screen. 


e The STOP key: 
This stops playback or recording. 


* The OVERDUB key: 
While holding this key, press PLAY to overdub new notes to the track, without erasing 
existing notes. You can Overdub from the stop or playback modes. 
While the Overdub mode is active, the light above the OVERDUB key is on. 
To cancel the Overdub mode, press the OVERDUB key again and the light above the key 
will turn off. 


* The REC key: 
While holding this key, press PLAY to start recording. New notes can be recorded into the 
currently selected track while existing notes are erased, just as with a tape recorder. 
You can record from the stop or playback modes. 
During recording, the LED above the REC key is on. 
To stop recording, press the RECORD key again and the light above the key will turn off. 


e The BAR << / >> Keys: 
By pressing one of these keys, you can move the sequence position back or forward by one 
bar. To move to the beginning of the sequence, hold down the GO TO key and press the 
BAR «« key. To move to the end of the sequence, hold down the GO TO key and press the 
BAR »» key. 


e The STEP </> Keys: 
By pressing one of these keys, you can move the sequence position back or forth by setting 
a number on the Т ігі гї field on the Main Screen. For example, when the Timing is set 
to 1/16, you can move back 24 ticks every time you press STEP ». If you press this button 
while holding down the GO TO key, you can locate the position directly before or after an 
entered event. 


* The GO TO Key: 
This key is used to move to a specific position within the sequence. When pressed, the 
following screen is displayed: 


: B8 


B 





When the window is opened, the time from the Mis display of the Main Screen is 
displayed here. 

You can change the displayed time with the DATA wheel or input it directly with the 
numeric keys and then press 201 TŪ to move to that location and return to the Main 
Screen. 
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Storing a locate point from the stop mode 


Select a location point in the Hë field of the Main Screen and press the GO TO key. 
Select a locate memory (that you want to save) from 1 - 9 with the CURSOR keys. 


Go іо: 001. Gi. В 
TERE bi. Be ОЙН. ЙІ. Йй See. 01. й 


4r Hl. Al. HA 5:001.81.88 6:001. 81.88 
1: EERE] -Goi Gi. be Sibi. 6i. а 
hooi C TU | 





Press 3 T ORE [F2], the locate point is stored and the Main Screen will re-appear. 


Moving to stored locate points 


Press the GO TO key and select from locations 1 - 9 with the CURSOR keys. Then press 0) TO 
[F5] to move to the selected location. 
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AUTO PUNCH IN / OUT 


Auto Punch allows you to Overdub or Record automatically between 2 preset points. This can be 
very useful at times such as when you want to execute a very tight punch-in and there isn't enough 
time to get from the MPC2000XL to the MIDI keyboard to play the new notes after the punch-in. 
The Auto Punch function allows you to punch in automatically, allowing you to concentrate on your 
performance. 


Hold SHIFT and press MISC. (2 on the numeric pad). 


Auto Purch: ИШ Ma ТН ОН 
IH 
Time: 661,81, 68 


FLIHCH 2ndsEt! Turnik 





e Fato bunch 
There are three auto punch modes: 


РИНЕН IM OHL This allows you to automatically punch in only. To stop the 
recording, press STOP. 


PLUHCH OUT. DHL S This allows you to automatically punch out only. To start 
recording, press PLAY or PLAY START while holding down 
REC or OVER DUB. 


РИНЕН IH OUT Both punch-in and punch-out are executed automatically. 


e iH 
Sets the auto punch in point. 


Sets the auto punch out point. 


To start auto punch, press Тыт [F6]. The display returns to the Main Screen and is now in 
standby mode. 


Sar Al—(Sesuencel 1 How BEIM. ai. 66 
J:1zB.B82MHE2 Timina 1.16 
Coant.: OFF Loor: OFF 


Tr i81-lnuzed? DH: YES Fam: OFF 
S:DRLUMISOFF Hew Fum-H Jelos: 106 


Auto punch function is actius!! 





While holding REC or OVERDUB, press PLAY or PLAY START to start recording. 
Punch in or out will automatically start at the set point and enable you to record your performance. 
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Chapter 4: Editing Sequences 





Overview 


There are three ways to edit a sequence. The first is to erase unnecessary note data using the 
ERASE key. The second is to display and edit each note or event. The third is to specify the bar 
or note range and edit the data together. 





Erasing Data with the ERASE Key 


To erase data with the ERASE key, you play back a sequence and erase a random note, or 
display the note or event and erase them individually. 


Erasing a Note in Real Time 
It is possible to erase random note data while you are playing back a sequence in Overdub mode. 


(D Select the track with the data you want to erase on the Main Screen. 

@ Either press PLAY or PLAY START while holding OVER DUB or press OVERDUB during 
playback to switch to Overdub mode. 

(8) Locate the data you want to erase, and while holding ERASE, press the drum pad as- 
signed to the sound. 


Besides erasing the drum track, you can erase notes by continuously pressing the note on the 
MIDI keyboard while holding ERASE. 


Using the ERASE Window to Erase Data 


When a sequence is not playing, press ERASE to display the ERASE window. You can select and 
erase specific notes or data sections. 


ERASE 
Track Will-Track -81 CB=a113 
Tine: 01.81. 80-001 -01-88 


Erase: АШ. EWENTS 
Hotes ALL CHit кад? 
CAHCEL DU IT 





e Track i 
This specifies the track that you want to erase. If you set this to 0, it will mean that all tracks 
are selected. 


This sets the range that you want to erase. 





. Erase 
Select from the following three event types to erase: 


HLL  EUEHTZ This erases all the events within the range selected in the 
Firmei field. For note events, only the notes set in the Hate s 
field below are erased. 
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HLL EXCEPT This erases all events except those selected. When ALL EX- 
CEPT is selected, the field on the right enables you to select the 
event. The events selected here will not be erased. For note 


events, the notes set in the Mote: field below are erased. 
When notes are selected in the field where events are selected, 
the 14:21. 5 field will not appear and all the data except the notes 


will be erased. 

OHLY ERASE This erases only the selected events. When ONLY ERASE is 
selected, the field on the right enables you to select an event. 
Only the event selected here will be erased. The Hot field 
will appear only when NOTES is selected in the event selection 
field. When NOTES is selected, only the notes set here are 
erased. 


This sets the notes that you want to erase. 


Note: Depending on whether the track selected in the Trank & field is a drum track or 
MIDI track, the Huts field display will change as follows: 


Drum track 


Tracks 1-Track-Bi 
Time: 661,81, 00-881. 81.8 


ErasetALL EVENTS 
(Hit Pad) 


ЖЕ DO IT | 





MIDI track 


ERASE 
Track! 1-Track-gl DH-all? 
Тіме: 201,91. 090-881. 81.88 


Erase:HLL EVEHTS 
Hotes ШИНА 1775.35. 37 


CAMCEL DC! IT 





Press її IT [F5]to erase. 
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Step Editing 


The Step Edit screen allows you to finely edit MIDI data on a track or enter data one at a time from 
the drum pads or a MIDI keyboard. 


Step Editing Seres. 
From the Main Screen, press S ТЕЁ * [F1] to display the Step Edit screen. 


Raus 81. 01.98 


КҮН "38, "AGE Тыт: 
Hi 462887 Tun: 
SH: 46-A87 Tun: 
2 45 к Е. Ше 





|, Ji Eu п 
This ee the type of events: 


Displays all of the events recorded on a track. 

Displays only the notes. By selecting HATES, the note range 
setting field will also appear. The notes of the range specified 
here will be displayed. 

PITCH BEHD Displays only the pitch bend data. 

ОТЕ Displays only the control change data. By selecting СТЕ. =, а 
field to select the control change number will also appear. This 
field will only display the control change event selected here. 
When Ё}. is selected, all of the control change events will be 
displayed. 

Displays only the program change data. 

Displays only the channel pressure data. 

Displays only the poly pressure data. 

Displays only the exclusive data. 








Open the Step Edit Options window by selecting a field and pressing OPEN WINDOW. 


Auto ster increment: gA 


Duration of recorded notes: 
AS PLAYED 





Hubo skep increments 

After entering data in step input, you can automatically move a sequence according to the 
value set in the Timir field on the main screen each time an event is entered from a 
pad or MIDI keyboard. 

Setting this to YES will move the sequence according to the settings in the Гігін: field 
after the drum pad or MIDI keyboard has been released (and the note off has been sent). 


Duration of seconded moteszi 


During step input, this sets the duration of the entered note to either the length of time the 
key is actually pressed or to a predetermined length. 
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Fi PLAYE The metronome will play from the moment the drum pad or MIDI key- 
board is pressed until it is released. 
TC ULLE Regardless of the time that the key is actually pressed, the duration will 


be the value set in the T imirris field. 
When TE MALLE is selected, the percentage field will also appear. 
The duration is set against the Timirvs field by percentage. For ex- 


ample, if it is set to 50%, the duration is half the amount set in the T iri 
inii field and the result will be a staccato sound. 


Timing Correct in "Step Edit" 
When the Ti [F1] key is pressed, the following window will appear. 


How? 001.1. gg 


= Tm 
“г 


26 


> я —T 
*M: 46-007 Tun: — 8 D: і Ur 
DELETE][IHSEET 





While pressing the key, rotate the DATA wheel to change the value of "Timing Correct". 


For more details, please refer to the "Timing Correct" section. 


The Event Display 
The note event displayed on the step edit screen will change depending on whether the selected 
track is a drum track or a MIDI track. 


Drum track 
H:i&4-BH81 Tun: Hp: 96 1:110 ни 


Hs This is the note number and the Drum Pad number assigned to it. 

Turis This field will display the note variation data. 

ME This is the duration (length of note on). 

AE This is the velocity (how hard the note is played). The right side will display the 
velocity value in a bar chart. 


Hotes 64-CE. 33 D: 96 1:110 шшш 


Hs This displays the note number and note name. 

ME This is the duration (length of note on). 

AE This is the velocity (how hard the note is played). The right side will display the 
velocity value in a bar chart. 


Control Change 
COHTROL CHBHGE:BBRHK SEL HSE: 56 mmm 


Program Change 
PROGRAM CHANGE: 1 
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Channel Pressure 
CH PRESSURE : : DA NEN 


Polyphonic Pressure 
POLY PRESSURE : — &6BcC.5»  : 50 mm 


Exclusive Data 


ExclusiverFe Fr? 





Operating the List Display 


When many events are entered at one point and the whole list cannot be displayed, you can scroll 
through the list with the CURSOR UP or DOWN keys. 


Press F'L.Fi [F6] to generate the selected event. 


Selecting and Editing Multiple Events 


Multiple MIDI events on the display can be selected together by holding SHIFT and selecting the 
events with the CURSOR UP or DOWN keys. In this case the parameters are displayed as white 
characters on a blue background. 


Tu 


: ERTH Tur: 
DELETE]L EDIT 








When multiple events are selected, Е I T [F4] appears in place of the function keys IHS 
[F4] and FASTE [F5] as shown above. 
By pressing EDIT [РА], the Edit Multiple window (corresponding to the field selected with the 


cursor) will appear. 


€ When a note number is selected, all the selected notes are changed to the note number set 
ІТ [F5]to execute. 


Edit Multirle 


Chande note toi ИИ ЭЕ 





Ф When parameters other than note numbers are selected, edit the value of the selected 
parameter using the window shown below. 


Edit Multiple 
Edit ture: MENS NES 


lalune: 106 
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Edit the selected parameters according to the following settings. 


HEE MALLE ^ This adds the value set in {15111 : to the current value. 

SWE MALLE ^ This subtracts the value set in ia ын from the current value. 

MULT MEL This increases or decreases the current value by the percentage 
set in laluri, 

SET TO MHL. This unifies all the parameters to the value set in Ма] ын. 





This sets the edit method selected in Eclit. tpe, 


Copying an Event 
To temporarily save the data on the clip board, select an event and execute Copy. 


To execute Copy, press ШШЕ“ [F2] after selecting the event. 


Deleting an Event 
Press DELETE [ЕЗ] after selecting the event. 


Pasting an Event 


To paste data which was copied to the clip board, specify the point where you want to paste it in 
the Ficus field and press ЁН TE [F5]. 


Faste Event. 


Pressing DO IT will raste 
events from clirbaoard. 


ША DC! IT 





If multiple data with time ranges are saved to the clip board, the following screen will appear when 
you press FF TE [F5]. 


RFLHCE:rFazted events will 
replace existing events, 


HMERGE:PFazted events will 
merde with existing events. 


аши ЕЕ НГЕН MERGE 





Press ЕЕ. СЕ [F4] to erase the data in the specified point and overwrite with the contents of the 
clip board. 


Press MERGE [F5] to merge the data with existing data. 
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Inserting an Event 
To insert an event, specify the point of insertion in the Mew! field and press [HSER T[F4]. 


Insert Evert 


Tare: НОТЕ 





Select the type of event you want їо insert from the following: 


NOTE, PITCH BEND, CONTROL CHANGE, PROGRAM CHANGE, CH PRESSURE, 
POLY PRESSURE, EXCLUSIVE and MIXER. 


When EXCLUSIVE is selected, a field displaying the byte volume of the exclusive message to be 
entered appears. Set the volume (byte) of the exclusive message you want to enter. 


Event window will be inserted, set the parameter with the CURSOR keys and DATA wheel. 


It is also possible to insert a note directly from a drum pad or keyboard. For details, refer to the 
following “Step Recording.” 


Step Recording 


3H: 32824HB8& Tun: 


УН: 46H" Tun: 
2H: dér ABF Tun: 
УН: 46AT Tun: 





Set the point where you want to enter a note in the Чеч: field and enter the note with a drum pad 
or MIDI keyboard connected to MIDI IN. In doing so, the velocity (the strength of the note on) or 
the duration (length of the note) is affected by the entered data. 


When Fit. Shee Inunrement:intheStep Edit Options window (see page 64) is set to 


YES, during step recording, the Hia field points increase by the amount set in the T i miris 
field of the Main Screen each time a note is entered. 
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The Editing Screen 


The editing screen allows you to copy an entire event within a sequence. It is also possible to 
rearrange the tracks, transpose, or set the preferences of a newly created sequence. 
To display the editing screen, press ЕТ [F2] in the main screen. 


Event edit 
Time and notes are specified here for various types of editing. 


Copying an Event 
When Copy is selected in the Exiit : field the following screen is displayed. 


Edit. [mE From жй Tr: 1 
i To saise Tre 1 
Made: REPLACE 


Hates: StartitBgl.81.t5 
ALL Cories: 1 


EVENTS ГЕШ USER | CO IT 





Here you can copy all of the events recorded in a sequence, but it is necessary to set a pad for the 
drum track and a note range for the MIDI track. 


+ Left Window 


Times 

Set the range of the event you want to copy. 

Hotezi 

Set the note of the copy source. A pad number will appear if the track is a drum track, and 


a note range will appear if the track is a MIDI track. You can directly set the copy source 
from a drum pad or MIDI keyboard. 


+ Right Window 


Prom Soc TE 

Select the sequence or track that you want to copy. Here, only the number will appear. 
To za«-Tr: 

This selects the sequence or track that you want to copy to. Here, only the number will 
appear. 

пи 

This selects whether you will be writing over the existing data (REPLACE) or mixing the 
data (MERGE). When ВЕРНОЕ is selected, the event in the copy destination is erased 
and is replaced with the copy source data. When HIE ETE is selected, the copy destination 
data and the copy source data is mixed. 





This specifies the point where you want to start copying. The copy source data will be 
pasted at the point set here for the number of times set in Cc iex * (below). 
Comiess 

This specifies the number of copies. From the point set іп 21.911. 5, the data will be 
pasted the number of times set here. 


To execute the copy, press Fi TT[F6]. 
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Editing the Duration of a Note 
When DURATION is selected in the Ё 11 1.1 field the following screen is displayed. 


Edit: NL Edit жа: 1 Tre 1 


Mode: AbD VALJE 
Values 1 


EUEHTS ШЕЕ ШЫПТА ШЕЛЛИ га IT 





+ Left Window 
• Times: 
Set the range of the event you want to edit. 
€ Кз 
Set the note you want to edit. A pad number will appear if the track is a drum track, and a 


note range will appear if the track is a MIDI track. You can directly set the note from a drum 
pad or MIDI keyboard. 


+ Right Window 
e Edit zs:/Tr: 

To select the sequence and track that you want to edit. 
• Mace: 


Edit the selected parameters according to the following settings. 






This adds the value set in ж Lia to the current value. 

J This subtracts the value set in Ма 1 ын from the current value. 
HULT LIAL ^ This increases or decreases the current value by the percentage 
set in Halumi, 
SET TO MAL. This unifies all the parameters to the value set in ial ues. 





Set the value to be adjusted here. 


Editing the Velocity of a Note 
When VELOCITY is selected in the Exiit.# field the following screen is displayed. 


Edit sar 1 Tre 1 
Mode: АСС VALUE 


Майне! 1 


EUEHTS 





+ Left Window 
e Times 
Set the range of the event you want to edit. 
e Hoke: 
Set the note you want to edit. A pad number will appear if the track is a drum track, and a 


note range will appear if the track is a MIDI track. You can directly set the note from a drum 
pad or MIDI keyboard. 
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@ Right Window 





p UBLLE 

Adds the value selected in the 1311 tie field to the note. 

SUE MALUE 

Subtracts the value selected in the М Lie * field from the note. 

MULTI MALLE X 

Multiplies the velocity (percent) by the value selected in the 3a iti field. 
SET TO UBLLE 

Sets the note to the velocity selected in the Lisi lise? field. 


Set the value to be adjusted here. 


Transposing a Note 
When TRANSPOSE is selected in the Е: 1 1. : field the following screen is displayed. 


Edit: S Edit sat 1 Tr: 1 


0011. #81. 66-661. H1. Hä Rmount: ё 


i rid CExcert grum track? 


EUEHTS 





+ Left Window 


Times 

Set the range of the event you want to edit. 

Hotez: 

Set the note you want to edit. A pad number will appear if the track is a drum track, and a 


note range will appear if the track is a MIDI track. You can directly set the note from a drum 
pad or MIDI keyboard. 


* Right Window 


Edit sae / fri 

To select the sequence and track that you want to edit. 

Fimcunt. s 

Set the amount to be transposed here (amounts are shown in semi-tone steps). 


Note: Transpose will not function with the drum track. 
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Copying by Bar 


You can group the data on all of the tracks in a sequence and copy them by bar measures. 
Press ERIT [F2] in the Main Screen to display the event copy screen and press EFIE [F2]. 


From SET] 
Firzt bar: 


c 


Lazt bar: 


NF EFS PS 





Set the range of bars to be copied in the left window and set the destination you want them copied 
to in the right window. 
All of the tracks in the sequence will be copied and inserted at the point set in the right window. 


+ Left window 


This selects the sequence that you want to copy. Only the sequence number is displayed. 


This specifies the first bar of the sequence to be copied. 


Lash bani 
This specifies the last bar of the sequence to be copied. 


* Right Window 


ELE 
This selects the sequence that the copy will be inseted into. Only the sequence number is 
displayed. 


BELen bars 
The copy is pasted after the bar set here. The original data will not be overwritten, the new 
data will push back the initial data. 


This specifies the number of times that the copy is inserted into the sequence. 
CAUTION: When you copy by bar, the data among corresponding tracks will be copied. 


For example, the data on track 1 will be copied to track 1 and track 2 to track 
2 and so on. 
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Rearranging the tracks 


This allows you to rearrange/move tracks within a sequence. 
From the the Main Screen, press El IT [F2] to display the Event Copy screen and press 
Tr BOUE [ЕЗ]. 


Sap oes езчепсебй. 


Тет Bil—CUrnuseds 
: r eee 
: Тет a-i Unused? 


TrMOUE SELECT 


Select track 
Lo move, 





Select the sequence in the 44 field and then move the cursor to the field where the track is 
displayed using the CU RSOR DOWN key. Select the track that you want to move with the DATA 
wheel and press SELECT [F6]. 


| Te: Al—CUrnuseds 
Tre be—tUrnuseds 
P TeiGi-6unusedo 


CAHCEL 





The selected track moves to the left. If you rotate the DATA wheel again, the list on the right will 
scroll. 


Sarg- Sequences 
P Tri Bz- i Unused) 


2 Trigg- Unused) 
CBHHCEL 





When you reach the place that you want to insert the track, press THER T [F6]. 


sargü-2esuencecH 


i Te: Bia Unused? 
: Tr EEEE 
TriBT-COUnused? 


EUEHTS TrHMOUE ЕЗШ 


Select track 


Lo move, 





The track name remains the same as the original and the new track numbers are set in order. 
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Sequence Preferences 
This sets the preferences of the main screen for when you create new sequences. 


Fam: OFF 
S:IMIDI :18B-Deuiceld Jelos: l8 


RN ШЕЯ ЕЕ 





Select the field with the CURSOR keys and set the parameter with the DATA wheel. Only the 
fields shown here can be set as preferences. 


For details regarding parameters, refer to the “Main Screen” section. 


Transposing a Track 


Here you can transpose the pitch of a track. 
Hold down SHIFT and press MISC. (numeric key 2), then press ТЕШНЕ [F2]. 


Tr iBl-clnmuzed: “Tr BEALL > 
Transrose amount: & iexcert drum tro? 
FPrezzinga FIX will change the note data 


Fermanert lu! ! Бак: 801 - Hal 
TRRHHS ЕЯ 





e Tr: 
This selects the track that you want to transpose. When this is set to 00, all the tracks will be 
transposed. However, drum tracks will not be affected by the transposition. 


e Tranzrose amount: 
This sets the amount of transposition. You can set up to plus/minus twelve for each half 
tone. Plus twelve is one octave up and minus twelve is one octave down. The settings here 


do not directly change the data but only transpose the data when they are played back. 

e Bare 
Set the range of bars that are to be transposed here (left hand figures = from bar / right hand 
figures = to bar). 


Press MAIN SCREEN to return to the Main Screen. 
Ж. will be displayed to the left of the HM field when a track has been transposed. 


4J:1z8.B84£5EGQ» 
Court: OFF 


Tr:Bi-Track-B81 ОН: VES Рам: OFF 
SEN OFF HeuPan-H Jelos: l8 


TrHLTE 





Note: {> will not be displayed when data is transposed with the FIX [F6] key. 
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To transpose and change the data, press Ё [+ [F6]. 


Frezzingd Do IT will tranzraz 
nate data rFarmanentlu 





HEHH DO IT] 


Press її ІТ [F5], the data is transposed to the settings in TirarisE ose amounts. 
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Chapter 5: Song Mode 





Overview 


There are two main ways to create music data on the MPC2000XL. One way is to create a long 
sequence as a whole piece, the other way is to create short sequences and play them sequentially 
as a Song. 


The Song Mode sequentially plays the data of selected sequences. You can set the order or 
number of times to play each sequence. This is used to play multiple pieces consecutively, or to 
complete a song by arranging the sequences for each part. The advantages of using the Song 
Mode are as follows: 


* The song can be created quickly. 
* The contents of each section of the song can be changed quickly. 


A song can consist of up to 250 steps, each of which contains the number of the sequence that will 
play at that step and the number of times the step will repeat before going on to the next step in the 
song. 


Up to 20 songs can be stored in memory at one time. Recording can not be carried out in Song 
Mode, the individual sequences must be recorded or edited from the Main Screen. 
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Song Mode 


Hold down SHIFT and press SONG (1 on the numeric keypad). The Song Mode screen will ap- 
pear: 


2aong:B81l-:c5llinuzed? How: 81.81. Ва 


LOOP! OFF tend of songi : 
COHUETIIDELETEIIHSERT 





While this screen is displayed the Song Mode is active, this means that if playback is started, the 
active song will play instead of the active sequence. 


All of the Play/Record keys (except RECORD and OVERDUB) operate the active song. PLAY 
START plays the song from the start; PLAY plays the song from the current location in the Miu: : 
field; the REWIND, FAST FORWARD, and LOCATE keys change the position within the song. 


Creating a Song 


To newly create a song, select an © ки, 
Select бегий of zen: inthe = 


> song in the #12: field. 













LOOP: OFF : : fend of sonaj 
СОНШЕТЦСЕ ЕТЕЦІНЗЕЕТ 


Select the sequence by rotating the DATA wheel. The sequence will be assigned to the first step 
of the song. 


Sond: 81 - Зока] Ї Мош: 881.81. ad 


Select бегий of 


ТЕМЕ: МАЗ: 
4:120. : 


LOOP: OFF 


LOHUE T DELETE) TMSERT 
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Select the next sequence (assigned to Step 2), with the DATA wheel. 


Songd:Bl-5ongbil 


Cend of song? : 
COHWET [DELETE] LIMHSERT 





In the same way as above, assign sequences and increase the number of steps. 


Renaming a Song 
To open the Song window, select the ип 1 field and press OPEN WINDOW. 


Default name isona 





DELETE... AREE СОР | 


Changes the name of the song. 


Tap a drum pad or rotate the DATA wheel to display the name window. 


Press ENTER after you have entered the name. 


Note: If you do not press the ENTER key and move the D: Y aul t. Hamet field or 
other pages with the CURSOR DOWN key, the entered name will be ignored and 
the name will not change. 


This sets the name that will automatically be used when data is entered into a new song 
(titled "Unused"). Enter the name in the same way as for the Song name. 
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Selecting a Song 


Song: И өлү M Наш: #85. #1. Be 
TEMPOSMAS  :5 : 
4J:128.8 : 


LOOP: OFF '@1-Seauencebl 
:а2-5ечценсей2 
COMET) PELE TE) IHSERT 





Move the cursor to the 212: field and select a song by rotating the DATA wheel. The song 














number and song name will appear. If there is no data in the song, “1.151 2 will appear. 
Deleting a Song 
From the song screen, select the =r! field and press OPEN WINDOW. 
To open the Delete Song window, press LE E 
ona : ЕТЕТ 

Pressing DO IT will 

erase this sarng!! 
The currently selected song is erased when С: iT [F5] is pressed and the song name will 


Delete ALL Sons 


Freszing DO IT will erase 


ALL zongssz!! i] 
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Copying a Song 
From the song screen, select the =a field and press the OPEN WINDOW key. 
To open the Copy Song window, press [UF [F5]. 


Core Song 





ENDO IT) 


Select the song that you want to copy (top level) with the DATA wheel. 
Select the copy destination (bottom level) by pressing the CURSOR DOWN key and select the 
song that you want to copy the data to with the DATA wheel. 


To copy the song data, press DC IT [F5] 
CAUTION: If there is data in the song you have selected as the destination, the data will 


be erased if you press F5. Be careful when you are copying to a song with a 
name other than “Unused.” 
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Setting the Tempo 


This sets the tempo of the song. 


Sond: 81 —Songel How? 81.81. Ва 


iB1-SeuuenceBi 
HBz-5esauencebz : 
COHUETIIDELETEIIHSERT 





This sets the sequence to either be played in the tempo it was recorded in or the Master 


tempo. 
Move the cursor to the ТЕРМЕ: field and set the tempo source by rotating the DATA 
wheel. 
SERN ^ The song will be played at the tempo specified in the sequence. In this 
case it is not necessary to change the tempo in the 4 field. 
МЕ ^ Al the sequences in the song will be played at the Master tempo specified 
in the 4* field. 
e i 
Set the tempo of the song, if HHH is selected in the ТЕМЕ: field. 


Move the cursor to the «1 : field and set the tempo by rotating the DATA wheel. 

Enter 4 digits if you are using the numeric pad to enter. For example, to set the value to 
120.5, enter *1205" and press ENTER. To set the value to 88.5, enter "885" and press 
ENTER. 


DOW key. 


Ignore tempo change events 


in ze«uence! 


CLOSE 





Specify whether the tempo change recorded within the sequence should be ignored. 


tempo change in the sequence becomes valid and the tempo of the song will change according to 
the data. 
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Setting the Loop 


This allows you to repeatedly play a loop of a specified number of steps of the song until STOP is 
pressed. 


Sond: 81-50981 How: HAI. йі. Be 


:81-5ечцепсей1 
DBz-S5esuencelz : 1 


CÉOHURTIDELETEIIHSERT 





OFF to cancel the loop mode). 
To set the range of the loop, press OPEN WINDOW. 





and the Himbeer of ztermziaswellasthel.azt. 
cof = affect each other. If you change the 
zs ,thevalue of fume of ztepzi 











d mier: ori 
will change accordingly. 
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Selecting a PIED and cud the Sequence 


the CURSOR UP or DOWN E to scroll up and down the screen. 
You can also use the DATA wheel to select the step. 


TEMPO: HAS i 
4:120,8 : @1-—-5е=цегсей1 


А mE й2-©®езцегсей2 
ЕНЕ ОРЕ : fend of song? 





To change the sequence assigned to that step, move the cursor to the eseru section with 
the CURSOR RIGHT key. 


Song:B81-5onadl. 
TEMPO:IMAS = Ste 
J:128.B8: 
БЕНЕТ E ‘oF PETTY 


COBLURBTIIBELETEIIHSERT 





Change the sequence with the DATA wheel. 


Repeating a Sequence 


The sequence assigned to the step can be repeated a number of times. 
Select the Fers field of the sequence you want to repeat with the CURSOR keys. 


TENPOEMAS St Мош: 05.81.08 


:81-5ечиепсей1 
:й2-Зечцепсей2 : 
COMET] [DELETE] THSERT 





Set the number of times the sequence is to be repeated with the DATA wheel. 


CAUTION: If this is set to 0, the sequences after that step will not be played. 
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Deleting a Step 


Select the step number or sequence that you want to delete with the CURSOR keys and press 
DELETE[F5] 
When the step is deleted, the following steps will all be moved up. 


Zona: un zonani 


J: 128.8 : ЕТЕ sequenced] 
LOOP: OFF ‘ B3—-Sesuencels 


Vend of Sono 


:41-Seauencebll 


ППР: ИИ ЕЕЕ 
ш : : tend of sona) 


CÉOHURTIDELETEIIHSERT 





Inserting a Step 
Select the step number or sequence where you want to insert the new step with the CURSOR 


keys and press I H‘:EF T[F6]. The new step is inserted after the selected step. 
The steps after the selected one will move one step back and sequence 01 will be inserted. 
Move the cursor to the Sesser field of the new step and select a new sequence by rotating 


the DATA wheel. 
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Moving to a Specific Point in the Song 


Select the ны field with the CURSOR keys and set the point in the song that you want to go to 
with the CURSOR keys and DATA wheel. 


Song:81-5o0nag81 Наш: И. 61. 06 


l-5eauencendi 
1-Sequenceal 
COHURTIIBELETEIIHSERT 


Г 
D 





You can set the Hai field to display either bar/beat/clock or hours/minutes/seconds. 
While still on the Mics! field, press OPEN WINDOW. 


DisrFlas ztule:[TIM EN 
Stark time:tBbhdbpmeadzbarda 


парт 


Frame ае 29 








CLOSE 
€ mni times 
Select HUF. МІНИТЕ. SEC plau 5119 to start the time display on the 
main screen from the time set in this field. This is also the start time when synchronizing to 
MTC or SMPTE time code. 
e Frame rates: 


This sets the frame rate of the time code used when synchronizing to MTC or SMPTE time 
code. Synchronization is described in the "MIDI/SYNC Mode" section. 
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Converting a Song to a Sequence 


The song mode function is convenient when assembling a song. When editing detailed data within 
a song that has a complicated structure, it’s easier to assemble the song as 1 sequence and then 
edit that sequence. In this type of case, it is a good idea to create the basic structure of the song 
using the song mode and then convert that to one sequence. By doing that you can then use the 
sequence’s edit function to further edit the song. When converted, the songs complete sequence 
will be converted to a newly created sequence. 


Note: Sequence settings set in step1 of the song will be applied as the settings of the new 
sequence such as track name, track type (Drum or MIDI), MIDI OUT channel assign, MIDI 
Program Change Assign, mixer, tuning, tempo etc.. Also, song loop settings will be made 
effective by the converted sequence. 


To convert the song, press CORR [F4]. 


From zong:gl-Z5aongüi 


To zeauence:s 


Track statusi REFERENCED TO 15T 50 
CLOSE DU IT 





(From 
This selects the song that you want to convert. 


This selects the sequence where the song will be converted to. 


Here you can select what the track status will be after conversion to a sequence. 





the first sequence will be assigned to all of the following sequences. 

OFF TRACKS IGHORED 

Tracks that have been turned off (track “ON:” is set to “NO” on the Main Screen) will 
not be converted. All tracks will be turned on after conversion, but the data in tracks 
that have been turned off will be blank. 

All the parameter settings of the first sequence will be used for the new sequence. 


MERGED OM MIDI CH 
Each sequence will be merged according to their MIDI output channels to the corre- 
sponding tracks. 





For example: 
All track data of MIDI channels 1A-16A will be merged to tracks 1-16 
All track data of MIDI channels 1B-16B will be merged to track 17-32 


Drum tracks 1 - 4 will be merged to tracks 33 - 36 consecutively. 
The Exclusive data will be merged to tracks 1-32 according to the MIDI channel 
assigned on each track. 


To convert, press С: ІТ [F5]. 


CAUTION: Ifthere is data in the sequence you have selected as the destination, the data will 
be erased. Be careful when you are converting to a sequence with a name other 
than “Unused”. 

If the size of the sequence will exceed 50,000 notes after conversion, it will not be 
converted. 
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Chapter 6: Creating and Editing Sounds 


Sampling a New Sound 


Sampling is done in 16-bit linear format with the same 44.1kHz sampling rate as used with com- 


pact discs. 


CAUTION: All sounds are lost when the power is turned off. This means that you must 
load in sounds from a disk every time the MPC2000XL is turned on, and you 
must save any edited or newly sampled sounds to disk, or the changes will be 


lost! 


To sample a sound, hold down SHIFT and press SAMPLE (or 4 on the numeric pad) to display the 


sampling screen. 


Input: ANALOG Моде: STEREO Monitors Lek 
Thresholdi-28 Time: 16.685 Pre-rec: 188г. 
LEVEL METER 

[1 





[1 
RECORD 


You can choose from the following two sound sources. 


CAUTION: 


The recording source is connected to the rear panel analog RECORD IN 


jacks. 


The recording source is connected to the DIGITAL input on the rear 
panel. This input can be connected to any 44.1kHz digital SP/DIF source 
such as aCD or DAT tape recorded at 44.1kHz, but 48 kHz sources are 
not supported. 


You can only choose I» 1131 THL. when the optional IB-M208P board is 
installed. 


Set the mode to STEREO or MONO input. 


Sampling is done in mono, using only the left RECORD IN (or the LEFT 
signal of DIGITAL IN). The mono signal is monitored at both the left and 
right sides of the stereo outputs, but the level meter will only show LEFT. 
Sampling is done in mono, using only the right RECORD IN (or the 
RIGHT signal of DIGITAL IN). The mono signal is monitored at both the 
left and right sides of the stereo outputs, but the level meter will only show 
RIGHT. 

Sampling is done in stereo, using both the LEFT and RIGHT RECORD IN 
(or the LEFT and RIGHT signals of DIGITAL IN). 
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When і.“ is selected, the sound from the input is sent to the stereo mix outputs. When 
{ШЕЕ is selected, it is not sent. If you are sampling with a microphone іп the same room as 
the speakers, select [FF to avoid audio feedback. Otherwise, select L..“F to hear the 
sound in the stereo mix. 

If the optional IB-M208P is installed, you can select outputs 1.4, 2.°4, 3.6 or т.“ to 
monitor the sounds from the Assignable Mix Out jacks. 

Threshold: 

This sets the threshold value at which auto sampling starts. Once RECORD [F6] is 


pressed, sampling starts when the signal exceeds the value set here. The threshold value 
is displayed on the meter with a D. 

If the value set here is too high, sampling will not start even if you enter a sound. If it is too 
low, a small noise may cause the sampling to start. If this is set —», sampling will start the 
moment КЕСЕ [F6] is pressed regardless of the input level. 


Times 

This is used to specify the sample time to be allocated to the sample, in seconds (in 0.1 
second steps). Any number can be entered here up to the maximum available sampling 
time. In a non-expanded MPC2000XL, the maximum sampling time is 21.9 seconds mono 
or 10.9 seconds stereo. In a fully expanded MPC2000XL (total 32 megabytes) the maxi- 
mum sampling time is 378.6 seconds mono or 189.2 seconds stereo. 


CAUTION: Although the maximum sampling time is limited only by memory capac- 
ity, the maximum sound file size that can be saved on a floppy disk is 
16.4 seconds mono or 8.2 seconds stereo. If a sound is larger than this, 
it won't fit on a single floppy and the MPC2000XL cannot split single 
sound files over two or more floppies. If you need to create longer 
sounds and save them to disk, it is necessary to use an external hard 
disk connected to the SCSI port. 


ee i 

When sampling, it is possible to record sounds before the level threshold is exceeded. In 
this field, set that prerecord time, in milliseconds. For example, to record 10 milliseconds 
before the threshold is exceeded, enter 10 here. The default value here is the maximum 


100 milliseconds. 


Threshold > 


LEVEL 


©“ —› 


Рге-гес Rec start TIME 


CAUTION: Іп playedback, the sound starts playing from the point at which the thresh- 
old was exceeded because the Start Point parameter (in the Edit a Sound 
screen) is automatically set to the first sample which exceeded the thresh- 
old. To hear the prerecord portion of the sound, you must set the Start 
Point field to an earlier position within the sound. 
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e ЕЦЕ METER 
While this screen is displayed, the meter will constantly display the level of the signal input. 
The threshold setting is graphically represented bya Owithin the n s range. In addition, 
г RPERE[F1] was 





pressed. 

If the recorded level is too high, the sampled sound will be distorted. On the other hand if it 
is too low, white noise will be noticable. When you are recording set the level to the maxi- 
mum within the range where the meter does not entirely hit the limit. Set the level using the 
REC GAIN knob. It is not possible to change the level with the REC GAIN knob if you are 
recording digital input and DIGITAL is selected in the 11:41. : field. 





FEGE [F1], the peak displayed on the LEVEL METER will be reset. 





By pressing КЕПИ [ГУ [F6], the MPC2000XL will go to the recording standby mode and the fol- 
lowing will be displayed. 


Inrut:HHHLÜG Моде: STEREO — Monitor:L.-R 

Threshold:-34 Time: 16.63  Fre-rec:lümz 
LEWEL METER 

LEFT :EEHENEEEENESEEENEEEEENEEEEENEN E 

KIGHT:EBNEENEEENESEEEEEEEENENEEEEENEEEENEN в 


Waiting for inrut signal... |CHHCEL |! START 





When a signal exceeding the threshold value is received, sampling will start. 
To cancel sampling during the recording standby or recording modes, press CFIHICEL [F5]. 
To manually start sampling, before the value exceeds the threshold, press = THT [F6]. 


During recording, the following display will appear. 


Input: ANALOG Hode: STEREO Monitors Lek 

Thresholds —34 Time: 16.85  Pre-rec: 1 Вг. 
LEVEL METER 

LEFT : S880 0 

FIGHT: SHG 0 


Recording... 





reseed and will return to the original display. 


The following window will be displayed when sampling is finished. 


KEEF or RETRY 


Наме for new sound ШТ» 


Assign to note:4z.-Ha 
RETRY ы FLAY H EEEF 


To listen to the sampled sound, press Ё.“ [F4]. 








When КЕТЕ [F2] is pressed, the sampled sound will be discarded and the display will return to 
the original display. 
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Before saving a sampled sound, first set the following fields: 
* Hame for new sound? 
Enter a name for the sampled sound here. 
Tap a drum pad or rotate the DATA wheel to display the Name window. 


Enter a name and press ЕТЕ [F5] to confirm. 


Note: If you do not press E-H TE. and move to another page, the name and the sound 
will not be saved. 






sin Lo notes 

This assigns a sampled sound to a drum pad. When sampling is complete, it is possible to 
play the sound which has just been recorded with the selected pad. Select this field with the 
CURSOR DOWN key and select the note number of the drum pad with the DATA wheel or 
by hitting one of the drum pads. The note number of the pad will appear. When you do not 
want to assign a sound to a pad, select ~~." ШЕЕ with the DATA wheel. 





When ЕЕЕ" [F5] is pressed, the sample will be stored into the memory and the display will return 
to the original display. 


To listen to the sample, press MAIN SCREEN to return to the main screen and press the drum pad 
that you assigned the sample to. 


By pressing OPEN WINDOW while the sample mode screen is displayed, the Sound memory 
window will appear regardless of the cursor position. 


Sound memaor'u 


Free memaructims2: 2H, Hse 


zHedabutez installed 





The available sampling time and the total memory capacity are displayed. 
Note: The RECORD IN jacks on the rear panel are balanced inputs having a hot, 
cold and ground connection using a standard stereo phone jack: 


Ground Cold Hot 


vy vy 


| te 


Standard mono phone plugs can also be used for sampling. The cold connec- 
tion will simply connect to ground. 
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Editing a Sound 


This allows you to edit a sound loaded from a disk or sampled into the memory. 


Hold down SHIFT and press TRIM (or 5 on the numeric pad), the TRIM mode screen appears. 


TRIM ПНЕ 





HE key again carne F2 in the LOOP 509 The display can be 
toggled Wires Меш oder recorded in memory), Size (order of file size), Name (alphabetical 
order). 


Selecting a Sound 
Move the cursor to the = ги field and select the sound by rotating the DATA wheel. With stereo 
samples, < Т > will appear after the sample name. 


Renaming or Displaying the Specification of the Sound 
To open the Sound window, select the 11: field and press OPEN WINDOW. 


Sound nane: ТЕШ 


“Sound SPEC. Rate: 441/68 
Tyre: МОНО Size: бЕр 


DELETEHCDOHUE T ИНЕ = ore 





e nonpnd names 
This changes the name of the sound. 
Tap a drum pad or rotate the DATA wheel to display the name window. 
Enter a name and press the ENTER key to confirm. 


Note: If you do not press ENTER and move to another page, the name will not be 
saved. 
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This displays the specifications of the currently selected sound. You cannot change the 
value here. 


Displays stereo or monaural mode. 
Displays the frequency of the sample. 
Displays the data size of the sound. 





Deleting a Sound 
To open the Sound window, select the 5:rici* field and press OPEN WINDOW. 


Press PELETE [F2] to open the Delete Sound window. 


5nd: ШШЕ 


Pressing DO 





ІТ [F5]. 
If you press FiL.L. [F3], the following warning will appear. All the sounds can be erased when [її 
ІТ [F5] is pressed. 

Delete ALL Sound 


Fressing DO IT will erase 


ALL zouncdsz!! il 


ДП CO ТТ] 





Copying a Sound 
To open the Sound window, select the 5:rici* field and press OPEN WINDOW. 


Press COP! [F5] to open the Copy Sound window. 
Select the sound to be copied with the DATA wheel. 


5nd: ПОТИ 
Ik cory 


Heu Hamet Looe 





Move to the Hew rarei field with the CURSOR DOWN key and enter a name for the copy. Tap 
a drum pad or rotate the DATA wheel to display the name window. 





Press EHTER [F5] to save the new name. 


Press 11 TT [F5] to copy the sound. 


Page 94 


Chapter 6: Creating and Editing Sounds 





Converting a Sound 


You can convert a stereo sound into 2 mono sounds, as well as converting 2 mono sounds into 
one stereo sound. 


Note: Since the sound conversion is to create a new sound file, please check that there is 
sufficient memory available before the conversion. 


Selecting Sound 
While the cursor is on the ici # field in the TRIM mode, press OPEN WINDOW. 


Sound таме: A E NUI 


{Sound SPEC. 2 Rate: 44lBdHz 
Tare: STEREO Size: 64kbutes 
PELETELVCOHUR THEE CO | 





monncd mamet 
hon can В ohoose a new name for the sound here (if you do not want to change the name, press 


Converting Stereo to Mono 
When a stereo file is selected, the following window will appear. 


Convert Sound 


Convert. ERES RN ШИЕ И 





CAMCEL ТЭЙ 
Press HE RT [F5]. 


«ТЕБЕН ТО МОВО 





Give the new mono sounds names at Fiet і. mamei and Чез Е rimi fields. The default 
names will be the original name with L and R suffixes added. 
Commence the conversion by pressing [1 І Т[Р5]. 
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Converting Mono to Stereo 
When a mono sound is selected, the following window will be displayed. 


Convert Sound 


Convert. IE DN E ЕКА АА 





CAMCEL HE: T 


Press М 1 [F5]. 


FalB.----5 
Ме Di IT 





Lo заната field is the name of sound selected. This source will be the left channel of a stereo 
sound to be created. 


Select the sound for the right channel at cuir field. If the stereo sound is selected here, 
only the left channel data of that sound will be used. 

Enter the sound name for the stereo converted sound in the zt zi. rarus field. The default 
sound name will be the L source sound name with suffix S added. 

Press [31 TT [F5] to execute. 


Note: If the length of the L and R sources are different, the R source will automatically be 
adjusted to the same length as that of the L source. That is, if the R source is longer 
than the L source, the excess part of the R source sound will be cut off. If the R 
source sound is shorter, silence will be added to fill in. 
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Re-sampling 

Re-sampling allows you to change the sampling frequency of the sample. This is useful for con- 
serving memory or it can be used to ‘creatively’ change the quality of the sound (to ‘dirty it up’ a 
little). 


Sound таме: Ин: 


{Sound SPEC. 2 Rate: 441 68Hz 
Tare: МОНО Size:  SYkbuLez 


PELETEYCOHUE T ИШ Ж COPS | 











Convert (ESSE ЕШШ 






же НЕТ | 





Press MET [F5]. 


Hew Е&: ЭШ ЫН Gualite:LüOW 
Hew Bit:iébit 


Hew меме ЕТСЕ ПЕ 1Б1 
CAHCEL Di! IT 





This sets the new frequency of the sample. 


Dualitus 

This sets the quality of the sample. 

Mild: Least quality but fastest processing. 

1: Moderate quality and relatively fast processing. 
HIGH: Best quality but slow processing. 






Heu bits 
You can change the ‘bit’ resolution here, generally this is best left at 16, but you can experi- 
ment with lower settings to get a less clean sound. 


Enter a new name for the sample here with the DATA wheel or drum pads. 
Press ЕТЕ [F5] when you have finished. 


Note: As re-sampling uses program memory, there must be more than 4 programs empty of 
data befor re-sampling can be carried out. 
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TRIM Mode 


This allows you to trim a sound by selecting new start and end points. The wave pattern of the 
entire sound is displayed and the area between the start and end points will be displayed in white 
on a blue background. 


TRIM eae ae SEL EDITI PLAY ж 





Set the start point where you want the sound to start from when played back by selecting 
the 51.3 field with the cursor and changing the value with the DATA wheel. You can enter 
large numbers by entering a number with the numeric pad and then pressing ENTER. 
You can also use the NOTE VARIATION slider while holding the SHIFT key. 


Еки 
Set the end point where you want the sound to end when played back by selecting the 
ки field with the cursor and changing the value with the DATA wheel. You can enter 
large numbers by entering a number with the numeric pad and then pressing ENTER. 
You can also use the NOTE VARIATION slider while holding the SHIFT key. 


If the sound is in stereo, select whether to display on LEFT or RIGHT channel. 


To play back the currently selected sound at full velocity according to the Ё. x3 field on the 
top right of the screen, press FLAY = [F6]. 


HLL. This plays back the entire sound regardless of the start or end point 
settings. 


НЧЕ This plays back the range between the start and end point that has 
been set in the ZONE screen. 


BERGE 5T This plays back the sound before the start point that has been set in 
the TRIM screen. 


EEFCRE TL This plays back the sound before the TO (Loop to) point that has been 
set in the LOOP screen. 


KF TR EMD This plays back the sound after the end point, that has been set in the 
TRIM screen. 
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Fine Adjustment of the Start Point 
Select the 1. field and press OPEN WINDOW to open the Start fine window. 


бте Lnath:UunmRkI 
PLAY BEALL 
[z00M- H z00M+ ИШ НЕН" ж 





б Sharks 
Set the start point. Change the value with the DATA wheel or enter a number with the 
numeric pad and press ENTER. 


The length of the sample (from the start point to the end point) is displayed. You cannot 
change the value of this field. 


(€ Шр] insdths 
This sets a fixed point of either the end point or the length of the sample. 


LIFT When the start point is changed, the end point remains fixed and the length 
of the sample changes. 

FT When the start point is changed, the length of the sample remains fixed and 
the end point moves. 





several times to make fine adjustments. 


When FL л, [F6] is pressed, you can play back the currently selected sound at full velocity 
according to the settings in the FLH x field. For details refer to “TRIM Mode" on the previous 


page. 
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Fine Adjustment of the End Point 
Select the Erici field and press OPEN WINDOW to open the End fine window. 


End: TERE 
Ligth= 433129 


ЗмР1 Loath LARI 
PLAY BEALL 


|z00M- H 2010171 КИЕ LA 





e Erici 
Set the end point. Change the value with the DATA wheel or enter a number with the 
numeric pad and press ENTER. 


The length of the sample (from the start point to the end point) is displayed. You cannot 
change the value of this field. 


e nnpl indths 
This sets a fixed point of either the end point or the length of the sample. 
LIFT When the end point is changed, the start point remains fixed and the length 
of the sample changes. 
FT When the end point is changed, the length of the sample remains fixed and 
the start point moves. 





several times to make fine adjustments. 


When ШЫН 9 [F6] is pressed, you can play back the currently selected sound at full velocity 
according to the settings in the FLH 8 field. For details refer to the “TRIM Mode" section. 
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LOOP Mode 


Set the loop of the sound. Set to play loops, such as a phrase sample, in this mode. 





Hold SHIFT and press TRIM (or 5 on the numeric pad), then press 1.10 [F2]. 


This sets the turn of the loop. Select the T= field with the cursor and change the value with 
the DATA wheel. You can enter large numbers by entering a number with the numeric pad 
and then pressing ENTER. 

You can also use the NOTE VARIATION slider while holding the SHIFT key. 


сето РАУ BEALL 





This sais =the ek of the oe 
You can select either Lr 
wheel. 

Select the field to the right of i. 1 1# with the cursor and change the value with 
the DATA wheel. You can enter large numbers by entering a number with the numeric pad 
and then pressing ENTER. 

You can also use the NOTE VARIATION slider while holding the SHIFT key 











Г [F5] to display the Fit to length window. 
a function enables you to set the loop length to the same as that set in the TRIM mode. Press 
po IT Г [F5]in the Fit to length window to execute this function. 






By pressing Ё 


: [F6]. the currently selected sound will play back at full velocity according to 
the settings in th 5 


ү: field. For details refer to “TRIM Mode" section. 
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Fine Adjustment of the Loop Points 


Select the T# field in the LOOP screen and press OPEN WINDOW to open the Loop To fine 
window. 


PLAY WALL 





züün- H 200M+ НКШЗ Е A ж 


e то: 
This sets the beginning of the loop. Change the value with the DATA wheel. You can enter 
large numbers by entering a number with the numeric pad and then pressing ENTER. 


e Levies 
This sets the length of the loop. Change the value with the DATA wheel. You can enter 
large numbers by entering a number with the numeric pad and then pressing ENTER. 


This fixes the point of either the end point or the length of the loop. 


МЕТІ When the point where the loop folds is changed, the end point remains 
fixed and the length of the loop changes. 

Fix When the point where the loop folds is changed, the length of the loop 
remains fixed and the end point moves. 


Select the Ыг кид field in the LOOP screen and press OPEN WINDOW to open the 
Loop End fine window. 


Loor End fine 


PLAY Sf ALL 
200101 H 200h+ Ж ИЩ ЕШ ЕН 5] 





• Erici 
This sets the end of the loop. Change the value with the DATA wheel. You can enter large 
numbers by entering a number with the numeric pad and then pressing ENTER. 


e Levies 
This sets the length of the loop. Change the value with the DATA wheel. You can enter 
large numbers by entering a number with the numeric pad and then pressing ENTER. 


This fixes the point of either the end point or the length of the loop. 


LIFT When the end point is changed, the point where the loop folds remains 
fixed and the length of the loop changes. 

FT When the end point changed, the length of the loop remains fixed and the 
point where the loop folds moves. 


Press ZU [F2] to display the entire wave and set a rough point where the loop folds or the 
loop length then press 2 111+ [F3] several times to make fine adjustments. 

When FL 9 [6] іѕ pressed, you can play back the currently selected sound at full velocity 
according to the settings in the FLH 4 field. For details refer to “TRIM Mode" section 
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ZONE mode 


The ZONE mode allows you to divide a sample into a number of equal parts (from 1 to 16). This 
could be useful, for example, if a 2 bar sample has 4 beats to a bar: dividing the sample into 8 
would give you 8 zones of 1 beat each. 


Hold SHIFT and press TRIM (or 5 on the numeric pad), then press 21ЧЕ [F3]. 


PLAY AP ALL 


TRIM ТОНЕ Æ LEGIT 





Select the = 





п: field with the CURSOR keys and press OPEN WINDOW. 
Humber of zones: EE 


Pressing DO IT will reset 
SteEnd values. 





CLOSE DU IT 


Set the number of zones with the DATA wheel. 


Press її TT [F5] to return to the ZONE screen. 
You can select each zone by turning the DATA wheel while іп the cri field of the ZONE 
screen. 


Each individual zone can be edited from the EDIT mode (see the EDIT mode section). 


Fine Adjustment of the Start Point of a Zone 


Select the 1. field in the ZONE mode screen and press OPEN WINDOW to open the Zone start 
fine window. 





P200M— H 200M+ ИЩ ШЕ LAY s 


Set the start point of the zone. Change the value with the DATA wheel. You can enter large 
numbers by entering a number with the numeric pad and then pressing ENTER. 
You can also enter numbers with thw CURSOR LEFT/RIGHT keys while holding the SHIFT 
key. 

Note: І? you adjust the start point, the end point of the previous zone will also change. 

€ Lüestbs 
The length of the zone (from the start point to the end point) is displayed. You cannot 
change the value of this field. 





several times to make fine adjustments. 


When FL 9 [Е6] іѕ pressed, you can play back the currently selected sound at full velocity 
according to the settings in the FLA = field. For details refer to the “TRIM Mode". 
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Fine Adjustment of the End Point of a Zone 


Select the Еки: field іп the ZONE mode and press OPEN WINDOW to open the Zone end fine 
window. 





e Ends 
Set the end point. Change the value with the DATA wheel. You can enter large numbers by 
entering a number with the numeric pad and then pressing ENTER. 
You can also enter numbers with thw CURSOR LEFT/RIGHT keys while holding the SHIFT 
key. 


Note: І? you adjust the end point, the start point of the next zone will also change. 


The length of the zone (from the start point to the end point) is displayed. You cannot 
change the value of this field. 





several times to make fine adjustments. 


When FL. #4 [F6] is pressed, you can play back the currently selected sound at full velocity 
according to the settings in the FLA’ = field. For details refer to the “TRIM Mode". 
EDIT Mode 


This allows you to edit the sample selected in the TRIM, LOOP or ZONE window. 
From the TRIM, LOOP or ZONE screens, you can carry out various editing features by pressing 
ELIT [F5]. 


By turning the data wheel when the cursor is in the Е 1 1. field, the following edit modes can be 
selected. 


ebDizcmHED 
This discards the unused sounds before the start and after the end of the selected range. 


Press 11 TT [F5] to execute. 





Ubü PT will discard. 
CANCEL CO IT | 
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@LOOP FROM STHET TO EMD 


| | 1 1 111 Edit |. | | ųëăěO 
Eit. : LOOP FROM ST To EMD 
Fressing DO IT will set 


loor from 5t to End. 
CAHCEL ГО IT | 





Sets the loop from start to end of the selected range. 


| | 1 1 1 1 1 11 Edit |. | | |. 
Edit: ди E 5 НЕШ REL) 
Hew name:loor.z 





HHO IT] 


This creates a new sound by copying the range selected. 
Set the sound name in the Hew marei field and press D£ TT [F5] to execute. 


€ IHSERT SOUND > SECTION ZTHET 


Insert snd loori 





HHO IT | 


This inserts other sounds to the start point of the range selected. 
Select the sound you want to insert in the Insert rd field and press DO IT [F5]. 
e DELETE 
Edit. : [ETT EST S IT 
Pressing DO IT will execute 
the selected edit. 


STEM C IT | 





This deletes the range selected and moves the data after the end point towards the start point. 


e ziLEHCE SECTION 
| | 1 1 1 1 1 Edit |. /|— | .— 
Pressing DO IT will execute | 


the selected edit. 





CAHCEL C IT | 


This erases and silences the range selected. 


Page 105 


Chapter 6: Creating and Editing Sounds 





Pressing DO IT will execute 
Lhe selected edit. 





This reverses the range selected. 
Press 11 I T[F5] to execute the REVERSE SECTION command. 


eli STRETCH 

Time stretch uses preset algorithms to lengthen or shorten a sample. This is useful when you want 
to match one sample to another (even though they have different tempos), to fit a sample into a 
specific period of time or into a track. 


Edit: ME STRETCH 
Hew name loor 2 


Ratiot 168, айх 
PresetiFen WOK A Adjusts 





Meu names 
Enter a new name for the sample here. 
Tap a drum pad or rotate the DATA wheel to display the name window. 


Enter the new name and press ENTER. 


Ratios: 

Enter the ratio of timestretch here - between 50% (twice the speed) and 200% (half the 
speed), 100% being the original speed. A range of plus or minus 10% gives the best results, 
larger settings may produce unwanted effects. 





The MPC2000XL uses 18 preset algorithms to carry out the timestretch process, so you 
should select a preset that nearest resembles your sample's content. If the results are not 
So good, try experimenting with different presets. 

Each preset is further divided into A, B or C: 

A = Standard quality timestretch with fast processing 

B - Better quality timestretch with slower processing 

C - Highest quality timestretch with slower processing 


Timestretch Presets: 


1. FEM VOX 10. STACCATO 

2. MALE VOX 11. LFREQ SLOW 
3. LOW MALE VOX 12. MUSIC 1 

4. VOCAL 13. MUSIC 2 

5. HEREQ RHYTHM 14. MUSIC 3 

6. MFREQ RHYTHM 15. SOFT PERC. 
7. LFREQ RHYTHM 16. HFREQ ORCH. 
8. PERCUSSION 17. LFREQ ORCH. 
9. LFREQ PERC. 18. SLOW ORCH. 
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Fichbiusis 
You can use this to ‘tweak’ the selected preset. If the selected preset gives near 
enough a good result, but you feel it may benefit from a little fine tuning, try a few 
different settings here until you get the best result. 
A positive value will help improve high frequency and percussive sounds while a 
negative value will help improve bass sounds. 
Most of the time, this can be left at zero. 


Press 11 IT [F5] to execute timestretch. 


BPM Match 
This enables you to change the tempo of the sample so that it will fit into the track that you are 
working with. 


Е.Р. М. Match 
Beat: Ш 
Source tempo: 24,4 


Hew tempot 24, 4 


eee ГО TT | 





Beati 
Set the full beat length of the sample here. For example, if there are 2 bars at 4 beats to a 
bar, set this to 8. 


monrce te 
This is set automatically when the beat field is set. If you know the tempo of the sample, you 
can enter it here. 


Set the new tempo here. 
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Ф 5l. 


This edit option is only available from the ZONE screen. 

After you have divided a sound into zones, you can use this mode to make each individual zone 
into a new sample. You can also create a new program containing these samples where each 
sample will be assigned to 16 drum pads. 


End margins 38 
Create new Programi YES 


ТД DO ТТ] 





End margir 

This sets how much samples will be added to at the end of each sample. As the last portion 
of the sample will be dimished by the decay envelope when played with a pad, it is neces- 
sary to make the sample longer to play the section fully. The original sample name with 
suffixed number will be used as the new sample name. 


Note: No sample is added to the last ZONE. 


Create neu programi 

Set to “Е if you want to create a new program containing the individual samples (each 
sample will be assigned to each of the 16 drum pads). The program name will be the same 
as the original sample name. 

Set to HII if you do not want to create a new program. 





Press 11 ІТ [F5] to execute Slice Sound. 
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Setting the Sound Parameters 


This is for setting sound parameters such as the volume or pitch of the sound. It is also possible to 
set the BEAT LOOP FUNCTION. 


Holding SHIFT and press TRIM (or 5 on the numeric pad) and display the sound parameter screen 
by pressing ЕЕЕ: [F4]. 


Hloor.i FLAY KEALL 
Level: 158 BEAT Beat: 4 
LIJF ZamrPle temrozlzB. 


Tune: A FLUHCTIUOMH Heu temrozizB.t 
TRIM PARAMS 





ЕЕЕ 
Use the DATA wheel to select the sound whose parameters you want to set. 

e Le]: 
Sets the volume of the sound. Set the value with the DATA wheel or use the numeric pad to 
enter the number and then press ENTER. 

e Turis 


Sets the pitch of the sound. Changes made here will also change the length of the sound. 


When Е. л [F6] is pressed, you can play back the currently selected sound at full velocity 
according to the settings in the FLA = field. For details refer to the “TRIM Mode". 


Beat Loop Function 


You can set the BEAT LOOP FUNCTION in the right-hand section of the Sound Parameter 
Screen. 


апа: loori PLAY 4 ALL 
[еме]: 188 BEAT Beat: 4 
LOOF Sample tempo : 120.6 


Tune: FË FUMCTION Hew tempo : 176.6 
TRIM КШ PARAMS 





The BEAT LOOP FUNCTION is used to match the tempo of two phrase samples playing in a loop. 
Phrases will start to slip out of sync when multiple phrase samples playing in a loop are played 
back at different tempos. In order to solve this, it is necessary to change the pitch of each sample 
to match the tempos. 
Since the Beat Loop function calculates the loop bar length, this setting does not effect one-shot 
(non-looped) sounds. 
• Beate 
Set the length of the looped phrase sample here (number of beats). For example, in a four 
beat sample piece, if the length is four beats (one bar), enter 4. 
€ ample tempos 
This is related to the length of the sample. The original tempo of the sample is calculated 
from the length of the sample and the number of beats set in the Ez zat. 3. field. 
e Hew teneo: 


The tempo of the sound is determined by the tune settings on the left. To match the tempo 


with other sounds, refer to this field as you set the Tiare field on the left. To make the 
tempo of the two phrases match, set the value of the Hei — teri c3 of each phrase 
sample to be the same by adjusting the Тын setting. 
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Chapter 7: Creating and Editing Programs 





What Are Programs? 


A program is a collection of sounds assigned to 64 note numbers (notes 35-98). You can set the 
envelope and filter for each note number individually and create up to 24 programs. 
Four programs can be played back at the same time. 


A sound can only be played back (using the drum pads or MIDI keyboard) when it is assigned to a 
note number in a program. For example, when note number 36 is assigned to pad A02 (pad bank 
A/pad 2), you can play a snare drum from this pad by assigning a snare drum sound to note 
number 36. 

The preset note numbers for the drum pads are as follows: 


PADA PAD B PAD C PAD D 
Раа 1-16 = 35 - 50 Раа 1-16 = 51-66 Раа 1-16 = 67 - 82 Pad 1-16 = 83 - 98 


Раа 








Ргодгат 
ogra Sound 

































Play a pad and record 











Sequence 
Track 

01 (Note Data) 
02 (Note Data) 

























Envelope, tune, filter. . . HI HAT 















MIDI 
Note Data | 









Envelope, tune, filter. . . 


















Record from a MIDI keyboard 
MIDI keyboard 


Assign 
Sound memory 
Maximum 256 sounds 


To play the pad like a rhythm machine and record the drum pattern, you can record the timing of 
the pad being played as sequence data by changing to sequence record mode and playing the 
pad. Here, the note number assigned to the pad will be played as a sequence instead of the 
original pad data. When the sequence is played back, the sound corresponding to the notes 
recorded on the track will play. (If a snare drum is assigned to note number 36, the snare drum will 
sound to the timing of the recording of notes 36 when the sequence is played.) 






By selecting program in the PROGRAM mode, it is possible to instantly switch the program. Also, 
itis possible to switch using MIDI program change data. 


CAUTION: All program data will be lost when you turn the power off, so be sure to 
save wanted programs to disk. 
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The following shows how data is organized within programs: 








Program 24: Acoustic drum set ——— МЕ 256 sounds (for all programs) 


Data tor each:notë amber о Дене 








— Sound params — 





Program 3: Jazz drum set 











Name: Tune: . . . Soft end: 
Program 2: Brushes drum set SNARE 15 432 ...002.017.42 
BlG TOM 0 ... 001.429.03 










Program 1: Rock drum set 


Data for each note питбег:.............: : 


22" RIDE -11 ...003.239.42 
AMB KICK -103 ...002.872.09 





Attack: ... Mixvol Sound used: : HELO, ОНОЈ 
20 ... 1000 НАТ OPN : : 

0 ... 98 HI, SNARE 

311 we. 45 HI, SNARE 

23 шек, 91 AMB KICK 





0 i» 16 22" RIDE 











Used by all 64 note numbers: 
Effects data, Note Variation slider assignement 








HI SNARE 120 -11 001.02.12 

















Creating a program 


Hold down SHIFT and press PROGRAM (6 on the numeric keypad), the "DRUM 1-4" select 
screen will appear. As four programs can be played back at the same time, you can select which 
of the programs (“DRUM 1 - 4") you want to edit. If you are only playing back one program, select 
DELI 1. 

i-HENH PROGRAM P willbe displayed in the Fr field. If there are programs stored in the 
MPC2000XL, you can select a program by moving the cursor to this field and rotating the DATA 
wheel. 

To create an entirely new program, use the displayed і ~ МЕШ РЕСЕН Fi and assign 
sounds to/edit this program. 








To create programs: 


Load the sounds from disk (or sample the sounds) that you intend to use in the program. 
(Refer to chapters "Creating and Editing Sounds" and "Disk Operation.") 


Hold down SHIFT and press PROGRAM (6 on the numeric pad) to display the Program Edit 
Screen. 


Select from "DRUM 1 - 4" (F1 - F4). 


Assign a note number to the drum pad. If you are not playing the MPC2000XL from a MIDI 
device, such as a MIDI keyboard, the default settings can be used. 


Assign a sound to the note number. This assigns the sound to the drum pad. 


Press FHER [F2] and display the parameter screen and set the parameters of the sound. 


Qoo © Ө Ө © 


Hold down SHIFT and press MIXER (7 on the numeric pad) to display the Mixer screen and 
set the volume or pan of the sound. If you have installed the optional 8 Assignable Mix out or 
effect boards, you can set them here also. 


© 


SAVE THE COMPLETED PROGRAM TO A DISK. 
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Selecting a Program and Assigning a Sound 


There are five screens in program edit mode and the following are the functions: 


1. Assign Screen Assigns a note number to the pad, and a sound to the note number. 

2. Parameter Screen Edits the tone using the envelope, filter, etc. 

3. DRUM screen To select “DRUM 1 - 4” and for MIDI setup of the internal sampler. 

4. PURGE screen To erase all unused sounds (sounds not assigned to programs) from 
memory. 

5. AUTO screen To automatically assign sounds in semi-tone steps to the 64 drum pads 


(PAD A01 - D16) — note range 35 - 98 on a MIDI keyboard. 


Hold down SHIFT and press PROGRAM (numeric key 6), then select "DRUM 1-4". This first 
screen is the “ASSIGN” screen for assigning sounds to a program. 


Hate: &B-S5nds: OFF 


Mode! HORMAL 
ASSIGH AUTO 





You can listen to the selected sound at its full velocity by pressing "Н [F6]. 


Selecting Programs 


Fad assign: PROGRAM 
Hote: 66=Srid OFF 


Mode? HORMAL 
ASS IGM SES BR SES LTO || ЕА“ 





Move the cursor to the Ё: field and select a program by rotating the DATA wheel. The pro- 
gram number and program name will be displayed. 


CAUTION: If there are no other programs saved or loaded, turning the DATA wheel will have 
no effect. 
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Renaming Programs 
Open the Program screen, select the Fim = field and press OPEN WINDOW. 


Program name : 10 


MIDI rrodram change: 1 
DELETED HEW LES COPY | 





* Frosram riers 
This changes the name of the program. 
Tap a drum pad or rotate the DATA wheel to display the name window. 


Нем [Шеше@гтт—а 


Press FADS or use DATA knob. 
| COPY H FASTE НЗ 48 ENTER 





Enter a name and press ЕТЕ [F5] to confirm. 


Note: If you do not press EHTE [F5] and move to other pages, the entered name will be 
ignored and the name will not change. 





This sets the program change number. You can switch the program by sending program 
changes from external MIDI devices. 


Deleting a Program 
Open the Program screen, select the Fim = field and press OPEN WINDOW. 


The Delete Program window will open if you press DELE TE[F2]. 


Delete Fraodram 
1-HaewPam-H 





Select the program you want to delete in the Fim field and press È ІТ [F5] to delete the 
selected program. 


When ШШ ir [F3] is pressed, the following warning window will appear and all of the programs 


ALL Programs! ! 
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Creating New Programs 
Open the Program screen, select the Ё: field and press OPEN WINDOW. 


The Create New Program window will open if you press ЧЕ [ЕЗ]. 


Heu name 2 ЕТЫ =: 


MIDI rFrosram change: 





€ Heu names 
This sets the name of the program. Refer to "Renaming a Program" on how to enter char- 
acters. 





This sets the program number. 


Copying Programs 
Open the Program screen, select the Ё: field and press OPEN WINDOW. 


Press ШШЕ" [F5] to open the Copy Program window. 


Famz i-HewPam-H 


TY copy 
1-НеџЕ 97-8 
САНСЕ 0 IT | 





Select the program that you want to copy the data to with the DATA wheel. 


CAUTION: If there is data in the program you have selected as the destination, the data will 
be erased when you press 11 ЇТ. Be careful when you are copying to a 
program with a name other than *no program." 
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Assigning Notes to the Drum Pads 


The preset note numbers for the drum pads are as follows: 


PADA PAD B PAD C PAD D 
Раа 1-16 =35-50 Раа 1-16 = 51-66 Pad1-16=67-82 Раа 1-16 = 83 - 98 


You can assign different note numbers if you want to. 


From the Program screen, select the Ё: * field with the CURSOR keys and select a drum pad 
that you want to assign a note to with the DATA wheel or by hitting one of the drum pads. 


Fad assign: PROGRAM 


AUTO Еа” 





Select the Чї. field on the right by pressing CURSOR RIGHT key and set the note number 
with the DATA wheel. 

You can change this field by playing a drum pad when the cursor is іп this field. This way, you are 
able to assign notes continuously without moving the cursor. 


Fad assign: PROGRAM 
Hote! 64=Sridi OFF 
Mace: HORMAL 
ASSIGH [ ТИШЕ AUTO 





You can display a list of the notes assigned to the drum pads by selecting the P^ acis or Mites 
field and pressing OPEN WINDOW . 


Assignment li 
Eank:H Ное: = СЕЕ 





CLOSE 


Select a drum pad with the CURSOR key or by hitting the drum pad. The note number assigned 
to that selected pad is displayed at the top of the screen. 
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Assigning Sounds to Notes 


This assigns sounds to note numbers. 


Select the Mit. field with the CURSOR keys and select the note number that you want to 
assign with the DATA wheel. 


Нобе: Б0= 5с ЕНИ 


Mode! MORMAL 
ASSIGM REE ШЕ PLAY 





Select the 5rici* field by pressing the CURSOR RIGHT key and select the sound you want to 
assign by rotating the DATA wheel. 


When the value in the pad field is changed, the note number assigned to that pad will automati- 
cally appear in the Чї. field . 

When the cursor is in the 2:1: field, itis possible to change the F' aci: field by playing one of the 
pads. When the Е: field is changed, the 14:21. : field will also automatically be changed. 
This way, you can continuously set the sound assignments without moving the cursor. 





When the cursor is in the 21: field, pressing OPEN WINDOW displays the Sound window to 
show the relevant information. Please refer to Creating and Editing Sounds for details. 


Auto Chromatic Assignement 


To automatically assign sounds in semi-tone steps to the 64 drum pads (PAD А01 - 016) — note 
range 35 - 98 on a MIDI keyboard. 


Hold SHIFT and press PROGRAM (numeric key 6), select СЧ 11 1 ~ 4 and press НТ [F5]. 


Source : ИЫ: OFF 
Oridinal kegi6?-Cel 


Tune: B 
Fr-adram namei dewP om Е 


CAMCEL C IT 





In the Source and Original kew fields, the display characters show the MIDI note 
number and drum pad number: 6.1: is MIDI note 60/pad bank C, drum pad number 5. 





Select the sound and MIDI note number to be assigned here. You can select the sound with 
the drum pads or the DATA wheel (the name of the sound also appears). 


Note: The parameters of the sound selected here will be copied to each note. 
• Original kewi 


Select the note on the MIDI keyboard/drum pad which will play the original pitch of the 
sound. 


To apply offset to the original pitch. This setting will affect each note. 
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€ Prod nues 
Tap a drum pad or rotate the DATA wheel to display the name window. 
Input the name and press EHTE [F5] to save the new name. 


While this window is open, the program can be played according to the parameters assigned. 


The Pad Assign / Initialize Pad Assign Modes 


ism field. 





Select the pad assign mode іп the Paci 


Pad assign: НЕШ 
Hoter&B-5nd: OFF 


Моде: HORMAL 








Pac ахал field, the pad assignment is stored as the master assign and can be adapted to 
other programs. 
FP Е ГІ 
AS 






4 Stores the pad assigns for each individual program. 
Adapts the master assign to this program. 


CAUTION: The master pad a can be changed from any program when ТЕЕ is 
displayed in the F à z iun: field, but note that the change will effect all 
the programs set to ur 








To initialize а pad assign, select the Fad az zin field and press the OPEN WINDOW key. 





Initialize rad аззі зг: ЮЕШ 





CLOSE «ЕИ 


The pad assign of the currently selected program will be initialized if you select РЕГИ ЕНИ with 
the DATA wheel. By selecting М: ТЕЁ, the master assign is initialized and all the programs set 
ЕЕ are initialized. 





ІТ [F5]. 


Deleting unused sounds from the memory 


You can delete all unused sounds (sounds not assigned to programs) from memory. 
Press PURGE [F4]. 
The number of sounds not being used by the programs is displayed at the bottom of the message. 


Frezsingd DO IT will erase 
all sounds not used in 
ans Program in memor. 


8 sounds not used in амы Program. 


LO IT 
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The Program Sound Generation Mode 


By setting the sound generation mode, you can generate up to three sounds simultaneously or 
switch the sound by using velocity and decay. 


Mote: 68=Sridt OFF 


Hode = TET 
ASSIGH SE AUTO | FLAY 





Select the tiurie ї field with the CURSOR keys and select from the following four modes with the 
DATA wheel. 

ИШЕ МН. 

Only the sound in the 2:1: field plays when the selected MIDI note number is received. 


ЗАТ 

This plays up to three sounds together each time the note number specified in the Mat. field is 
received. When this option is selected, two Misc plas notes fields appear to the right of 
the ici ї field. Select the notes that you want to play simultaneously with the DATA wheel. If 
you only want to add one sound, select either field and rotate the DATA wheel to the left until =- 
“CFF is displayed. The following example generates a sound assigned to 36/A02 and 53/A16 
over a sound assigned to MIDI note number 60. 


Hote: 64=Srid: TAM 


Also Flay note: 56-2 
Also Play мое 523816 





MEL ЫШ 
The sound assigned to the program and the two sounds set here can be switched with strong or 
weak velocity. When this option is selected, two If ©et fields appear to the right of the 


Pieces field. When the velocity of the drum pads or the MIDI note on exceed these settings, the 
generated sound will switch. To switch between only two sounds, select either field and rotate the 
DATA wheel to the left until ~~~.“ is displayed. The following example generates the sound 
of MIDI note number 60 up to velocity 44 and 36/A02 between velocity 45 and 88, and 53/A16 over 
velocity 89. 


Раа: йі =Ноћег 57 Fad assign: PROGRAM 
Hotei 66=Srid? TAM 


If quer: dd. uzeiié-nuz 
If overs Z3: uze:zisHl&ü 


HESIGH (Б еше 8 СЕШМ P PURGE PLBN 
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Dry ШЫ 

This switches between the sound assigned to the program and the two sounds set here using the 
value set in the Pegs field (see following pages). When this option is selected, two If 
cue fields appear to the right of the Pagie = field. Set the decay value and note here. In the 
following example, the sound assigned to the selected note number generates MIDI note number 
60 up to decay 44, 36/A02 between decay values 45 to 88, and 53/A16 for velocity over 89. 


Hote! бй Бгл: ТАМ 


If overs dd. yee: б НЕД 
If кле: BO: user 553816 


ASSIGH EISE gura | PLAY 





Normally the DECAY is assigned to the NOTE VARIATION slider and is used to switch the sound 
by changing the decay parameter with the NOTE VARIATION slider. For example, by using this 
as a hi-hat sound, you can switch between closed, half, and open sounds effectively. 
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Editing Note Parameters 
This edits the note parameters assigned to the program. 
Hold down SHIFT and press PROGRAM (6 on the numeric keypad) to display the program assign 


screen and press РНЕ: [F2] to display the parameter screen. Pressing РЕЧ: [F2] again, 
displays the DRUM 1-4 select screen. 


Selecting Programs 


{Ernwe lore > 
Attack: Йй : Frea: l8 


Decau: 106 a : ver lar: 
Dow md! EN pReson: Bopp 


ЕЕЕ FAR AMS AUTO | PLAY 





Move the cursor to the Ё: field and select a program by rotating the DATA wheel. 


You can rename, delete, copy, or create new programs using the Program window in the same 
way as the Assign screen. Please refer to page 113. 


Selecting Notes 
You can select the sound of the tone that you want to edit. 
Select the fet. field with the CURSOR keys and select the note you want to edit with the 


DATA wheel or by hitting the drum pad. The assigned sound name appears to the right of the note 
number. 


Filter? | 
iFrea: iun: 


Decay! 166 in, a DVeerlae: 
Dow mot END ‘Reson’ Ө рогу 


RESPICE PARAMS ШИШ LIEGE PLAY 
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Copying the Note Parameter 


The various settings you make on the parameter screen effect the note number. When a compli- 
cated edit is made on a note and you want to use this edit on another note, you can copy the note 
parameters to another note. 


To open the Copy Note Parameters window, select the fmt. field and press OPEN WINDOW. 


Соры Hote Parameters 
-npu Proa: REEMA] 
COPY Hote: 6a.CO5—OFF 


1-HewFam-A 
Hote: БЙ ГИ —ПЕЕ 





In the upper part of the window, use the DATA wheel to select the program and the note number 
of the sound you want to copy. 

In the lower part of the window, use the DATA wheel to select the program and the note number 
that you want to copy to. 


Setting the Envelope 


This edits the envelope of the sounds assigned to each note. 


The envelope has three parameters. Select the parameter that you want to edit with the CURSOR 
keys and set the number with the DATA wheel. 


SErnwe lore? {Filter} : 


Attack ME a ipseur1ine Масе — 
Decaut 188 zh кыч wer larg: 


рсы md! EHD Reson: B ‘рор 
БЕЗЕ FARAHS SEU 





[КЕП 
This sets the attack time of the envelope. This is usually set to 0 for drum sound sources. 
The higher the value, the slower it sounds. 


This sets the decay time of the envelope. The larger the value the milder the sound decays. 


€ [аш mds 
This sets the type of decay. 


EHD The decay ends at the end of the sample. The starting point of the 

vii field. This is 
convenient in smoothly fading out the end of a sound. 
Also, when a sample is looped, the sample will decay according to the 
settings in the Ё 4% field after note off. (Here, the settings in the 
Wid ous '* field is overridden by NOTE OFF. See page 
126) 

ZTHET The decay starts after the attack time. 
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CAUTION: When the sample is short, the decay time will have higher priority than the 
attack time. 


While one of the envelope fields is selcted, press OPEN WINDOW to display the following win- 
dow. 


WelokAtiack: 8 


Helo в Starti Йй 
Velo Level: 168 
HEA FLAY | 





You can set the ratio in which the envelope or volume changes according to the velocity. 


„ейп из ЕК: 
This allows the velocity to control the attack time. The larger the value, the shorter the 
attack time becomes with the impact of the velocity. When this is set to 0, the attack is the 
same regardless of the velocity. 


e ейп л д1! 
This allows the velocity to control the starting point of the sample. The larger the value, the 
slower the start of the sample becomes as the velocity is weaker. When this is set to 0, the 
start is the same regardless of the velocity. 


e lclopbessl: 
This allows the velocity to control the volume. The larger the value, the louder the sample 
becomes with the impact of the velocity. When this is set to 0, the volume is the same 
regardless of the velocity. 


This field displays the velocity in real-time when the drum pad is hit. 
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Setting the Filter 


This edits the filter of the sound assigned to each note. 


The filter has two parameters that you can edit. Select the parameter field you want to edit with the 
CURSOR key and set the value with the DATA wheel. 


ZEnvelore? i<Filter? iTune:-128 
Attack: B : Ете: Moice 


Decau: 188 aaa verlag: 
Dow mdi END Reson? © роу 


ESSER) FARAHS MEAE PLAY 





Frews 
This sets the cut off frequency of the filter. The smaller the value, the darker the sound 
becomes. 


Rezons 
This sets the resonance of the filter. The larger the value, the more emphasized the 
boarder of the cut off frequency is, creating a unique sound. 


While one of the filter fields is selcted, press OPEN WINDOW to display the following window. 


Welo-Enw >> filter 
Hote : TSS ы d ad 


Attack! i _ 
2. [D ет ове NE] 
dee : Uela:127 


Arount s 





ИЩ ӘН FLAY | 


Set the ratio in which the filter changes according to the settings of the filter envelope and velocity 


here. 


Fink з 
This sets the attack time of the filter envelope. The larger the value, the more time it takes 
for the sound to clarify. 





This sets the decay time of the filter envelope. The larger the value, the softer the decay of 
the cut off frequency becomes. 


гиди. 
This sets the depth of the filter envelope. The larger the value, the larger the effect of the 
filter envelope becomes. The envelope is disabled when it is set to 0. 


This allows the velocity to control the filter. The larger the value, the clearer the sound be- 
comes with the impact of the velocity. When this is set to 0, the tone is the same regardless of 
the velocity impact. 


This displays the velocity in real time when the dum pad is hit. 
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Setting the Pitch 


This sets the pitch of the sound assigned to each note. 


{Envelope 
HE MU Frea: 188 


Decay: 188 tn, Q4 Dverlae: 
Dc md? END Reson: Ө {рогу 


ЕЕЕ ЕНЕНИ= DRUM uiid PLA" 





Select the Тыке: field with the CURSOR keys and enter the number with the DATA wheel. You 
can enter numbers directly with the numeric pad. In this case press ENTER after you have en- 
tered the number. 


Select the Turi! field and press OPEN WINDOW. 


MeloszPitch 
Hote: ёй DCas5-DFF 


Tune: EET] "-lokPitch: B 


Prog tempo 1120.8: Uelori27 
EH FLAY | 





€ Tunes 
This is the same as the T iriz* field on the previous screen. 
e Pros temo: 
How much the sample's tempo, set in the trim mode, has been changed by the tune set 
above will be displayed. The value can not be changed here. 
This is convenient when matching the tempo of the phrase sample of a drum loop etc.. 


e lclop^hitch: 
This allows the velocity to control the pitch. The larger the value, the higher the pitch 
becomes with the velocity impact. When this is set to a negative value, the pitch becomes 
lower as the velocity impact increases. When this is set to 0, the pitch does not change 
regardless of the velocity impact. 


This displays the velocity value in real-time by hitting the drum pad. 
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Setting the Voice Overlap 


When the same note is generated repeatedly, this can be used to set whether the previous sound 
is canceled or overlapped. 


{Envelope > : 
a ce Ете: 180 (Voice 


Decau: 188 bee ee a er Lar 
Dew mot END Reson: 8 man 








Select the 1a ice Пн" 1 art field with the CURSOR keys and select one of the following 
three modes with the DATA wheel. 


POL Multiple plays of the sound are assigned to additional voices, allowing 
polyphonic overlap. This is useful for sounds like ride cymbals, for which 
you don't want new notes to cut off by old ones. 


MONE Multiple plays of the sound use the same voice, terminating the previous 
sound and restarting playback of the sound (no polyphonic overlap). This 
is useful for producing stuttering effects. 


HOTE OFF When the pad is released (or a MIDI Note Off message is received), the 
sound is terminated. When the С": field is set to END, the loop on 
sound is set to this mode. 


While kicie Пн 1 ае 16 ѕеіесіеа, press OPEN WINDOW. 


t e6B.Cas-ü0FF 


-ОРЕН Н.Н 
eee FLAY | 





While either note set in the fmt. field in the lower half of the display is generated, the note is 
muted when a note displayed in the upper half of the display is generated. This is convenient 
when you want to stop the sound of an open hi-hat with a closed hi-hat. 


To turn this function off, select the Huttes offi Hate: field and select —— ШЕЕ by 
rotating the DATA wheel to the left. 
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The MIDI Settings of the Sampler 


This sets the MIDI settings of the internal sampler. 


Hold down SHIFT and press PROGRAM (numeric key 6), then select “DRUM 1-4". Then press 


Fam: 1-HewFPam-H 


Frogram Change: RECEIUE 
MIDI volume: RECEIVE Current val.iler 


HEHE СЕШМ 





Program Chandes 
This sets whether or not to switch the program using the MIDI program change. When 
RECE 





MIDI sapure: 
This sets whether or not to receive MIDI volume data. When ЕГ IUE is selected, it will 
receive the data and when THORE is selected, will not receive the data. 





Curmmrment wala 

This is the MIDI volume data value which the internal sampler last received. When the 
PIDI Lio lume: is setto КЕСЕ IUE , the volume of the internal sampler is controlled 
by the MIDI volume data. If the MPC2000XL recieves MIDI volume 0, the sampler will not 
generate any sound until a larger MIDI volume is received. (The level stays at 0.) Check 
this field when all the other settings are correct and the sampler does not generate a sound. 
If the MIDI volume data received is 0 or a small value, change the value in this field to a 
larger value. 





Pac to internal zounds 
This separates the connection between the internal sampler and the drum pads. Set this 
DF F when you are not using the sequencer function of the MPC2000XL and using the pad 
and sampler with another sequencer. This way the drum pad data will not go to the internal 
sampler and will be output from the MIDI Output. The sampler will generate sounds from 


external data coming in from the MIDI Input. 
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Chapter 8: Mixer Functions 


Stereo Output Mixer 


The MPC2000XL has a 64 channel stereo mixer which allows you to set the volume and pan for 
each of the 64 notes assigned to a program. 


Hold down SHIFT and press MIXER (numeric key 7), then select “DRUM 1-4”. 
The mixer display will appear. 





The above illustration displays the volume and pan of pad bank A (drum pads A01 — A16). To 
display other banks B, C or D, press the PAD BANK keys. 


Setting the Volume 


Select the channel that you want to adjust with the CURSOR LEFT/RIGHT key or by hitting the 
drum pad. If the pan icon at the top of the screen is selected, use the CURSOR DOWN key to 
move the cursor to the volume field. 





Set the volume with the DATA wheel. The volume slider display will move up and down corre- 
sponding to the value. 
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Setting the Left/Right Pan 


Move the cursor to the Pan field at the top of the screen with the CURSOR UP key. Select the 
channel that you want to adjust with the CURSOR LEFT/RIGHT key or by hitting the drum pad. 





Set the pan with the DATA wheel. The pan icon rotates according to the value. 


Linking the Volume/Pan Levels 


This allows you to link all the channels together and adjust the volume or pan of all the channels at 
the same time. 


Press FLL. СН [F6] and select the volume or pan settings for the displayed bank. You can switch 
between volume and pan with the CURSOR UP or DOWN keys. 





When you rotate the DATA wheel, all the channels will change at the same time. 
Press ЫЕ [F6] again to cancel the link mode. 


Holding down SHIFT and tapping the drum pads, allows you to select multiple channels simulta- 
neously. 
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Setting the Individual Outputs and Effect Send (Option) 


When the optional 8 Individual Output Board (IB-M208P) or Effect board (EB16) is installed, you 
can set the output of the sound or the effect send from the Individual Out screen. 


CAUTION: If the Individual Output Board (IB-M208P) or effect board (EB16) is not installed, 
changes here will have no effect. 


Hold down SHIFT and press MIXER (numeric key 7), then select “DRUM 1-4". 
The mixer display will appear. 
Press {1HE Ti [F2] to display the individual output screen. 


[dd 5 6 


ЖЯ (ALL CH 





Set the output jack that the sound will be sent to at the top of the screen. Set the output level on 
the bottom of the screen. You can switch the banks with the PAD BANK key. 


Assigning the Sounds to Individual Outputs 


Move the cursor to the top of the screen with the CURSOR UP key. Use the CURSOR LEFT or 
RIGHT key or hit the drum pad to select the channel whose output you want to set. 





Select the output with the DATA wheel. The numbers one through eight correspond to each 
individual out jack on the rear panel. When the sound is in stereo, it is possible to select two digit 
numbers such as 1+ or 34. In this case, the odd number is the left channel and the even number 
is the right channel (Output 1 = left / Output 2 = right). 


CAUTION: If the Individual Output Board (IB-M208P) or effect board (EB16) is not installed, 
changes here will have no effect. 


Page 131 


Chapter 8: Mixer Functions 


Setting the Output Level 


Move the cursor to the Level field with the CURSOR DOWN key. Select the channel of that you 
want to adjust with the CURSOR LEFT/RIGHT key or by hitting the drum pad. 


1 
il 


a 
B 9 
Е] SETUP ai 





Set the level with the DATA wheel. The volume slider display will move up and down correspond- 
ing to the value. 


Linking the Individual Outputs/Output Levels 


This allows you to link all the channels together and adjust the output level or output assignement 
of all the channels at the same time. 


Press Ні. СН [F6] and select the output level or output assignement settings for the displayed 
bank. You can switch between output level or output assignement with the CURSOR UP or 
DOWN keys. 


A 
1 
1 





When you rotate the DATA wheel, all the channels will change at the same time. 


Press ЫЕ [F6] again to cancel the link mode. 
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Sending Effects 


Effect send can only be used when the optional EB16 effect board is installed. 
Press Е (ЕЗ) to display the effect send screen. 


тв. 
nasend E 





Assigning the Effect to be Used 
Move the cursor to the top of the screen with the CURSOR UP key and select the channel that you 
want to assign an effect to (use the CURSOR LEFT/RIGHT keys or drum pads). 





fel / А = Reverb 1 or 2 


Setting the Effect Send Level 


Move the cursor to the lower part of the screen with the CURSOR DOWN key and select the 
channel whose effect send level you want to adjust (use the CURSOR LEFT/RIGHT keys or drum 
pads). 


2 Мі М2 М2 RIRI 
“ 


R 
A 
a 
4 


THOT! F: 





Turn the DATA wheel to adjust the level. 

Adjusting all the Channel’s Effect Send Levels/Effect Assign at the Same Time 

By pressing the БИШ. СН [F6] key while in the effect send level or effect assign field, all the 
channels are linked together and can all be adjusted at the same time. 


Press СЕНЕ [F6] to cancel the link mode. 
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Setting the Volume or Pan for Each Note 


Up to this section the volume or pan settings were set by displaying them together for each pad 
bank. It is also possible to display a list of parameters for each note. 


Hold down SHIFT and press MIXER (numeric key 7), then select “DRUM 1-4”. 

The mixer display will appear. 

Select one of the channels with the drum pads or CURSOR LEFT/RIGHT keys, press OPEN 
WINDOW and the "Channel Settings" screen will appear. 


Channel Settings 
ПЕЕ 
IMDUI Fis Follow 


: 188 Z4 stereo! 
Рат МІС: Gute – "S Ha 
І CLOSE 





Select the Mi. * field with the CURSOR key and select the note you want to edit with the DATA 
wheel. The assigned sound name appears to the right of the note number. It is also possible to 
directly select by hitting the drum pad. 

The left-hand part of the screen: 


= | EEC to set the volume and pan of the rear panel STEREO OUT outputs. 


The right-hand part of the screen: 
THE IU to select the individual output jack and volume level (if the optional board is installed). 


Ft to select an effect and set the effect send level. 


Folios ztereo: if set to "Е, the individual out and effect send levels will be changed 
when the stereo output mixer level is changed. 
If set to ЇЧЇЇ, the individual out and effect send levels will not be affected when the stereo output 


mixer level is changed. 
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Setting Up the Mixer 


Hold down SHIFT and press MIXER (numeric key 7), then select “DRUM 1-4". 
The mixer display will appear. 
Press $E ТЫР [F4] to display the mixer setup screen. 


[Haster Lewel 


INDIUAFH source: PROGRAM 
Lors rm mix tao drum: ves 
Record mix changes: НО 





In the = uin mis mources field set the Stereo Output mixer and in the {rigi sef r 
хаилетах field set the Individual Output mixer. The following parameters can be selected for 
either one. 
PEROÜOGEBHN 
When you select this mode, the mixer or individual output settings change to the settings of 
each program. 
PRL 
This records the mixer or individual output settings within ALL PROGRAMS (the data exten- 
sion when saved is .APS) which applies to all programs and sequences. When you select 
this mode, the mixer or individual output settings will not change when the program or 
sequence is modified and the DRUM settings will always be applied. 






To COPY the mixer settings of the program to DRUM when the program assigned to drum 
is to be changed by Program Change. 


Recording a Mixer Setting to a Sequence 





Record Mix Charret enables you to record the revised mixer settings to a sequence 
during sequence recording. 


Mixer zetur 
Stereo mix sourch: PROGRAM 
ІНСІЛАЕ А source: PROGRAM 


Совы pgm mix to drum ТЕЗ 
Record mix charges: 





By selecting YES in this field, you can record the mixer setting changes to the sequencer. The 
mixing data recorded in the sequencer is displayed as follows in the Step Editing page and can be 
edited as another MIDI event. 


STEREO LEUEL  Hié4-Agl Li ШШ 
STEREO PAH H: 64901 PE — 
THOT. LEVEL H: 641 Lik шн 
Feasend LEUEL Hié4d-Agl Lin шшш 


Mix Change data will be recorded as MIDI Exclusive. The following are the contents of the exclu- 
sive data. 


FO 47 00 44 45 (Event Type) (Pad Number) (Value) F7 
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There are four types of events. 


01 STEREO LEVEL 
02 STEREO PAN 
03 FXsend LEVEL 
05 INDIV LEVEL 


Pad numbers A01 ~ D16 correspond to 00 ~ ЗЕ. 
Value can be set between the range 00 ~ 64. 


Setting the Master Level 
To adjust the total output level of the MPC2000XL, use the Paster Lous] section. 
Mixer zetur 


Stereo mix sourch? PROGRAM 
ІНСТИ source: PROGRAM 


Совы rum mix to drumi Ves 
Record mix changes: HO 


ШШЕ RUM СЕШМ ADREM 4) SETUP [Ж = 





To set the overall level of the MPC2000XL. 


The MPC2000XL can generate up to 32 sounds at one time. Therefore, there is a large difference 
in the output level when only one or many sounds are generated. If you play a lot of sounds at the 
same time, the level may be too high and the sound will be distorted. You can prevent distortion 
by lowering the Master Level. If you are not playing a lot of sounds at the same time, increase the 


level to cover noise. 


Ка акш 
To select which of the four “DRUM 1 - 4” settings you want to use the effects with. 
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Effects (optional) 


Chapter 9: Effects 





By installing the optional effect board (EB16), you can carry out various effect processing for each 
sound. 


Editing Effects 


Hold down SHIFT and press MIXER (numeric key 7), then select “DRUM 1-4". 
The mixer display will appear. 
Press F edit. [F5] to display the effects screen. 


Drum: 1 
EditeMULTI Fei 


i 
FILT] мос 
DRUM И DRUM eE 4 ПЧ AQF E 





The effect board EB16 contains 2 multi-effects and 2 reverbs. The multi-effect consists of mod- 
ules for each effect and each module can be edited or rearranged. 


The effect settings of MULTI FX1, MULTI FX2, REVERB 1 and REVERB 2 can be set individually. 


DL: Ғог selection of the 4 drum programs that can be used simultaneously on the 
MPC2000XL. Setting the effects assigned to the selected drum program is 
done here. 


Note: Each drum program can have its own effect setting, but only one effect 
setting can be used. 


pegi For display of the program assigned to the drum selected in the L:r^Liris field. 
The program can be changed here. 


Edit? Selects the effect to be edited. 


Turning Each Effect On or Off 


Each multi-effect contains 5 types of effects and a MIX setting. You can turn each effect and mix 
setting on and off. 
Use the CURSOR LEFT/RIGHT keys to select the effect that you want to turn on or off. 


Drum: 1 Fam: 1-HewuPFaüm-H 
Edit:MILTI F1 


Mi 


DELI 1 (ОЕШ SIDE d LH." OFF 





Press КИЧЕ [F6] to switch between on and off. 


Drums 1 Fam: 1-HewuPam-H 
Edits MULTI FRI 


Mil 


FILT} [мос 
DEUM 1 A CEUM 2 ERUM 4 ПНПЕЕ 





When MIX is off, all of the effect sounds will be muted regardless of the on/off status of each effect. 
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Multi-effects 
The MPC2000XL has two multi-effects and each has five effect modules. You can execute vari- 
ous routings by rearranging the modules. Select MULTI FRI or FHS inthe Ecit: field of 


the FXedit screen and then select fi I= with the CURSOR keys. 


[гыга 1 Fam: 1-HewuPam-H 
Edit:HMULTI Fsi 





Press OPEN WINDOW to open the Effect Mixer window. 
Effect Mixer 
Direct sig: EmA : Lew Pan Wid 

Patch: i Dist.-En:S58 MID 





MOD.ECHOÜRREU  iMod«Echo:58 MID 99 
DOutreut i Lek i Reuerbida MID 


Direct ziu* This turns the direct sound of the signal input to an effect on or off. When it is 
CH, the level or pan of the direct sound is adjusted by the stereo mixer. 


Patchs To set the effect routing. 
СНА rut: To select the output of the effect (left and right or individual outputs 1/2, 3/4, 5/6, 7/8). 
[тже ПО This sets the output level and pan of the distortion and filter modules. 


Ман Ери This sets the output level and pan of the modulation and delay/echo modules. 
iiic adjusts the stereo range of the effect. When klivi is set to 0, the output effect sound 
becomes monaural. 


Reemi This sets the output level and pan of the reverb module. 


Setting the Effect Routing 
Select the routing of the multi-effect in the FP at.chi field. 


The signal flow is as follows: 


Mod/Echo 


Drumel 
Edits MULTI F1 


Mie 


DELI 1j [Д8 
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2 


Mod/Echo 


Dist/Filt 


Dum Fam: 1-HewuPam-H 


1 
Edit: ИШЕНИ 





When HOD“ ECHO+REL is selected 
The signal flow is as follows: 


Mod/Echo 


Dist/Filt 


Drum: 1 Fam: 1-HewuPaüm-H 
EditsMULTI Fi 
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Reverb Effects 


In addition to the two types of multi-effects, the MPC2000XL provides two reverb-only effects. 
These can be selected directly from the FXsend screen, but it is also possible to use them with the 
multi-effects. You can send a signal to the reverb from four points in the multi-effect. So you can 
use the 1 (F2) reverb while РЇЇ (HE2) is selected in FXsend. 

The following are ways to select the way REVERB 1 and REVERB 2 are used: 


inthe Edit: field and then select the irit. field with 





Select REWERE 1 or RELIEF 
the CURSOR keys. 


Drum: 1 Fami 1-HewPaüm-H 
Edit:REUERFE 1 


Ineut ® PREM | 


БЕШТ i ES DRUM [БЕШМ 4 ЕЕ (HOFF 


Rin 





the FXsend screen. 


When 111 (1:2) is selected, the effect is added to the sound of the channel selected for {11 (11:2) in 
the FXsend screen. 


When Fe (Ёш) DIST.FLT is selected, the effect is added after the sound passes through 
the multi-effect DISTORTION and 4-BAND FILTER. 


When Fe (Ёл) МИЕ ГНИ is selected, the effect is added after the sound passes through 
the multi-effect MODULATION and ECHO. 


When Fs i(F a) RELER is selected, the effect is added after the sound passes through the 
multi-effect REVERB. 


Each patch (the effect routing selected in the Ёл Кт: field of the MIX window) of the multi-effect 
has a signal flow as shown in the following examples. 





iFX1/2 REVERB» 


: i FX1/2 DIST/FLT > 
R1/R2 =» 
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“ETHIE! is selected 


iFX1/2 REVERB» МОВИВ 


FX1/2IDIST/FLT) 


: : Ех1/2 REVERB 
РЕХ1/2 DIST/FLT > :ЕХ1/2 MOD/ECHO> : 


R1/R2 тў 





The output level and pan is set in the Effect Mixer window. Select the fil module and press 
OPEN WINDOW 


Lew Fan 


Reverbi ] MID 





CLOSE 
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Editing Each Effect 


Set the Ecdit-@ field to MULTI Fe (ог 2), select an effect (DIST, FILT, MOD, ECHO, REV) 
with the CURSOR keys and press OPEN WINDOW. 


DISTUETICOH-REIHGMOUD 
SBISTOüRTIOH? —: ZRIHGMÜOD? 
Gains] : Fresi Z000HZ 


Lewel:99 О Derth: 85 
Eos Hiei MIXEE 





The function keys are the same for all effect windows. 





„О [F2], you can listen to the effect currently open in this window and ignore all 
the other effects. 






By pressing H FHS [F3] you can bypass the current effect open in this window. 
By pressing 1:6 [F5], the Effect Mixer window will open. 


Distortion/Ring Modulator 

Distortion simulates the distorted sound produced by overloading an entry signal. 

Ring modulator is an effect that changes the character of the sound by using the internal oscillator. 
This produces a metallic sound with no scale. 


BISTUETICOH-REIHGMOUD 
“DISTORTION?  : ZRIHGMÜOD? 
баі: Е Frea: 2000H 


Lewel: 9a i Derth: 0H 
EVFPHZSHEMNEEDHZ MISEE 





r= This field adjusts the gain of the distortion. The distortion increases as the value in- 
creases. 


Lel This adjusts the effect level. 
« TMGMOD > 


22 This sets the modulation frequency. A low value produces a tremolo effect and a high 
value produces a bell-like effect. 


Pepti This adjusts the depth of the effect . 





4 Band Filter 

This four band filte consists of a high-pass filter, two middle pitch band pass filters, and a low pass 
filter. The frequency of each band is variable and can overlap each other. The scale of the middle 
pitch filter can be changed to produce an auto-wah effect. 


4-EBHPh FILTER 





Set the center frequency and gain for each bandwidth. 


The two middle-pitch Q's adjust the Q's of the filter. The larger the number, the wider the effect. 
ЗЕ МОС adjusts the modulation frequency and 1. adjusts the sweep amount. 
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Modulation 


Modulation produces various effects such as phaser, flanger, chorus, rotary speaker, auto-pan, 
and pitch-shifter. 


<Phaser> 
Select FHHEE SHIFT in the Tif: field in Modulation window. The effect adds a hissing 
effect to the sound. 





MODULAT Tor 


Speed: 1. SHz 
Derth:z5 
Feedback: & 
[ SOLO TEYPAS SHES FH TEE 








"is This adjusts the speed of the phase effect. 


Р This adjusts the degree of the effect. 





Feecdiacks* This adjusts the signal volume that returns to the input from the effect output. 


<Flanger> 





effect, but provides a deeper sound. 


Tre RER 
брег: 1. SHz 
Derth:z5 
Feedback: й 


[ SOLO HEVPBSZHDESBREISH HIERE 













{Кї This adjusts the degree of the effect. 
Feedback This adjusts the signal volume that returns to the input from the effect output. 


«Chorus» 


Select CHORLIE inthe Tif field of the modulation window. This effect produces a sound 
effect similar to the playing of multiple instruments. 


MODULAT ICH 
Tare s Жш] 
Sreedi 1. SHz 


Derth:z5 
Feedback: & 
[ SOLO HE'PBSZHDSBRETSH HIERE 





Seeds: This adjusts the speed of the chorus effect. 
Pepti This adjusts the degree of the effect. 


Feecback* This adjusts the signal volume that returns to the input from the effect output. 
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<Rotary Speaker> 
Select ROTHER’ ЗРЕНЕЕ Е inthe Temei field of the Modulation window. This effect simu- 
lates the sound of a rotary speaker. 





MOGULAT TOM 
Turc TTE EA EE 
Speedi ia, SHz : MIDI control d: 


Derth:zB + Bcceleratiaon:2. 





This sets the rotating speed of the speaker. 


This adjusts the degree of the effect. 


MIDI corks] 
This sets the MIDI controller which changes the rotating speed. The controller can be randomly 
chosen from 128 types of MIDI controllers. 


Ficcelernations: 
This sets the time it takes to change the rotating speed of the speakers from Speed 1 to Speed 2 
(or vice versa). This produces a real-life effect. 


—pesdzs 
This sets the speed of the rotating speakers. You can switch between the value set in this field 
and in 2641: with a MIDI controller. 

Note: The switch between Speed 1 and Speed 2 borders at MIDI control level 64. 


«Modulation and Auto-pan> 





ous effects such as vibratos and Doppler effects. 


Туре ШИИТ : < AUTOFAH > 
{F-M0D? Seeedi@.SHz i Speedi., SHz 
Derth: ü [екл oo 
Feedback: B i Mode PAH 
| SOLO HESVPRSSHESEIESIB HTXEF | 





This adjusts the width of the effect. 


пи 

This sets the type of effect. 

БИЧ This simply swings the pan left and right. 

L ^R The level increases as the pan swings from left to right and decreases as it swings 
from right to left. This produces the effect of the sound rotating. 

This provides the opposite effect of the above. 

This does not pan the sound but produces a tremolo effect. 
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<Pitch Shifter> 
Select FITCH SHIFT in the Turz field of Modulation window. This effect produces a shift 
in the pitch of the original sound. 


МОС BT ICH 


Tore TRA ERES Left. Right 
Tuner- й. йа B, 89 





| SOLO HEY PAS SHEER MISEE 


Tured This sets the amount of the shift. The effect is processed in stereo and it is necessary to 
set both left and right. 


<Pitch Shifter and Feedback> 
Select FITCH+FEEDEHICE in the Tif field of the Modulation window. This effect adds a 
delay effect to the pitch shift. 
Note: When this is selected, it uses the delay circuit and ignores the DELAY/ECHO effect 
described later in this manual. 


HODLILBT ICOH 
Turc TR Rd EE] TS TRA Left Right 
Tune:- й, йа B, З 


Delau: Ams. Bim. 
Feedback : Ba B 
2010 HEY РНЫ ИЩ ЖЖ PTE 





Tured This sets the shift amount. The effect is processed in stereo and it is necessary to set 
both left and right. 


Pelawat This sets the delay time between 0 апа 335 ms. The effect is processed in stereo and 
itis necessary to set both left and right. 


Feecdbacks This sets the feedback volume. The effect is processed in stereo and it is neces- 
sary to set both left and right. 
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Delay/Echo 


Delay/Echo is an effect which broadens the sound by overlaying sounds that are slightly delayed 
on top of the original sound. There are four modes to choose from. 


<MONO LEFT> 


to the LEFT output of the stereo effect. 


Ture DEDE RH Feedback : 
Feedback delay: 225 


HF damrins:z 
Lek delay offset: 
| SULU HEYA HINDAJ MT SER 





regbank i This adjust the feedback volume. 










HF came irvsl? This sets the frequency of the high frequency contained in the sound, within 
the feedback loop, that you want to remove. 


delai This adjusts the delay time between 0 ~ 670ms. 





is positive, the effect runs from right to left, when negative, the effect runs from left to right. 


<MONO L+R> 
Select MOM) 1+ in the Tf field in DELAY/ECHO window. This merges the outputs of 
the stereo effect and produces a monaural delay effect. 


DELAY ECHO 
Таке ШИШЕ ШШ Feedback : Bx 


Feedback cdelausczi2mz 


HF Чамеіма: 28ЕН= 
Lek delay offset: Bax 
| SILO Heh PHS =i MD SER 





Feeciicgeck з This adjusts the feedback volume. 


l&i This adjusts the delay time between 0 ~ 670ms. 





HF аги: This sets the high frequency contained in the sound within the feedback. 
LER dels 





u Offset: When this is set to any number other than 0, it produces a panning 
delay effect. Set the ratio against time set іп the Feedback cle] a field. When the value 
is positive, the effect runs from right to left, when negative, the effect runs from left to right. 


Note: When a monaural effect is selected, the sounds will merge even if a stereo MODULA- 
TION effect is selected. To maintain the stereo effect of MODULATION, select the 
following stereo type DELAY/ECHO effects. 
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<X-OVER L&R> 
Select # "QUEER LER inthe Tamet field of Delay/Echo window. This returns the feedback of 
the stereo input signals after reversing the left and right channels. This produces an interesting 
pan delay effect. 


3 Feedback: ах 
Feedback delasi 55975 


HF damringd:zBkHz 
L-k delay offset: B 
[ SOLO HEVFBSSHEESNREDIE MIXER 





mk = This adjusts the feedback volume. 






ie] gts This adjusts the delay time between 0 and 335ms. 

HF clare irc This sets the high frequency contained in the sound within the feedback. 
LR delas offsett When this is set to any number other than 0, it produces a panning 
delay effect. Set the ratio against time set in Ёз sack chalaus field. When the value is 
positive, the effect runs from right to left, when negative, the effect runs from left to right. 
«STEREO» 

Select  TERELU inthe Tr field of Delay/Echo window. This produces a delay effect to both 
the LEFT and RIGHT inputs. 





BELAY ECHO 
Таке: ащ Left. Fight 


Feedback: Bs E 


Feedback delas: 33 5ms. S358. 
HF damringss:züakHz zBkHz 











:* This adjusts the feedback volume. The feedback volume of both left and right can 
be set individually. 


Feecdback Oe] gt This adjusts the delay time between 0 and 335ms. The delay time of 
both left and right can be set individually. 


HF damrirnu* This sets the high frequency contained in the sound within the feedback group. 
This can be set for left and right individually. 
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Reverb 


The reverb effect adds an echo to the original sound. There are 3 main types: Hall (room) Gate, 
and Reverse. 


«HALL, ROOM» 
Select from LEGE HALL, SMALL HALL LARGE ЕОС, SPALL ЕОС in the 
Tif field in the Reverb window. These create a feeling of space. 





REVERE 
Торе LARGE HALL 


Fredelau:sümz Heart 595 


Timer 51 LF dampingi l8Hz 
pit F uses Эй HF damringd:li13kHz 
| SULU HEYA > Hie MT SEE 





Freie 1 git This adjusts the delay time from the generation of the sound to the beginning of 
the reverb. 


Times This adjusts the time it takes for the reverb to diminish and dissolve. 


Diffuzzcs* This sets the density of the reflected sound of the reverb. When the value is low, 
the echo effect is emphasized. When it is high you get a smoother effect. 


Hesri This adjusts the distance from the sound source. The larger the value, the closer the 
sound, the smaller the value, the more distant the sound becomes. 


ЦЕ clare irc This cuts the low frequency contained in the reverb. 

HF clare irc This cuts the high frequency contained in the reverb. 

<GATE> 

Select GHTED 1 or GATED = inthe TF field of the Reverb window. This produces an 


effect ofa т sound that is forcedly cut. The decay characteristics differ between GATE 1 апа 
GATE 2. GATE 2 sounds more synthetic. 


REVERE 
Turc TEE 


Реде] аы: Sams. 


Time: Se 
Diffuse: ЭШ 
[ SOLO HEVvFBSSHESNEH HIER 





Predelass: This adjusts the delay time from the generation of the sound to the start of the 
reverb. 

Time This adjusts the time it takes for the reverb to dissolve. 

Diffuzcss* This sets the density of the reflected sound of the reverb. When the value is low, 


the echo effect is emphasized. When it is high you get a smoother effect. 
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<REVERSE> 
Select ЕМ ЕШ іп the Те field of Reverb window. The decay effect is reversed. 
Тышке ааыа 
Predel] ast sens 
Time: 58 

Diffuse: Эй 
[кэшин 1 get This adjusts the delay time from the generation of the sound to the start of the 
reverb. 


Time This adjusts the time it takes for the reverb to dissolve. 






Diffuzzcs* This sets the density of the reflected sound of the reverb. When the value is low, 
the echo effect is emphasized. When it is high you get a smoother effect. 


Copying an Effect 

Four sets of effect settings (MULTI FX1,2, REVERB1,2) can be saved for each program. The 
settings of each set can be copied. The Copy Effect Settings Window will open by pressing OPEN 
WINDOW when the cii t€ field is selected on the FXedit screen. 


Соры Effect Settings 
СОРУ Е 


l-HeuFPam-H 
Seti TI FRA 
CLOSE 





Top Ё гїї This selects the name of the program you want to copy. 





Top =. This selects the effect set of the copy origin. 
Bottom Ё: This selects the name of the program you want to copy. 
Bottom 21. : This selects the effect set of the copy destination. 


Note: The reverb settings can only be copied when MULTI FX is the copy origin and RE- 
VERB is selected as the copy destination or when the REVERB is the copy origin and 
MULTI FX is selected as the copy destination. 


Press EE IT [F5] to copy. 
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Chapter 10: Disk Operation 


Overview 


When the power is turned off, all of the data will be erased. If you have any data that you want to 
keep, make sure that you save the data to a disk before the power is turned off. 


The data will be saved as a file and you can name the file using up to 16 characters. There are two 
ways that you can save data on the MPC2000XL. One is by using the internal floppy disk drive, 
and the other is by connecting SCSI devices (such as MO, ZIP or hard disk drives) to the rear 
panel SCSI socket. 


Disk mode screen 
Hold down SHIFT and press LOAD (numeric pad 3). The following screen appears. 


еу АЦ Files 
Size= JEZE 


DeyvicetF lores ајр LOAR Free memora 
[о D» snd- 1900K 


TarezHPCozaiad вез=_ 2624K 
LüRD FORMAT bo IT 





The Device: Field 


In disk mode, most of the screens contain а Ён ы гае: field. This selects which disk to work on 
when you operate various functions in disk mode and should be set first. 


The Device Icons 


When you select the disk in the Ён ы рк: field in Disk mode, the following icons appear accord- 
ing to the type of disk selected. 


Floppy 
[| uj 


When Floppy is selected, the floppy icon appears. The display also indicates whether the disk is 
2DD or 2HD. 


Note: If the disk is not formatted, the MPC2000XL will not be able to make an indica- 
lion. 


SCSI 
There are various types of SCSI devices. The MPC2000XL will display an icon according to the 
type of device connected to the MPC2000XL. 


HD , 
ESI Hard disk 


Cms CD-ROM drive 


Ha : 
MO drive 
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This icon is also displayed: 
MPC2000XL 


Before Proceeding to Use a Floppy Disk 


Do NOT press the disk eject button when you are using a floppy disk and the light of the disk drive 
on the front panel of the MPC2000XL is on. The data or disk may be damaged or destroyed. 


SETTING UP the Primary Device 


This sets up the primary device the MPC2000XL searches the file to load automatically when it is 
turned on. You can also select the type of file to be loaded. 


(D 


Q 


© 


Hold down SHIFT and press LOAD (3 on the numeric kaypad) followed by SETUP [F4]. 
The following SETUP screen will appear. 


Primary device: (ay 


Auto loding file ture: APS+ALL 


=e Re 530001510 SETUP 





Select the primary device in the Ё iria chews] ce: field. 

This selects the device that becomes active when the MPC2000XL is turned on. The 
avaiable options are, В.Е", SC I-0 ~ Bg pe, апа FROM, 

Move the cursor to the Huta loading File tures field and select the type of 


file you want to load. 
This selects the type of file that is automatically loaded from the device selected above 
when the MPC2000XL is turned on. 


explanation of file types). The MPC2000XL will load the first APS and/or ALL file found 
automatically. 
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Formatting a Disk 


In order to load or save a file to a floppy disk or an external SCSI drive, it is necessary to format the 
disk in order to use it with the MPC2000XL. 


CAUTION: Once the disk is formatted, all the data on the disk will be erased. 


Formatting a Floppy Disk 
(D Inserta floppy disk into the disk drive of the MPC2000XL, hold SHIFT and press LOAD (3 


(2) By selecting F Liars in the Dice field, the following screen will appear. 


THIS WILL ERASE THE WHOLE DISK! ! 
FORMAT 





floppy disks, but cannot differentiate between the two if the disk is not formatted. Make 
sure the correct type is selected in the Т: field. 


Format disk 


THIS MILL ERASE 
THE EHTIRE DISK!! 


СОСЕ DO IT] 


THIS WILL ERASE THE WHOLE DISK!! 
FORMAT 





If you do not want to format any more disks, press MAIN SCREEN to return to the main screen. 
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Formatting a SCSI Drive 


(D Connect the MPC2000XL to an external SCSI drive using SCSI connectors (refer to “Con- 
necting an External SCSI Drive’). 


Q Hold SHIFT and press LOAD (3 on the numeric keypad) to enter the Disk mode. Press 


© 


Fartition 51 =е=108М HD 


Uencder-z OMEGA Ракі: А-А == 
FraductzzIF im Мер„=ж „ЙБ 158p 


THIS WILL ERASE THE WHOLE DISK!! 
FORMAT po IT 





The Werder, PFroductic, lee. = fields displays various information about the 
selected disk drive. The total disk capacity will appear under the icon on the far right. 


@) Set the partitioning. When you are using a large disk, such as a hard disk, it is easier to 
manage files by dividing the disk into partitions which are then named in alphabetical 
order. ThePartition sige field will display the size of each partition set in the 
Farhad field. 

When А-А is selected in the Ё. E field, the disk will not be partitioned. When A-D is 
selected in the Fsm t.s 1 field, the disk will be divided into four partitions: A, B, C, and D. 
The disk space will be equally divided. 


Note: If a partitioned disk is connected to a PC, the partition data may be destroyed, 
preventing data retrieval. 


If a disk such as a CD-ROM (which cannot be written to) is selected in the Di ces 
field, Dizk write error will appear, and the disk will not be formatted. 


Note: The MPC2000XL is not compatible with the 1024K (or larger) sector sized MO 
disks. 
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Saving the Data 


When the power is turned off, all of the data will be erased. If you have any data that you want to 
keep, make sure that you save the data to a disk before the power is turned off. 


The MPC2000XL uses various files and they are labeled with different extensions depending on 


the type of file. 


„РОМ 


.SND 
МАУ 


A file with 99 sequences апа 20 songs. 
A standard MIDI, a sequence, file. 


All of the programs in the MPC2000XL memory when saved. 
The sounds in the memory will be saved as a separate sound 
file when the APS file is saved. The APS only contains pro- 
gram data, but when a file is loaded, the sounds used by the 
program will be loaded as well. 


A program file. When a РОМ file is saved, it will only contain 
program data, but when a file is loaded, the sounds used by 
the program will be loaded as well. 


MPC2000XL Sound file. 
A sound file. 


(D Hold SHIFT and press LOAD (3 on the numeric keypad) to enter the Disk mode. Press 
SALE [F2] to display the save screen. 


Таке: ERE a ЕР 


SAWE Fal Device: Flores 
D^ В21Е 


Freez 


SAVE Gen 





select the appropriate SCSI ID number. 


Note: When SCSI is selected in the Їз ыз icc field, the screen will display а 
Farti field and a folder icon will appear. 


е Дале All Seauencez X 


ef ALL SEG SONG 1 


he HO Device: ERE) 


Егее=6ййй, BE 


SAVE [EN 





slightly depending on the selected type. 
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Saving All Sequences & Songs 

This saves all the sequence and song data of the MPC2000XL's memory. 

Select ave НІ безини GS s monas. The file name will appear in the 
File: field. 


Press DO IT [F6]. 


Save ALL file 


File neme:HLL.SEG. SOHGl „ALL 





WIFE НЕ ЕЗИ SAVE | 


You can change the file name you are saving in the File rires field. 
Tap a drum pad or rotate the DATA wheel to display the Name window. 


After entering a name, press the ЕЧ ГЕ [F5] key to confirm. If you save without pressing 
EHTER [F5 the entered name will be ignored and the file will be saved under the previous 
name. 


Saving a Sequence 

This saves a sequence data from the MPC2000XL's memory. The MPC2000XL se- 
quence data will be saved as a standard MIDI file. 

Select auum m meuerncsandselectthe sequence you want to save in the F i 12: 
field. 


Size= 18Е 


ГЕ SALE 8 Dewice: Flores 
Free= zik 


SAVE DO IT 


Lass а Sequence 
ах: МОСІ FILE ТҮРЕ а 


File: Sequence 


[ЕТДИ SAE | 





Select the type of standard MIDI file in the ze asi field. 
MIDI FILE ТҮРЕ G 
The sequence data will be saved together on one track. The MPC2000XL proprietary 
track data, such as the track name, will be erased. 


MIDI FILE TYRE 1 
In contrast to MIDI FILE TYPE 0, data saved in this format will reproduce the condi- 
tions of the data. Normally select TYPE 1. 


The selected file name will appear in the F 1 =: field. 
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4-3. 


4-4. 


Saving All Program & Sounds 

This saves all the programs and sounds within the MPC2000XL memory. 

Select ave НІ Program & Sounds. The Fi 15 field will display the file 
name to be saved. 

Press DX. TT [F6] 


File : АШ. ..PFRÜGERH 
Saue tM S TU CL 


Rerlace same sounds: YES 


WIFE И ИДИ SAVE | 





You can change the name of the file that you are saving inthe File rires field. 


Select whether or not to also save the sounds in the zz field. When iii TH 
COLIN or MIT TH. ШЫНЫ is selected, the sound will also be saved. 





When lil TH SOLHES is selected, the sounds are saved as MPC2000XL sound files 
(.SND). When id T TH. HELI is selected, the sounds are saved as WAV (.WAV ) files. 
The WAV file is compatible with computers but takes longer to load/save than a .SND file. 


If you select YES inthe ЕЕ 1 дире same curiae: field, the new sounds will 
replace sounds with the same name already on the disk. If you select ICI, they will not be 
replaced. 


Saving a Program & Sounds 
This saves one program from the MPC2000XL's memory. 


Select awe а Program & Sounds. Select the program that you want to save 








FilezHEWPGM-H „РЕМ 


Sanet PROGRAM OHLY 
Replace same sounds: NO 


ТИДЕ FAJE | 







Select whether or not to also save the sounds in the zz field. When iii TH 
SOLIND or BT TH. HEAL is selected, the sound will also be saved. 


When lif TH SCID is selected, the sounds are saved as MPC2000XL sound files 
(.SND). When id T TH. HELI is selected, the sounds are saved as WAV (.WAV ) files. 
The WAV file is compatible with computers but takes longer to load/save than a .SND file. 


If PROGRAM OHL is selected, only the program data will be saved (the sounds will not 
be saved). 

If you select YES inthe Reriace same zoundes field, the new sounds will 
replace sounds with the same name already on the disk. If you select ME, they will not be 
replaced. 


The file name of the program being saved will appear in the Ё i 1 field. 
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4-5. Saving a Sound 
This saves each sound from the MPC2000XL's memory. 











Select ase m бна. Select the sound that you want to save in the F i 1 = field. 
Press 20 IT [F6]. 
dHOLISE _ TAME 
File ture:inPo2a 
WIFE HEWN SAVE | 
The file name of the sound being saved will appear in the Ё i 14 field. 
5-1. Press li I FE [F3] to display the following window (this only appears when a floppy disk is 
being used). 
This will erase disk 
contents !'! 
иШ ГО IT] 
Press [3 IT [F5] to erase all the data on the disk and save. 
5-2. Press $ALE [F5] to execute save. 


If you do not want to save any more files, press the MAIN SCREEN key to return to the main 
Screen. 


Saving Across Multiple Floppy Disks 


In cases such as Save All Program & Sounds, where a large quantity of data is being saved on a 
floppy disk, one disk may not be enough. In this case, the following window will appear when there 
is not enough space left on the disk after the first disk becomes full. 


There is nat enough zFace 
on this disk!! 

Fleaze inzert a different. 
disk, then press SAE, 





L = [F5]. In this 
iE: [F5]. 





Note: lf you are saving data to a SCSI drive, the disk must be MPC2000XL formatted in 
order to save data from the MPC2000XL. You also cannot execute save if the disk 
selected in the Ён ыз c8. field is a disk that cannot be written to such as the CD- 
ROM. 
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Saving to Folders on a SCSI Device 


Creating a New Folder 

If you have a SCSI disk device connected to the MPC2000XL, you can make separate folders that 
you can save files to, the same as you would on a computer. 

For example, you could have separate folders for drum sounds, piano sounds, loops, etc. 

You can also place folders within folders. 


(D Hold down SHIFT and press LOAD (numeric key 3). 


UiewusHLL Files 
Ез 11е: ЫА Size= 2йЄК 


Device:Florr’ тт ; Free memoru 


Ture-HPC2888L seq= 2640K 
LOAC ВЕТО [ЕПЕМНТ pa IT 





(2) Move to the fi field with the CURSOR keys and select the SCSI ID number that 
you have set your external disk to with the DATA wheel (if there is no device set to the 
selected SCSI ID number “No SCSI device!” will appear). 


ен: АЦ. Files ii: ROOT 

Filet OTEST Size= 2 
Device EEE yo LOAD Free memor 
= snd= 1880K 
TurezHPCzaaasL seq=  2640K 
LORD 





(8) Move to the folder field (4) in the top right of the screen and press OPEN WINDOW to 
open the Directory window. (You can also press OPEN WINDOW when the cursor is in the 
Fils: field of the LOAD screen.) 

There will be a “ROOT” file already named. The list on the left hand side shows only the 
first 8 letters of the folder's name. 


Directora 





DELETEQFEHAME TSS CHEL 


@ Press HEL [F5]. 
Tap a drum pad or rotate the DATA wheel to display the name window. 
Press EH ТЕК [F5] to save the new name and create the folder. 


(5) Press СЕ [F4] to return to the "LOAD" screen (you can continue making other folders 
before pressing "Close"). 
The last selected folder will appear in the F i 1 = field and you can now save into this 
folder. 
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Making Folders Within Folders 


@ To make a new folder inside an existing folder, follow steps 1 - 3 of “Creating a New 
Folder”. 


Directora 


llDELIMSET ta 
E FRL 





IDELETEHEEHBHEHDINIETSS] C1HEL | 
© Select one of the existing folders with the CURSOR UP/DOWN keys. 


Directors 


DELETEHREMAME HTS O HEL 





(8) Press the CURSOR RIGHT key to open the folder (press the CURSOR LEFT key to move 
back through folders). The list on the right hand side shows both folders and files. 





Directors 
| “Е HELF OLDER | 
DELETERFENAME RES O HEL 


@ Follow steps 4 - 5 of “Creating a New Folder”. 
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Selecting Folders/Files 


Once you have created folders and files, you will need to be able to navigate through them so that 
you can load or save files. 


(D Follow steps 1 - 3 of “Creating a New Folder". 


Directora 


BIDRUMSET cl 
E PAL 





ГЕЕТЕБЕЕНАМЕ ЮК Ж CHEL 


© Use the CURSOR keys to select a file or folder. 
UP/DOWN keys: to move up or down a list of files/folders. 
RIGHT key: to open folders. 
LEFT key: to move back to the previous folder. 


Directoru 





(8) Press (1 [F4] to return to the “LOAD” screen. 
The last selected folder/file will appear in the F i 1 = field and you can now save into this 
folder or load the selected file/folder. 


Шен АЦ Files 
FiletHLL.SEG. SONG1 a ALL 


Dewice:SCSI-3 pp LOAL Free memor 
end= 1890F 


= 
Tor e=MPC2GeexL 2648E 
LIAL FORMAT pa IT 





Note: 
Once a folder is selected and it appears in the top right of the LOAD screen, you can select 
files from the folder by moving to the Ё i 18 field and scrolling through the contents of 
the folder with the DATA wheel. 
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Deleting Folders 


D Follow steps 1 - 2 of “Selecting Folders/Files”. 


@ 


[Delete Folder | 
Pressing DO IT will delete 
selected folder and its 
contents! ! 


CLOSE DI IT 





© 


The folder and its contents will be deleted. 


Renaming Folders 
(D Follow steps 1 - 2 of "Selecting Folders/Files" and select the folder to be renamed. 


@ Press FEMME [F3]. The name winow appears. 
Enter the new name and press ЕТЕ [F5] to save the new name. 


(8) Press C103: [F4] to return to the Disk Mode screen. 
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Loading Files 


The following files can be loaded into the MPC2000XL: 


.SND Sound file. 

SEQ Sequence file. 

.ALL All sequence and song files. 
. .. .MIDI Standard MIDI file. 

.PGM Program file. 

.APS Multiple programs. 

.WAV PC wave file. 

.SET Set of sounds 


(D Hold SHIFT and press LOAD (3 on the numeric keypad) to display the LOAD screen. 


MiewusHLL Files 
Files:LüOOFP.1 


Device! TEN Траг) LORD Free memora 
[нг] D» km ende 1906K 


TasrFezHFCZEEBES zew- 2624 
LOAC 038 ЕПЕМН pa IT 





a floppy disk, select F 1 FF. If you are loading data from an external SCSI drive, select 
the appropriate SCSI ID. 

If loading from a file/folder on an external SCSI disk device, see "Selecting Folders/ 
Files". 


Displays the data of the drive selected in Ls i cs. 


“iL. An MPC2000XL disk. 

An MPC2000 disk. 

An MPC3000/MPC60 disk. 

An S3000 disk. 

An 51000 disk 

An MS-DOS formatted disk. 

An unformatted disk or an incompatible format disk. 








The free sound memory space on the MPC2000XL. 


The free sequence memory space on the MPC2000XL. 
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Note: When SCSI is selected in the Pei c. 8. field, the Fart. field appears on 
the screen. 


Ui ew: ИШ ЖЕ ЕЕ 
FilesLüUOUP.1 А Size= Sek 


DewicerSCSI-1 pp LOAG Free memora 


E and= 1906K 
Тчке=МРГС2@ЙЙ RL ze  25624k 
LORD FORMAT 





Select the partition that you want to load from. 

If you are using a disk with a large amount of disk space, such as a hard disk, it is easier 
to manage the files by dividing the disk space into partitions (see "Formatting a SCSI 
Drive"). 


If you are loading CD-ROM data used with the S1000 or S3000, the 11:1 field will ap- 
pear to the right of the 111 11: field. 


ем: АЦ. File 
Еі1е: 1 ОП0Р._1 


Dewice:SCSI-1 ну  LüRD menmaor'd 
= 1500K 
Тчке=МРСЛ@@й sl D? вез= — 2624k 


LORD FORMAT po IT 





$1000 or S3000 disks are divided into partitions and then to smaller units called volume. 
When you are selecting a file to load, select a partition in the F smt. ë field, a volume in the 
iis field, and the sound in the F i le: field. 


You can select the file type you want to display in the F 1 = field of iii eë field. Itis 
possible to select a specific extension in the 111 11: field. This enables you to display 
only the files with the extension selected in the {11 =: field in the F i 12 field. This is 
convenient to find a file when there are many files on a disk. 






Select the file you want to load in the F i 1 = : field. The procedures differ slightly depend- 
ing on the type of file selected. 


. Selecting .SND (sound) Files or .WAV (wave) Files 


Press ГИ TT [F6] to load a sound file. The following window appears when loading is 


Load = Sound 
File:HüLlsE.THHME 
Assign to noate:i&.Haz 


completed. 





PLAY pM, КЕЕР 


The file name will appear in the Ё ilz field. 

Press Е." [F3] to listen to the sound. 

Select the note number or drum pad that you want to assign the sound to in the Hss i ir 
t.e field. You can rotate the DATA wheel or select directly by playing the pad. 

Select = HEF by rotating the DATA wheel if you don't want to assign the sound to a 

note number. 
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If you don't want to keep the loaded sound, press DU FEE [РА] to discard it. 


Press КЕЕЁ [F5] to load the sound to the selected drum pad. 


4-2. Loading .SEQ (sequence) or .MID (standard MIDI) Files 


4-3. 


is completed. 


File:TESTHl 


Load into:BpMH-cunused:? 





PLAY eM КЕЕР 


The file name will appear in the F i 1 = field. 

Press Ё [ЕЗ] to listen to the sequence. 

Select the sequence number that you want to assign the sequence data to in the Ыгын 
irito field. 

Press KEEF [F5] to assign the loaded file to the sequence number. 





Note: The MPC2000XL can load sequence files of up 50,000 note events (approxi- 
mate file size of 250kb) per sequence. If you try to load a file larger than this, 
only the first 50,000 note events will be loaded. 


If you do not want to keep the file, press [SCHED [F4] to discard it. 


Loading .PGM (program) Files 
When a program file is loaded, the selected program and the sounds assigned to that 
program will be loaded. 


Press 11 ІТ [F6] to display the following window. 


Rerlace same sound in memor 
HHO FASTER 


[CLEAR] erases existing Р & 5 
[LüHD] adds to existing Р & 5 
[С ЕВЕ НИЯ ИДЕ LOA | 








Тһе Е lace same zound imn merce field selects whether to replace the 
same sound in the MPC2000XL's memory with the sound on the disk (if the sound as- 
signed to the loaded program already exists). If this is set to Е, all of the data on the 
disk with the same name will replace the sounds in the MPC2000XL's memory. If this is 
set to Ч, sounds with the same name will not be loaded and the sounds in the 


MPC2000XL's memory will be used. 


the new program. 
Press i. Cil: [F5] to add to existing programs and sounds. 
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CAUTION: The following window will appear when you are loading a program and a 


sound file assigned to that program cannot be found. 


Can't find file! Soundael 
Insert disk with this file and 


Press LOAD. To skirFs Press SKIF 
tthis file» or HL SKP¢all files>. 





Insert the disk with the sound displayed in the anri t. Pind Files 


field and press І.О [F5]. If you have saved across multiple floppy disks, 
insert the next disk and press і. [F5]. 
If you press =. TF [ЕЗ], the sound that cannot be found will be skipped and 


the next sound file will be loaded. If another sound file is not found, the above 
window will appear again. 
Press Fil. 


ЗЕР [F2] to cancel the loading of further sound files. 


4-4. .ALL Files 












This will rerlace all existing 
Sequence & songs! 
ZSEG? will load a single 


SEASIDE a 


Press LOHE [F5] to load all sequence and song files. Be careful, since all of the se- 
quence and song file data within the memory will be erased. 





Press = SEH [F3]to select and load each sequence in the .ALL file. 


Load а Sequence 
File:EH-TESTal 


Load into:Bi-zlnuzed:3 





The procedure here is the same as “Loading .SEQ (sequence) or .MID (standard MIDI) 
Files.” 


Note: The MPC2000XL can load sequence files of up 50,000 note events (approxi- 
mate file size of 250kb) per sequence. If you try to load a file larger than this, 
only the first 50,000 note events will be loaded. 


4-5. .APS (all programs) File 
Programs and the sounds assigned to the programs will be loaded when you load an .APS 





file. 
Press [1 IT [F6] to display the following window. 
This will replace existing 
Programs and sounds 
ES LOA | 
Press 1 [F5] to load the program and sound files. Be careful, since all of the program 


and sound data within the memory will be erased. 


When you have finished, press MAIN SCREEN to go to the main screen and play the sounds. 
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Deleting a File from the Disk 


You can select and delete files from the disk. 
1. Hold SHIFT and press LOAD (3 on the numeric keypad). 


Lieu Files li: РОМЕН 
File:HülsE KICEZ „ЭМС Size= rE 


DewicerSCSI-“3 pp LOAL ее MEMON 
= Гу = 1880K 


TurezHPCz8B EL 26408 
LOAL FORMAT pa IT 





2. Move the cursor to the Ён ice field and select the device that contains the file that 
you want to delete. 


Hp LOAL memor" 

[E > 1850K 
TarezHPCzaadasL = zé48K 
LOAD METH Gis ais bo IT 





Note: You can select the file type that you want to display in the F 1 1 = field of 
theii iwi field. It is possible to select a specific extension in thet i ei * 
field. This displays only files with the selected extension, which is conve- 
nient for finding a file when there are many files on a disk. 


3. Move the cursor to the F i 1} field and press OPEN WINDOW to display the Directory 
window. 


Directora 


MSE 50HG HOWSE_ETCK2 

OF GME SDH НОЕМА 5H 
FIC.SHM 
HOUSE_TOM 


HORMAL  HHCL 
СГЕЕТЕНЕЕНАМЕ HEMER COHEN 





4. Select the file that you want to delete with the CURSOR keys (see the "Selecting Folders/ 
Files" section) and press HELE TE [F2]. 


Delete File 


Frezszing DO IT will delete 
selected filse!! i] 





CLOSE ГО IT] 
Б. 
If FiL.L. [F3] is pressed, the Delete ALL files window will appear and all the files on the 
same layer/level as the selected file can be deleted. Select the file type in the Pe 1 etei 
field. 


Page 168 


The file type options are as follows: 


Chapter 10: Disk Operation 


Deletes files that contain All Program and Sound data 


ALL FILES Deletes all files 
“SND Deletes only the MPC2000XL sound files 
.PGM Deletes program files 
.APS 
.MID Deletes standard MIDI files 
.ALL Deletes set of sequence and song files 
.WAV Deletes WAV type sound files 
.SEQ Deletes sequence files 
SET Deletes sound set files 
Pressing D) ІТ [F5] deletes all the files of the specified type. 


Loading an Updated Operating System 


From time to time, updated operating systems will become available on floppy disks or can be 


downloaded from our internet web site. 


To update your operating system, insert the floppy disk (or connect the SCSI device which con- 
tains the files of the operating system) and hold down SHIFT and press LOAD (numeric key 3). 


WiewiALlL Files 





File:MPC2K&sL . 515 Size= 
Device: LOAD Free memor 
о snd= 1880K 
Тыре=1, ааш ses  z648Ek 
LOAL 
Select either the MPC2KXL.EXE or MPC2KXL.SYS file in the F i 1 =: field and press DO IT 
[F6]. 


ен: Н. Files 
File =| ЫН АИ 


Device: Flores ИЕ OH "08 


Tares], БАШ 


LOAD 


aromo you to restart the MPC2000XL. 





Size= ТЕБЕ 
Free memora 
znd- 1856K 
zew- 26488 

[DO IT | 


ІТ [F6] again, the system will be automatically updated and a display will appear to 
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Loading Files Created on the AKAI MPC60/60Il 





IT [F6]. 
Load a SET 
[SET] load a SET file 
CSOUKD] load one sound fram 
the SET file 
PSOUHC HEM SET | 





Press ET [F5]. 
Conversion table 


МРС 





The sounds assigned to the MPC60/60II can now be converted to Note Numbers оп the 
MPC2000XL. 

Select one of the pads of the MPC60/60II in the МЕЕ Fa 
Number that you want to assign it to in the Becomes pi 


| — Load a SET |  J— j| 
Rerlace same sound in memora 
HHO: FOSTER 
[CLEAR] erases existing FP & 5 
CLOAD 1 adds to existing Р & 5 
[СЕВЕ НИ ИШ LOAL | 





rii field, and then select the Note 
х field, then press HHE [F5]. 








Then continue from step 4. 


Loading a Sound from a Set File 
This way, you can load a specific sound from a set file. 
Follow steps 1-3 in “Loading Files" and select the . ET file in step 3. Then press 1: TT [F6]. 
[SET] load a SET file 
CSOUMD] load one sound from 
the SET file 


PSQUMC HS SET | 





Press 2:014 [ЕЗ]. 
Load a Sourd 
HEFCE pad TEE 


File: CLOSE HAT 





Select one of the pads of the MPC60/60II in the MF CGE Fac field, or select the name of the 
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Load a Soung 


File: CLOSE_HAT 





The loaded sound can be played by pressing ЁЁ 








Set the Note Number to be assigned i in the Hs zr ruote field. 

To save the sound, press ŻEE [F5]. To delete the sound to free the memory, press С 
[F4]. 

Follow steps 1-3 in “Loading Files" and select the . 21 file in step 3. Then press С: TT [F6]. 





The pad number recorded in the Sequence data of the MPC60/60II can now be converted to Note 
Numbers on the MPC2000XL. 

Select one of the pads of the MPC60/60II in the tF 
Number that you want to assign it to in the Becomex 


Note: 
When the sequence and sound files of the MPC60/60II are loaded and used at the same time, 
itis necessary to match the settings of the conversion table to those of the sound set file. 





Press С: TT [F6]. 





Loading an All (. FLL.) File 


Follow steps 1-3 in “Loading Files" and select the . FILL. file in step 3. Then press С: TT [F6]. 


File:KDH.-z -SER 


Load inte cUrnused> 





Then continue from step 4. 
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Chapter 11: Flash ROM 


Flash ROM 


By installing the optional flash ROM board FMX008M (which has 8MB of memory), you can save 
data to the flash ROM. Saving data to the flash ROM saves RAM space. 
When you are installing the flash ROM board, please refer to the manual supplied with it. 


Formatting the Flash ROM 
Before using the flash ROM, you must format it first. Enter Disk mode by holding down 


A THIS WILL ERASE THE ENTIRE DISE!! 
FORMAT DO IT 





Press DO. ІТ [F6]. 


Format F-REOM 


THIS WILL ERHSE 
THE ENTIRE F-RüM!! 


CLOSE Г IT 





IT [F5]. 


Note: Once formatting is carried out, all of the data on the flash ROM will be 
erased. 
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Saving to Flash ROM 


You can save data into flash ROM in the same way you would a floppy disk or SCSI device. Hold 


е 
ЕЕЕ Size= lü8k 


SALE FLASH DeuiceiF-RüÜM 
Free= 
ш). ЧИНИН Free- 
SALE [d Ea 





Files This field selects the file that you want to save. 


Deuicet Select FROM, 


Fres" рїш This field shows the hollow memory size of fragmented data. Please refer to Flash 
ROM Fragmentation described later in the manual. 





Press її TT [F6] 
Save ALL file 
File namet:HLL. SEG. 509651 »ALL 
Press ЖЫ [F5] to save the file. 


Loading from Flash ROM 


You can load data from flash ROM in the same way you would load from an ordinary disk. Hold 
down SHIFT and press LOAD (numeric key 3) and then press і. [F1]. 


шен АЦ Files 


Device! F-ROM ған LOAD Free menor 
Ron p» end=  1988K 





TyrPe=Ho FROM TT seq= 2624Е 

LOA 
Move the cursor to the zs {кї field and select FE UP. Move the cursor to the top right 
folder field and press OPEN WINDOW to open the Directory window. You can also open the 
Directory window by pressing OPEN WINDOW while the cursor is in the F i 1 field. 
Select a file with the CURSOR keys. Press 1c zs [РА] to return to the LOAD screen and then 


press DO IT [F6] to load the data. 


Note: You cannot load a sound from flash ROM if you have a sound of the same 
name in the MPC2000XL's RAM. (internal memory). 
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Deleting Data from Flash ROM 


You can delete a file from the flash ROM in the same way you would from an ordinary disk. 


Шіеи АЦ. Files 


File: ЯМЕ-ЕІСЕ-9 
Device: Е-ЕОМ FLASH LIAL 

тта С El 
TusrezhHPCzabg Г? : TOGE 
LOAL FORMAT puo IT 





Press DELETE [F2] and select the file that you want to delete with the CURSOR keys. 


Delete F-ROM Sound 
This sound is in use, 
Pressing DO IT will 
delete immediately! ! 





Flash ROM Fragmentation 


When the MPC2000XL writes data to the flash ROM, it writes consecutively in the available area. 
However, when flash ROM data is deleted, empty spaces develop between the data unless the 
data is written in the last available space. Wave pattern data which is saved to the flash ROM is 
directly generated, and always needs to be one link of data. In this case, the MPC2000XL will not 
write to an area if the area is too small for the wave pattern data and will write in another available 
space. Therefore, there may be cases when wave pattern data cannot be saved to the flash ROM 
even if the total available space is larger than the data size of the wave pattern. This type of 


WINDOW. 


Е-ЕПМ Fragmentation 

































































Frezzins ARRAHG will arrange data. 
CLOSE F FH 





The window will display the data fragmentation. The colored area is where data exists. Press 
{ҮЕ ЕНЕНЕ [F5] to de-fragment the data. 


Arrange Е—ЕШГ 
THIS PROCESS WILL TAKE A WHILE! 
IT'S NOT POSSIBLE TO 
A ABORT; ONCE INITIATED! 


CAHSEL DU IT 
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Note: Do not turn the MPC2000XL off during de-fragmentation. The data in the 
flash ROM will be destroyed and cannot be recovered. 







































































The above window appears during de-fragmentation. 


Note: It will take several minutes to complete the operation. 


Editing a Sound within the Flash ROM 


When sound data stored in the flash ROM is loaded, only the location information of the data is 
loaded to the RAM, wave pattern data is not loaded. Therefore, you can handle more data on the 
RAM. However, to edit wave pattern data within the flash ROM, it is necessary to load it tempo- 
rarily into the RAM. 


In the same way as you would normally load sounds, load the sound from Flash ROM by holding 
down SHIFT and pressing LOAD (or 3 on the numeric pad). 


At this point, the wave data has not yet been transferred to the MPC2000XL's RAM . 
Load the same sound again, the wave data will be transferred to the RAM. 


You can perform all the normal editing operations after the wave data has been transferred to the 
RAM. 


When you have finished editing, save the data back to the flash ROM. 
If you enter the same name as the original data, you can overwrite the original. 
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MIDI/SYNC Mode 
OTHER Mode 


Chapter 12: MIDI/SYNC Mode, OTHER Mode 


MIDI/SYNC Mode 


The MPC2000XL complies to MIDI CLOCK, MIDI TIME CODE and MIDI MACHINE CONTROL 
messages. This enables you to synchronize with other sequencers and also by using a MIDI 
MACHINE CONTROL compliant MTR (Multi Track Recorder) control the MTR from the 
MPC2000XL. 


If you are only using the MPC2000XL or connecting it to a MIDI sound source and not using 
another sequencer or МТВ, it is not necessary to set MIDI/SYNC mode. 


Synchronizing the MPC2000XL with Other Sequencers 


To set the other sequencer as the master and synchronize the MPC2000XL to it, connect the MIDI 
OUT of the sequencer to the MIDI IN of the MPC2000XL. 


Sequencer MPC2000XL 



































































‘Hora 

































B ЕШ am (— B 


5 ( 
Master [NC | 


mm E 








puu, 














Hold down SHIFT and press MIDI/SYNC (9 on the numeric pad) to display the MIDI/SYNC mode 
screen. 


Sang In “1:12 Sunc Duat (Outs Aa 


Mode: M NN || Mocde: OFF 


Receive ММС: OFF Send MMC: OFF 
SYHC СОМЕ ШИК sw 





To set the MPC2000XL as the slave device and receive MIDI synchronous signals, set the Hiari 
Ir: window on the left. 


In the {rë field, select the MIDI Input from which you will be receiving sync-in data. 


In the file = field, select the type of synchronous signal you will be using: MIDI CLOCK or MIDI 
TIME CODE. 
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+ MIDI CLOCK 
MIDI CLOCK is a general synchronization signal which most sequencers are equipped with. 
When MIDI CLOCK is used, the tempo is determined by the settings of the master sequencer. 


Sync In Imel’ 


Shift earluscmz»: й 


Receive МИС: СЕЕ 








shift Gar dat 
When you are playing synchronously, set the offset which slides the timing against the master. 
Normally, leave this set to 0. 


@ MIDI TIME CODE (MTC) 

In contrast to MIDI CLOCK, MIDI TIME CODE is a synchronous signal with absolute time. The 
MTC does not have tempo data and therefore it is necessary to set the tempo change on the 
master device and the MPC2000XL. 


Frame pater 25 


Receive ММС: СЕЕ 








Set this to the same frame rate being used by the master device. 


You can set the start time of the sequence or song when synchronizing with MTC. Move the 
cursor to the Hena field in the Main or Song Screen and press OPEN WINDOW to display the 
following window. 


lime Dizrlau 
Dizrlas style EEE FESSES 
Stark time: 


Frame rate:z2 





CLOSE 





The playback starts when the time code set here is received. 
Sets the frame rate of the time code. 





+ OFF 
The MIDI synchronous signal is ignored when Maciz? is set to OFF. 


d MMC! OFF 





This allows you to receive MIDI Machine Control messages. 
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Synchronizing Another Sequencer or MTR to the MPC2000XL 


To set the MPC2000XL as a master and synchronize another sequencer to it, connect the MIDI IN 
of the sequencer to the MIDI OUT of the MPC2000XL. 


MTR (Multi Track Recorder) compliant to 
Sequencer MIDI MACHINE CONTROL 


| 5 Р = Е а н (o | 
= © 








==== = = 





000000 EE 










= == == === - === 
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eels cooeoodoc 























































































































MIDI IN 





























MPC2000XL 


sc UEM 
= wa 
Бш Ø шш со сз 


ШИШ Е 
mmr U e Dura 


| 











Master 


CAUTION: It is necessary to use an MTR (Multi Track Recorder) compliant with MIDI 
MACHINE CONTROL (MMC) in order to synchronize it with the MPC2000XL 


using MMC. 


Hold down SHIFT and press MIDI/SYNC (9 on the numeric pad) to display the MIDI/SYNC mode 
screen. 


zunc In Inl? zunc Dut. cout Aa 


Hode:D NN | се: OFF 


Receive ММС: OFF Send ММС: OFF 
ЗҮН ШИКЕ 





To set the MPC2000XL as the master and send synchronous signals to other MIDI equipment, set 
the Sri Cut. window on the right. 


First, іп the CiLit.* field, select the MIDI Output to which you will output the synchronization data. 
Both of the MIDI OUT A/B terminals of the MPC2000XL can be used at the same time. 

Inthe Ficicize* field, select the type of synchronous signal you will be using: MIDI CLOCK or MIDI 
TIME CODE. 
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* MIDI CLOCK 
MIDI CLOCK is a general synchronization signal which most sequencers are equipped with. 
When MIDI CLOCK is used, the tempo of the MPC2000XL will control another sequencer. 


d MMC! OFF 





* MIDI TIME CODE (MTC) 

In contrast to MIDI CLOCK, MIDI TIME CODE is a snchronous signal with absolute time. The 
MTC does not have tempo data and therefore it is necessary to set the tempo change on the slave 
device and the MPC2000XL. 


Frame rater? 


Send ММС: OFF 





Set this to the same frame rate being used by the slave device. 


You can also set the start time of the sequence or song when synchronizing with the MTC. Move 
the cursor to the Hg field in the Main or Song Screen and press OPEN WINDOW to display the 
following window. 


Dizsrlas stule: EE 
Start time 
Frame rater? 





CLOSE 


The playback starts when the time code set here is received. 
Sets the frame rate of the time code. 





Send PMCs 
This allows you to send MIDI Machine Control messages. 


Ф OFF 
The MIDI synchronous signal is ignored when Г : is set to OFF. 





d MMC! OFF 
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Synchronizing with the SMPTE Time Code 
By installing the optional SMPTE IC chip IC-M2TC, you can synchronize using SMPTE. SMPTE 
is a time code signal containing absolute time information. 


Connecting 

To receive time code from an external device, connect the SMPTE OUT jack of the other device to 
the SMPTE IN jack on the rear panel. To output time code to an external device, connect the 
SMPTE IN jack of the other device to the SMPTE OUT jack on the rear panel. 


Setting Directions 
SMPTE synchronizing is set in the same way as MIDI synchronizing. Hold down SHIFT and press 
MIDI/SYNC (8 on the numeric pad) to display the MIDI/SYNC mode screen. 


Sune In Din:il? Src Out Cuba Aa 
Node | i || Mode: OFF 


Receive ММС: ОЕЕ Zend ММС: ОРЕ 
SYHC ШИЕ 





Receiving SMPTE Time Code 
Select =MFTE in the Mace: field on the left (when doing so, the [rit field settings are ig- 


nored). 
безге. In 
Frame pater 29 


Receive ММС: OFF 





Sending SMPTE Time Code 


MMC send). 





The frame rate settings and start time settings are the same as MTC. 
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MIDI Sample Dump 


Sound data can be transmitted and received between the MPC2000XL and external devices via 
MIDI using the MIDI Sample Dump Standard Format. 


Sample Dump Setting 


Connect the MPC2000XL and external device with MIDI cables in the hand shake method (Con- 
nect MIDI OUT of MPC2000XL to MIDI IN of the external device, and MIDI IN of MPC2000XL to 
MIDI OUT of the external device). Hold down SHIFT and press MIDI/SYNC (9 on the numeric pad) 
to display the MIDI/SYNC mode screen and press [IMF [F2] key. 


TEBHSMIT «Пы: Б? 
Receive ready while | 5nd: 
this Fade is aoren. soundi 


Reauezt Hao.: Йй device ID: 


DUMP — И Т RELIES 





Receiving Sample Data 


Selecting the MIDI Input/Output Terminals 

Select the MIDI Input and Output terminals used for the connection with the external device in the 
Irni and Hut ë fields respectively. 

Setting the Device ID 


Match the device ID number with that of the external device inthe Peige Ib: fieldofthe 
TRANSMIT screen. 


Selecting the Request Number 


You can specify which sound to receive from the external device by selecting the sound number in 
the Eee zi Me. field. Please refer to the instruction manual of the external device for the 
assignment of sounds and sound numbers. 


Note: Not necessary to set if Hequest is not sent. 


Receiveing Sample Dump 
Sample Dump receive is started either by sending the sample data from the external device, or 


Sample Dump data is being received, the following message will appear. 


RECEIWE Тт» || TEBHSHMIT Duti Bo 
Receive ready while |та: 


this Fade is aoren. ina sounds 
Reauezt Hao.: a device ID: 


Receivingd..... CANCEL 
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completed, the following window will appear. 


Keer or ketr 


Наме for теш zouncdizoundcbdi 
CPress EHTER to commit, 3 
Assign to nate:--.-U0FF 






Name the sample received in the Ё zcunds field, and assign the sample 
received to a Note Number in the Hss i i field. 

Press RE THY [F2] to receive data again, or press КЕЕЕ [F5] to keep the sample in memory. 
The received sound wil be named as MIDI 0-n (n being the number of the sound received) auto- 
matically. 





Sending Sample Data 


Selecting the MIDI Input/Output Terminals 


Select the MIDI Input and Output terminals used for the connection with the external device at 
Iri and Гы. fields respectively. 


Sending Sound 
Select the sound to be sent in the 11: Field. 
Note: If the selected sound is a stereo sound, the L/R selection field will appear following the 
name of the sound. Select which side of the sound is to be sent here. 
Setting the Device ID 


Match the device ID number with that of the external device inthe esime Ib: field ofthe 
TRANSMIT screen. 


Commence Sending the Sample Dump 
Pressing EHE [F6] will start sending Sample Dump data. 


EECEIUE СТ» || TRANSMIT Cuts Ba 
Receive reads while [|znd: 
this Fage is oren. Sound 1 


Reauezt Ho.r 127 device ID: MER 


Zending..... CANCEL 





Note: When the Sample Dump Request is received, the sound data of the requested 
sound number will be sent disregarding the selection in the rici field. 
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MIDI Footswitch Assignment 


MIDI Control Change messages sent from the external MIDI devices to the MPC2000XL can 
control various functions of the MPC2000XL. 


Footswitch Setting 


MIDI Footswitch Assignment is set from the MIDI/SYNC mode. Hold down SHIFT and press MIDI/ 
SYNC (9 on the numeric pad) to display the MIDI/SYNC mode screen and then press FEE: Tau 





[F3]. 

Switch 1 Switch 2 Switch 3 | Switch 4 

Ctrl: 18 Cheli 26 Ctrl: 69 |Ctrl:127 

Functions | Functions: | Function: | Function: 

UDLIB.FHCH | OGUE+FLAY F& FAC i18 

сенс | DUMP ЩЕ 
Here, you can set the MIDI Control Change message to control each switch in the ir 13 field 
and its function in the F Liric t. i cinis. field. 


Note: Each Function is activated when a data value of 64 or more is received. However, 
TAP and PAD 01 to 16 will be turned on when the received value is 64 or more, and 
turned off when it is less. 


The gre functions are as follows. 





IRI Same function as PLAY START key. 


Same function as PLAY key. 

Same function as STOP key. 

Same function as pressing the PLAY key while holding the REC 
key down. 


(БИЕ ЕРЕН Same function as pressing the PLAY key while holding the OVER- 


DUB key down. 


REC.PLUNCH Goes into PLAY from STOP mode, goes into REC (Punch-in) from 


PLAY mode or goes into PLAY (Punch-out) from REC mode. 


DODUEB FHC Goes into PLAY from STOP mode, goes into OVERDUB (Punch- 


in) from PLAY mode or goes into PLAY (Punch-out) from OVER- 
DUB mode. 
Same function as TAP TEMPO key. 

FitoL* Same function as PAD BANK A - D keys. 


PR 3 y to e © Simulates the drum pad being pressed at full velocity. 


Same function as the Function key. The function varies according 
to the screen displayed at that time. 


Note: While recording the sequence, the Control Change messages assigned for this MIDI 
Footswitch Assignment will not be recorded. Similarly, the recorded Control Change 
messages in the sequence will be ignored during playback. 


The MIDI channel to receive these Control Change messages is set in the MIDI Input Window 
(select the track type field on the Main Screen - to the right of =ë - and press OPEN WINDOW). 


Page 185 


Chapter 12: MIDI/SYNC Mode, OTHER Mode 


OTHER MODE 


Set the tempo with the TAP TEMPO key and initialize the data. It is also possible to check the 
version of the MPC2000XL operating system. 


OTHERS Screen 
Hold down SHIFT and press OTHER (8 on the numeric pad) to display the OTHER mode screen. 


Tar averaging: 


DisFlas contrast 
Hold SHIFT and turn ioscanstime? 


OTHERS 





Tar амре 
Hit TAP TEMPO to set the tempo. The MPC2000XL sets the tempo to the average of the 
tempo tapped. 
Set the number of taps used to calculate the tempo here. 
When this is setto a large value, it is possible to get an accurate tempo. However, this does 
not respond to rapid changes in the tempo. 
When this is set to a small value, the function will be able to cope with rapid changes in the 
tempo, but the inaccuracy of the displayed tempo will increase. 


Hold down SHIFT and rotate the DATA wheel to set the contrast of the LCD. It is possible to 
change this regardless of the displayed mode. 


INIT Screen 


Hold down SHIFT and press OTHER (8 on the numeric pad) to display the OTHER mode screen 
and press HIT [F2] to display the INIT screen. 


Initialize ALL PARAMETERS 


Pressing DO IT will initialize! ! 


IHIT Da IT 





Pressing ГИЛ ІТ [F6] erases the parameter data from the MPC2000XL memory and initializes 
them to their default parameters. 
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VER. Screen 


Hold down SHIFT and press OTHER (8 on the numeric pad) to display the OTHER mode screen 
and press Е. [F3] to display the Version screen. 


The version of the operating system currently loaded on the MPC2000XL is displayed. 


Üreratingd zuztemil,üO 


Aer. 85.1999 


a] IHIT WER. 
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Notes on Using SCSI Drives 


Connecting an External SCSI Drive 
SCSI devices (hard disk, MO drives, etc.) are connected as follows: 
SCSI INTERFACE 








SCSI CABLE 








The MPC2000XL uses a 50-pin high-pitch SCSI connector to load or save data to other devices 
such as hard disks connected by a SCSI cable. By setting the SCSI ID number, it is possible to 
connect multiple SCSI devices on the same SCSI bus. When multiple SCSI devices are con- 
nected to the MPC2000XL, it is possible to select the disk you want to work with using that ID 
number. 


CAUTION: Although many types of SCSI drives are available, not all can be connected 
to the MPC2000XL. Please consult the dealer about the types that can be 
used. 


SCSI Cables 


Always use high quality cables. Using cheaper cables may seem an attractive proposition, espe- 
cially if you have a tight budget but low quality cables can give rise to data errors. 


There are two main types of cable that you can buy. One is the 'moulded' type with moulded 
connectors either end and a round cable. The other type are flat 'ribbon' cables. This type of cable 
is really intended only for use inside devices. 


The SCSI connection requires that every connection is individually grounded. Some moulded 
cables only have a single ground for all the connections and can be unreliable. They are probably 
fine when used with a computer for loading small documents such as word processor files, etc., 
but with the large amounts of sample data used on the MPC2000XL, we have had reports of them 
causing problems. 


The flat ribbon cables, however, have individual grounding for each connection and so are gener- 
ally more reliable but, because they are intended for use inside devices (where they are sepa- 
rately screened), they sometimes have insufficient screening which may cause data noises to 
appear in your audio signal path when any disk activity is going on, especially if your audio con- 
nections run parallel with the SCSI cable. However, if this is not a problem for you (and in a studio 
it may not be), these cables are usually very good and usually perform much more reliably. In a 
live situation, however, they are probably not ideal. 
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SCSI ID 


Make sure the SCSI ID number of the device connected to a SCSI bus is unique. For example, the 
ID of the MPC2000XL is 6 and the ID of the other devices connected must be set to any number 
other than 6. To set the ID of external SCSI devices, check the manual of the device. 


Termination 


A chain of SCSI devices must be terminated at either end and terminating resistors are fitted to 
most SCSI devices when you buy them. The MPC2000XL’s SCSI interface is terminated. It is 
most likely that the MPC2000XL will be at one end of the chain and so must be left terminated. Any 
disks in between the MPC2000XL and the last SCSI device in the chain must be un-terminated 
(this can be done by physically removing the resistors or sometimes via a DIP switch on the back 
of the unit - please check the unit’s documentation). The last device in the chain must be termi- 


nated. 
MPC200XL Terminated 


Hard disk 










Unterminated 


MO drive Unterminated 


Terminated 


Incorrect termination may give rise to data errors and possibly corrupted data so please ensure it 
is done correctly. If you have any doubts, please contact your dealer who will be able to help. 


Cable Length 


The SCSI specification states that the total length of the SCSI chain must not exceed 6 metres. 
“Total length” means the length of the whole chain between the first and the last device and not the 
length of the cable between each of devices. SCSI chains that are longer than the specified length 
may cause data errors and possibly corruption of data. 


MPC200XL 















6 metres total 
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Installing the Options—To Service Technicians 


CAUTION: . 
These servicing instructions are for use by qualified personnel only. To reduce the 


risk of electric shock, do not perform any servicing other than that contained in the 
Operating instructions unless you are qualified to do so. Refer all servicing to quali- 
fied service personnel. 





The MPC2000XL can accommodate several options. These are the IB-M208P 8 individual out- 
puts digital Input/Output, the IC-M2TC SMPTE I/O, the EB16 multi-effects processor and memory 
expansion. 


Important Note: 

Consult your AKAI professional dealer on installation of any options (including memory) to 
the MPC2000XL. Self-servicing may cause malfunction of components or the instrument 
itself. AKAI professional does not guarantee against the unit's malfunction, damage or any 
loss caused by self-servicing or improper operation. 





Locations of the MPC2000XL Option Boards 


SMPTE IC chip (IC-M2TC), Effect Board (EB16), Flash ROM (FMX008M), 8 Individual Output with 
digital I/O (IB-M208P), Simm Memory Board (S3SM16). 


Disconnect the power cable from the MPC2000XL before doing any work on the 
MPC2000XL! 


Undo the screws on the bottom plate and 
remove it. 






























































































































































































































































SMPTE 
PC Power (IC-M2TC) 
L, switch Е (ad er 
IB-M208P Dj 
PC POWER 
SUPPLY 
SIMM Slot 
| 
———— Pc MAIN 
Floppy Disk 
Drive 
IT. FMX008M | 
Е | ---sem = 
5 © 
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IC-M2TC 
You should take care that the IC is in the correct position when installing. Insert the IC according 
to the direction of the socket. 


EB16 
Connect this to the J330 connector on the PC MAIN board and secure it with the provided screw. 


FMX008M 

Connect to the provided relay board and secure it with the provided screw. 

(Note: Installation without using the RELAY board may cause damage to the FMX008M board or 
MPC2000XL's PC MAIN board.) 


IB-M208P 

Remove the cover on the REAR PANEL and install as shown in the illustration. Next, secure it with 
the provided screws and connect the cable to the P340 connector on the PC MAIN board. 
(Note: Make sure that the IC522 and Ferrite Core (attached to the connecting cable) components 
do not touch the bottom plate.) 


Installing Memory Expansion 


The MPC2000XL's internal memory can be expanded to 32Mbytes using SIMMs. The 
MPC2000XL comes with 2Meg of memory ‘hardwired’ and there are two slots in which you can 
install SIMMs chips. The SIMMs board is inserted at a slight angle and then pushed back where it 
clips into place. Some SIMMs boards have the memory chips mounted on both sides sometimes. 
However, the boards can only be inserted one way so you shouldn't have any problems. Be 
careful not to force them into place otherwise they may snap. 


SIMMs operate at different speeds. SIMMs that operate at a speed of 70nS (nanoseconds) or 
faster are recommended. 


SIMMs also come in various sizes. Please note the following memory configurations that are 
possible in the MPC2000XL. 























Internal | SIMMs Slot 1 | SIMMs Slot 2| TOTAL 
2M None None 2M 
2M 16M None 18M 
2M 16M 16M 32M* 
2M 32M — 32M* 














* When 32M SIMMs are installed, the 2Meg on the MAIN board is ignored. 
Note: Memory chips are sensitive to static electricity. Please observe the following 
safely precautions: 
e Unplug the MPC2000XL before installing the board(s). 


e The SIMMs may come with a special wrist strap to discharge static electricity. 
We suggest you attach the strap to the MPC2000XL's case. If a wrist strap or 
any other such accessory is not supplied, try discharging any static by touch- 
ing an earthed metal object before handling the boards. 


e Always handle the memory board by its edges - avoid touching the compo- 
nents on the board. 


e To minimise static electricity, avoid carpeted areas and low humidity areas. 
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Technical Specifications 


General 
* "іѕріау............................. 248 x 60 dot graphic LCD 
* Disk drive ......................... 3.5 inch 2HD/2DD 
* Dimensions ...................... 405(W) x 106(H) x 331(D) mm 
* Weight .............................. 5.5 kg 
* Power requirements ......... 100-240 VAC, 50/60Hz, 23W (13W without option) 


Memory expansion slot .... 2 / 72-pin SIMM (70ns) 


Sound Generator 


e Sampling rate ............................... 44.1kHz (frequency response: 20Hz-20kHz) 
e Sampling capacity ......................... 2MB standard (21.9 seconds mono or 10.9 seconds 
stereo), expandable to 32MB. 
* Data отаї................................... 16-bit linear 
* Dynamic filtering ........................... 12dB/Octave dynamic resonant lowpass filter per voice 
e Maximum sounds in memory ........ 256 
* Number of sound programs .......... 24 
* Sound assignments per program.. 64 
e Simultaneous voices ..................... 32 
Sequencer 
* Maximum емепїѕ........................... 300,000 notes (maximum 50,000 notes per sequence) 
(notes equivalent) 
* Resolution ..................................... 96 parts per 1/4-note (ppq) 
* Сбедиепсеѕ.................................... 99 
e Tracks per sequence .................... 64 
* MIDI output channels .................... 32 (16 channels x 2 output ports) 
* Song тоае.................................... 20 songs, 250 steps per song 
* Drum: pads-:. «net 16 (velocity and pressure sensitive) 
* Drum pad banks ............................ 4 
© Sync modes .................................. MIDI clock and SMPTE (optional). SMPTE frame rates 


supported are 24, 25, 29.97 drop and 30. 


Rear Panel Inputs/Outputs 


Record input (both L and R).......... 1/4-inch stereo phone x 2, balanced -40dBu, input 
Imp. 39kQ; Max. input level +10dBu 

Digital sampling input .................... RCA-pin x 1, S/PDIF (optional) 

Digital master output ..................... RCA-pin x 1, S/PDIF (optional) 

Stereo output ................................ 1/4-inch phone x 2, unbalanced +11dBu, output Imp. 
1000; Max. output level +17dBu 

8 individual outputs ....................... 1/4-inch phone x 8, unbalanced +11dBu, output Imp. 
100Q (optional); Max. output level +17dBu 

Headphone output ........................ 1/4-inch stereo phone x 1, 200mMW/320 

MIDI inputs ЖИК Ера 5-pin DIN x 2 

MIDI оиѓриїѕ.................................. 5-pin DIN x 2 (independent) 

SCS) ВОЙ: у ck anit cena: 50-pin high-pitch SCSI connector x 1 


Page 193 


Chapter 13: Appendix 


Options 


Ф 
= 
N 
© 
© 
U 


Standard accessory 


* Power cable .......... 


* CD ROM disc 
* Operator's manual 


OdBu = 0.775Vrms 


ME: Multi-effect processor board 

SPIE 8Mb Flash ROM board 

ee 8 individual output and digital In/Out board 
ohn sds SMPTE IC chip 

кеке 16 Mb SIMM board 


ЖКО 1 / Sound library disc 
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The MIDI Implementation Charts 


MIDI Implementation Chart 


Date: May, 1999 












































Model: MPC2000XL (sound generator section) Version: V1.0 
Function Р Transmitted Recognized Remarks 
Basic Default 16 16 
Channel Changed 1-16 1-16 

Default 3 3 
Mode Messages X X 
Altered X X 
Note 35 - 98 35-98 
Number True Voice 35 - 98 35 - 98 
Velocity Note ON О О 
Note OFF O (Always = 64) X 
After Key's X X 
Touch Ch's X О Used in Note Repeat feature 
Pitch Bender x x 
Control 7 X О Сап be assigned to Note 
Variation Slider 
Change 
Prog X 0-127 
Change (True #) 
System Exclusive О О Sample Dump only 
System : Song Position X X 
: Song Select X X 
Common : Tune X X 
System : Clock X X 
Real Time : Commands X X 
Aux : Local ON/OFF X X 
Messages : All Notes Off X О 
: Active Sense X X 
: Reset X X 
Note: 




















Mode 1 : OMNI ON, POLY 
Mode 3 : OMNI OFF, POLY 


Mode 2 : OMNI ON, MONO 
Mode 4 : OMNI OFF, MONO 
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MIDI Implementation Chart 
Date: May, 1999 






























































Model: MPC2000XL (sequencer section) Version: 1.0 
Function = Transmitted Recognized Remarks 
Basic Default 1-16 1-16 
Channel Changed 1-16 1-16 
Default 3 1 
Mode Messages X X 
Altered X X 
Note 0-127 0-127 
Number True Voice 0-127 0-127 
Velocity Note ON О О 
Моїе ОЕЕ 
Айег Key’s О О 
Touch Ch's О О 
Pitch Bender О О 
Control 0 О О See note below 
2 
Change 127 
Prog О О 
Сһапде True# 0-127 0-127 
System Exclusive О О ID: 45h Sequence recording only 
System : Song Position О О 
: Song Select X X 
Common : Tune X X 
System : Clock О О 
Real Time : Commands О О 
Aux : Local ON/OFF X X 
Messages : All Notes Off О X 
: Active Sense X X 
: Reset X X 
Note : If the Convert Sustain Pedal To Duration field (accessed from the Main Screen: select the Track Type field and 
press OPEN WINDOW) is set to ON, then incoming controller 64 messages (sustain pedal) will not be recorded 
into sequences. Instead, any notes that are currently pressed when a Sustain On message is received are inter- 
nally held on, even after they are released, until a Sustain Off message is received. The resultisthatthe individual 
durations of notes are lengthened. This is explained further in the "Receiving MIDI Data" section earlier in the 
manual. 
Mode 1 : OMNI ON, POLY Mode 2 : OMNI ON, MONO O: YES 
Mode 3 : OMNI OFF, POLY Mode 4 : OMNI OFF, MONO X:NO 
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